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To: Satloc Dealers Date: September 29, 2015 
From: Satloc Product Management Subject: IntelliFlow Firmware 3pE Update 

 
Products Affected:  806-1020-000 (Assembly IntlliFlow Controller) 

 

Scope: The purpose of this bulletin is to inform Satloc Dealers of the latest IntelliFlow Firmware update. 

  

Description: The IntellifFlow Controller Firmware is changing from Version 2pE to the updated Version 3pE. 
The purpose of this update is to correct a potential calibration defect. 

 Potential Issue: 

While spraying, some users may experience a delayed response to the valve when entering the 
polygon. This can be caused by an improperly calibrated valve/motor assembly, in which the 
valve does not fully open during the calibration process during start up. The 3pE Firmware 
corrects the automated self-calibration test that is initiated when the IntelliFlow system is 
powered on.  
 
 

 
Installation Instructions using the G4 

 

1. Log into the Satloc dealers portal at www.satloc.com/dealers, then go the Software page and download the 3pE 
IntelliFlow update (IFlow-3pe.exe). 

2. Copy the download to a USB drive. 

3. Power on the G4 and go to the Windows desktop. 

4. Create a folder named IFlow on the G4 in the C:\Program Files\Hemisphere GPS\Data folder then copy 
IFlow-3pe.exe from the USB drive to the IFlow folder. 

5. Ensure IntelliFlow is connected to the G4 and powered on. 

6. Start IntelliTrac and verify the speed of the system is 0 (you may want to turn off the GPS simulator). 

7. Press SETUP > SETUP > FLOW CTRL to display the Flow 
Control Setup screen. Confirm that ‘Single IntelliFlow 
Detected’ appears at the top left of the screen. 
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8. If IntelliFlow is detected, press SETUP > Set Controller 
Parameters > SETUP to display the TAD/Diagnostics & 
Troubleshooting screen. 

9. Verify the Load New Program button is available. If 
not, press VERSION repeatedly until Load New 
Program is available. 

10. Press Load New Program. 
 

 

 
 

 

 

 

 

11. Press YES to start the IntelliFlow firmware update. 

 

 

 

 

 

During the update several buttons are unavailable and the IntelliFlow Load Program Status Messages field displays 
messages (example shown at right). 

DO NOT press any buttons or power off the system 
during the update. 
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12. When the update is complete, IntelliTrac displays the reboot message shown at right (in the IntelliFlow Load 
Program Status Messages field). 

IntelliFlow will then reboot automatically followed by the success message shown below right. 

 

 

 

 

 

 

 

 

 

 

 

 

 

13. When the message closes, press CLEAR to return to the Flow Control Setup screen, then press SETUP to return to 
the TAD/Diagnostics & Troubleshooting screen.  

14. Verify the IntelliFlow controller version is correct then press 
VERSION four times to display the following controller version 
information: 

Controller Version #: 174-3261-3pE 
Compile date: Aug 21 18:53:34 2015 

15. Press EXIT to return to the Map screen, press KEYPAD > CLEAR > CLEAR > Exit To Windows to close IntelliTrac and 
go to the Windows desktop, then restart IntelliTrac from the desktop. 

 

 

 

 

 

 

 

Contact AgJunction Technical Support at SatlocSupport@AgJunction.com or 800-247-3808 if there are any additional 
questions. 
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