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Chapter 1: Introduction

IntelliTrac™ aerial guidance software provides precise, flexible guidance technology for today’s aerial spray
market. IntelliTrac is included as part of the Satloc® G4™ system that enables you to fly and spray precise
patterns using constant rate flow control, thereby reducing fuel, flying time, and application costs.

What's In This Guide?

This user guide provides the following information to get you up and running quickly with IntelliTrac.

e This introductory chapter briefly outlines the contents of this manual, lists IntelliTrac features,
introduces related Satloc products, and describes both the advantages of differential GPS (DGPS)
and how it is used by IntelliTrac.

e Chapter 2, “Getting Started” describes how to start and exit IntelliTrac, provides an overview of
IntelliTrac window (display) screen, describes how to set up IntelliTrac, and lists what you need to
know before using IntelliTrac.

e Chapter 3, “Setup” Provides detailed information of the setup of global units, map display fields -
setting and options; lightbar setup.

e Chapter 4, “Terminology and Basic Tasks” provides an overview of aerial guidance terms, describes
how to quickly enter basic job details, describes jobs and logs and how they are related, and lists
spray and boom options.

e Chapter 5, “Pattern Guidance” describes patterns, marks, and job and log data files.

e Chapter 6, “Routes, Waypoints and Marks” shows you how to work with marks and routes.

e Chapter 7, “Jobs and Polygons” describes how to work with jobs and polygons.

e Chapter 8, “Flow Control and Managing Prescription Maps”, describes the screens used for the
legacy flow control (IntelliFlow) and IntelliFlow 2 (IF2) liquid functionality. Menu maps assist with
navigation through the various feature screens and tables provide details of all fields and options
on the flow control screens. It also provides information on all aspects of prescription map
management - importing and using.

e Chapter 9, “Advanced Setup and Customization” includes such tasks as entering subscriptions,
configuring your lightbar, and changing logging defaults.
e Appendix A, “The Simulator Console” - provides information on all the flying simulator controls.

e Appendix B, “Hot Keys”- provides descriptions for all IntelliTrac hot keys

Product Overview

The Satloc G4™ is the most complete and advanced aerial guidance system for aerial applicators. Satloc
G4 is built with the top-of-the-line processing power of the Intel® Dual-Core™ i7 processor and includes the
Windows® 7 64-bit operating system. G4 features a 9-inch, 16:9 ratio touchscreen that lets you use multi-
touch gestures such as pinch-to-zoom, rotate, and press-and-drag to access information. G4 also supports
Skype™ and Ethernet connectivity for cell-based modems.

You can download job files and shapefiles as well as prescription maps. Background maps are also
available with G4 and enhance flight navigation and confidence by enabling aerial applicators to view such
flight information as spray, waypoints, and polygons on background maps.

For flow control, G4/IntelliTrac manages the original ‘legacy’ IntelliFlow and IntelliFlow 2 (IF2) which
manages both liquid and dry applications.

G4 also includes an A21™ antenna and external L7 lightbar.
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Chapter 1: Introduction

IntelliTrac, the software that runs on the G4, enables you to do the following:

e Fly various pattern types, such as back-to-back and racetrack patterns

e Download job files, shapefiles, and prescription maps

e Transfer log files

e Use configurable shortcut keys (hot keys) to quickly perform common tasks
e Perform advanced lightbar setup and dimming functions

e lLoad background maps

e  Push/pull data via Satloc HQ™ (see section following)

e Manage legacy (IntelliFlow) and IntelliFlow liquid/dry flow applications

Using Other Satloc Products with IntelliTrac

HQ and MapStare are Satloc software products that you can use in conjunction with IntelliTrac to perform
more advanced tasks.

e HQis a real-time web-based asset tracking tool that enables companies to track the position and
position-related data of aircraft and other assets, such as spotter vehicles and loader trucks.

e MapStar is pre-application mapping and post-application analysis log replay software that allows
you to import/export common GIS file formats (such as CAD DXF, windowInfo MID/MIF, and Esri®
shapefiles) as well as view, analyze, and export log data. MapStar also supports variable rate
applications and prescription maps.

Differential GPS Receiver Advantage

The G4 differential GPS (DGPS) receiver supports such differential signals as SBAS, L-band, and beacon.
IntelliTrac automatically detects the active signal from your receiver. If you lose satellite reception you may
want to switch receiver applications—since you cannot switch receiver applications via IntelliTrac, see your
receiver user guide for information on switching applications.

During a temporary signal outage, the receiver uses aging correction data for 40 minutes or more without
significantly affecting positioning quality—meaning you will never be without a differential signal.

Your receiver also includes Hemisphere GNSS’ e-Dife technology —a differential solution for areas where it
is geographically difficult to obtain a good differential signal. With e-Dif, you can achieve GPS accuracy of a
few feet without the need for a differential signal broadcast. e-Dif generates internal differential corrections
based on your starting location and these corrections are modeled over time and applied to the GPS data to
maintain a consistent relative position.

IntelliTrac uses DGPS data to provide highly accurate guidance to help you efficiently complete your spray
jobs. Once you establish a reference line, or starting location for your pattern, IntelliTrac can calculate
exactly where your next swath should be based on your selected swath width and pattern using a GPS
location it computes 5-20 times per second. The GPS location is made more accurate by applying DGPS
corrections. The resulting lightbar guidance cues reflect your real-time GPS data. IntelliTrac also uses GPS
data to guide you to specific waypoints—GPS coordinates of a specific location.
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Chapter 2: Getting Started

This chapter provides an introduction to IntelliTrac and covers the following topics:

Starting IntelliTrac
Overview of the IntelliTrac display

Setting up IntelliTrac, including how to enter values and navigate the display

What to know before you begin using IntelliTrac
Switching between IntelliTrac and the Windows desktop
Exiting IntelliTrac

Starting IntelliTrac

Refer to the G4 Installation Guide for more information on how to set up and power on your G4 system and
how to start IntelliTrac. The G4 Installation Guide is available from the Satloc website at www.satloc.com.

To start IntelliTrac:

1. Power on your G4 system. After G4 completes its bootup
sequence the DISCLAIMER window appears in front of the
IStarLaunchG4 startup screen. WARNING
GPS APPROVED FOR VFR USE ONLY
Press OK to ACCEPT.
[0k )
2. Press OK. The DISCLAIMER window closes and the full IStarLaunch G4 screen is visible.
3. Optional: Select Simulate GPS, see Appendix A, “The Simulator Console”, page 161.
4. Run IntelliTrac using either of the following methods:
¢ Press RUN IntelliTrac Touchscreen
e Wait for IntelliTrac to finish counting down to zero
54
Select Application m IntelliTrac version: 3.17.105.1243
—— Press here
-or-
Wait for
l RETURN to Windows Desktop countdown
C Starting IntelliTrac (Touch) in: 0) w
MAC Address: 0030640fca2d Unique ID:
Software Updates / Application Tools
D snoc GEZIBRE
See “Starting
Peinoc QLIED (s | oS
- . nextpage
G4 IntelliTrac User Guide 6 PN 875-0308-000 Rev B
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With either start method, after several seconds the
IntelliTrac window screen appears with the
[Pilot]: IntelliTrac Setup window displayed in front
of it (you may briefly see some pop-up windows
about ‘Active Features’ and job loading).

You are now ready to begin setting up IntelliTrac.
However, you should read the “IntelliTrac Display
Overview"” section (page 8) to familiarize yourself
with each section of the IntelliTrac display,
including how to navigate the software.

When you exit from this screen (and
return to the map), you will see the ‘Accept
Message’ if the G4 detects a network connection.
Press Accept to acknowledge that any such
connected device(s) must be removed before
flying.

Starting the Simulator

If, for ground activities, you want to
simulate GPS-guided flying using the
simulator console, select Simulate GPS,
then Internal GPS Simulator before running
IntelliTrac. After startup, you will see an

aircraft in the map and have the simulator ( L \

console to control the aircraft (see
Appendix A, “The Simulator Console”).
After you select Internal GPS Simulator,
you will need to press ACCEPT in the
confirmation pop-up, acknowledging that
you must not fly with the simulator active.

Pilot: Pilot - Aircraft: GHOSE

LOG 1 ahel- 18 INR- RGA

- Liquid - BOOM: ,

Lon- 171107495,

MAC Address: 0030640fca2d Unique ID: SatlocG4_ca2d
Single IF2 Ctrl Detected

(W] [RACETRACK - Face To

[_"‘“W_) NO Ky

SETUP

More Options

Return To
Map

Release V 3.17.105.1243
WF-ON Sep 13, 2017

~ SWATH
WIDTH ) 93.0 Ft

( LEFT/RIGHT ) RIGHT

CONTROLLERS

(IF2 - liquid only) e ( Load HOPPER ]

ey
t G4 Controllers ‘

CELL and WiFi Modems are detected...
These devices should ONLY be used when on the ground.

Remove before flying.

o [nternal GPS Simulator

SpS——

7 :( Cancel ]

Internal Simulater will start Automatically on
Initializing IntelliTrac.

Press ACCEPT or press NO.

NOTE: Simulate Internal GPS button was pressed.
1

‘ NO ACCEPT

|

G4 IntelliTrac User Guide
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Chapter 2: Getting Started

IntelliTrac Display Overview

The IntelliTrac display includes important status information and user-defined display options as well as
Quick Keys and Hot Keys that enable you to quickly perform tasks.

Understanding the Map Screen

After startup (see “Starting Header Area
IntelliTrac” on page 6) IntelliTrac % Pilot: Jim Smith - Aircraft: HEMI - Liquid - BOOM: All ON
dISp|ay3 the map screen. - LOG Label: 13" -JOB Name: 1 Log: 13100814495 atlocG4_038d
00813 170108 [INJA N/A US B
. . . b
The map screen is the main display | WieEvIEW T A NI 3¢ 1393 Witz 190255 1073 e
screen in IntelliTrac and is divided I i‘ [ revs
into three areas: the moving map area I [
(the ‘map’), the data area, and the [ TumneaNor o =
header area. SUDEITO ODE . . , ,
10/08/13 17:01:08 anual Moving window (‘map’) area [y
.TempI]Ea“F '
| RCTRK 1 I |
\ IFSwW
wait-A || ’F \
65.0 Ft l
0 MPH LOLYS IFIB
360.0° '
| Field: 0.0Ac '| J
Total: 0.0 Ac I GSIM
| Reset Vol's/TACH | \
500 Gallons I GBS Dif
I“:“z':r | thog ll Logging is READY
b ! I 500 Feet WPT By Name BRG —" RNG — - Auto Boom OFF
1 [’ [ [
E IJ KEYPAD l SETUP MARK l RETURN SETA l
Data area I
1

Figure 2-1: Map screen
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Chapter 2: Getting Started

Moving Map

The moving map area (‘map’) User-defined fields (SETUP > SETUP > SCREEN >

shows a GIS-generated map of Displays, Left Display and Right Display fields)

the field when you fly a pattern, -

create a job file, or open a log. NIA \(E) US B}

The map includes an outline of

. ’ . ALL N33" 34" 13.93" W112° 11" 03.53" 1073 |
the field’s shape and size, spray ]{; | s
and no-spray areas, and any ~ "\ Hide/
marks in the field. The map area Zoom in ;ShOWS f”lename of eac? “wse | display
: . og or polygon you cycle
also shows your dlfferen_tlal_ Z00M through using POLYS button \ Hot Keys
status and whether logging is on MoDE (shows ALL for all logs or polygons) [
or off. FYRY
Cycle through zoom modes Coordinat
. - . oordinates |
Not.e. For a list of dl.‘,;play Aircraft Fsw |- Hot Keys
options for the map’s large Center aircraft in map ‘
format display fields, see i
“Screen Displays Window” on FOLYS—— Cycle through polygons ‘ IFJB
page 30. Waypoint name or route#/waypoint# GPS and
Bearing angle GSIM | differential
——Zoom out Range distance ‘
. — stat
Current zoom level 'y g —_ isn?jizZtors
Logging is READY
500 Feet (WPT By Name BRG —" RNG —.- ) Auto Boom OFF
f I | | ! e Log On/Off
KEYPAD } SETUP MARK 1 RETURN ‘ sera | o9On
‘ || MODE3 | indicator
| ' I |
Display Save Return to Set A point
Setup window position mark

in field
\Rtn/Mark mode /
Show Keypad —  Quick Keys

Note: Once you set a pattern the DEC and ADV Quick Keys appear at the
lower right of the map.

G )

1. KEYPAD H SETUP ‘Hr MARK H RETURN H DEC ‘Hr ADV ‘

[ ,
Decrement Increment
swath swath

\— Quick Keys /

Figure 2-2: Moving map area
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Chapter 2: Getting Started

Data Area

The data area shows the current date
and time, status information for special
functions (such as waypoints and
missions, help messages, GPS status),
and your current job information
including pattern, direction, swath
width and number, speed, heading, and
sprayed area.

The data area appears in different
colors:

e Blue-IntelliTrac is navigating to
a point or mark (A at right)

e Green-an A|Blineis set or
loaded (B)

e Gray - all other time (C)

Note: For a list of display options for
the data area’s fields 1 - 3, see
“Screen Displays Window” on

page 30.

Date and time

Toggle between Wide and Split views

Toggle Pan mode on/off

User-defined fields
(SETUP > SETUP > SCREEN >
DISPLAYS, fields 1-3)

Direction/pattern (press to change)
Swath #, GPS status

Swath width

Ground speed

Aircraft heading

Current field/total sprayed areas
(press to reset)

Remaining volume (press to reset
volume and TACH times)
Display File Transfer window

Display Logging window

Switch to Windows desktop
Show calculator

Figure 2-3

10/10/13  13:01:10 01/0110  12:17:01

WIDE VIEW WIDE VIEW

Turn PAN OFF

Swath/DF 2/0.0

wath/DF 1/3.0

0/10/13 13:01:10 01/01/10 12:17:01
emp 068°F Temp 068°F

W
WD
SPD

Field: 0.0Ac
Total: 0.0Ac

Reset Vol's/TACH
500 Gallons

Transfer Log
Files HQ

10/08/13 17:01:08

L

{ WIDE VIEW

—

i ']

I Turn PAN OFF ]

H Swath/DF 1/7.0
10/08/13 17:01:08
|| Temp 068°F

I

l RCTRK i

Wait-A
65.0 Ft
0 MPH
360.0°

Total: 0.0 Ac

| 500 Gallons - I
L

T

: Data area

10/08/13

17:01:08

WIDE VIEW

C

Turn PAN OFF

'Swath/DF 1/7.0
10/08/13 17:01:08
Temp 068°F

RCTRK

Wait-A
65.0 Ft
0 MPH
360.0°

TotaI:I D.‘G Ac

| 500 Gallons
HQ

Files

<

Figure 2-4: Data area colors - reflecting situations
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Chapter 2: Getting Started

Header
The header displays the following information along the top of the map:

Pilot name

Log label

Aircraft name

Job name

Liquid or dry material

Log name (current log; if no open log then <No Open Log> appears)

li) Pilot: Jim Smith - Aircraft: HEMI - Liquid - BOOM: All ON

LOG Label: 13'" -JOB Mame: 1 Log: 13100814495 atlocG4_038d

Figure 2-5: Header

Information in the header is read-only. You can change some of the data, but you cannot use the header
area itself to change the information—use the Logging Setup window. For example, you use the Logging
Setup window to change the Pilot Name (see “Adding Job Information to the Log” on page 52).

Pressing Buttons in IntelliTrac

This manual uses the following format as well as screen captures of the buttons to describe pressing
buttons in succession:

Button1 > Button2 > Button 3, etc.

Below are three examples of this format and their associated buttons:

“Press the SETUP button, press the next SETUP button, then press the SCREEN button” is written
as...

Press SETUP > SETUP > SCREEN

and is shown as...

SETUP l> SETUP > ( SCREEN ‘

“Press the KEYPAD button, press the CLEAR button, press the JOB button, then press the ENTER
button” is written as:

Press KEYPAD > CLEAR > JOB\9 > ENTER

and is shown as:

|-
pun . FNTEi|

“Path to Authorize Feature Unlocks: | Authorize ]
SEL |> SETUP | x 5 |RRRSRIRS

The last of the examples above (“Path to...” with button images only) is the most common representation of
the button sequence when it introduces a window or a procedure.

G4 IntelliTrac User Guide 11 PN 875-0308-000 Rev B



Chapter 2: Getting Started

Using the Keypad
You enter custom setup options, values, and commands by pressing buttons on the keypad.

PATTERN

SETUP

Figure 2-6: Keypad

To display the keypad, press KEYPAD at the bottom of the map.

500 Gallons |

| Transfer | Log 1
Files HQ

[ §

Note: Ten of the keypad buttons double as number buttons 1 - 0. The system detects when a numeric
value is required in button sequences and uses the number value of the key pressed. In this manual, when
button press sequences (as text, not button images) are included in procedures, the buttons are referred
to only by their function (e.g. SWATH, MARK, POLY), that is, their number value is not included. For
example, you will see MARK (not MARK 4) or PATTERN (not PATTERN 1) for the mark and pattern
functions. When a number value is required, the sequence will show ‘n” or ‘nn’ to indicate that the key’s
number value will be taken for those key presses in the sequence.

WPT By Name BRG —°
J

SETUP MARK

The most often used keys—SETUP, PATTERN, SWATH, and LEFT RIGHT—have a different background. Table 2-1
describes the function of each button on the keypad.

Table 2-1: Keypad keys and functions

Key Function

Display the first IntelliTrac Setup window (see Figure 2-7 on page 16).

You can also display the IntelliTrac Setup window by pressing SETUP at the
bottom left of the map.

SETUP

Scroll through available patterns (the pattern name changes in the Data area).
1 This key also functions as numeric value 1.

G4 IntelliTrac User Guide 12 PN 875-0308-000 Rev B



Chapter 2: Getting Started

Table 2-1: Keypad keys and functions (continued)

Key

Function

SWATH
2

Display the Enter Swath Width window, where you enter a swath width. The value you enter appears as
the WID value in the data area.

- Liquid - BOOM: All ON
Log: 1310091015SatlocG4_038d

1W]

‘ Turn PAN OFF \

Turn PAN OFF

= 2 - Enter new value
and press Accept

Swath/DF 1/7.0
10/09/13 10:18:41
Temp 068°F

‘ RGTEXPND ‘

Swathi/DF 1/7.0
10/09/13 10:18:35
Temp 068°F

t 'RGTEXPND

Wait-A
I 75.0 Ft
‘ 35"0'5'5‘
1 - Current swath width 3 - New value appears

in WID field in Data area
(i —

Eaeaeao BN - [

You can also enter the swath width in the IntelliTrac Setup window (see “Entering Basic Job Details
(Quick Start)” on page 49).

This key also functions as numeric value 2.

LEFT
RIGHT
3

Change direction (left to right or right to left) of the current
pattern. The pattern/direction button in the data area shows

Temp 068°F
the current direction and pattern—LFT indicates you are flying || TFreRek |

Temp 068°F
L

3

[ RGTBK-BK 1
Wait-A

to the left of the A|B line and RGT indicates you are flying to Wait-A

the right of the A|B line. &E n c4 8E N C4
. . i L Left and right back-to-back patterns

When you change the direction the new direction is shown on

this button. For example, if you are flying an expand pattern Temp 068°F Temp 068°F

and the current direction is Left, the direction/pattern button  |[Fpeermy 1 YW

in the Data area shows LFT EXPND. Pressing the LEFT RIGHT WaitA Wait A
button changes the direction to right and the direction/pattern “ar: :“ ‘:r: :“
button shows RGT EXPND. Left and right expand patterns

Direction does not apply to all available pattern types. For example, you can change the direction of the
expand (EXPND) pattern but not the squeeze (SQUEZ) pattern.

You can also press the pattern/direction button in the Data area to toggle between LFT and RGT for
patterns that have the option to fly left or right.

This key also functions as numeric value 3.

ABC

Create A, B, and C points when creating a pattern. Once you set the pattern this button functions as a
swath advance button (if not using the ADV Quick Key or the remote swath advance switch).

ZOOM
PAN

Display the Zoom/Pan window. See “Zooming and Panning the Map” on page 19 for more information.

MARK

Display the Quick Marks window where you can quickly set a mark (1-9).
Also, press this key after pressing an action key to (where ‘n’ is the mark number):

e Save a mark (SAVE > MARK > n > ENTER)
Example: To save a mark as mark 2, press SAVE > MARK > 2 > ENTER

¢ Recall a mark (SET > MARK > n > ENTER)
Example: To recall mark 2, press SET > MARK > 2 > ENTER

e Delete a mark (CLEAR > MARK > n > ENTER)
Example: To delete mark 2, press DELETE > MARK > 2 > ENTER

See “Working with Marks (Return Points)” on page 94 for more information on marks, including
working with marks numbered 10 and higher.

This key also functions as numeric value 4.
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Table 2-1: Keypad keys and functions (continued)

Key Function

Press this key after pressing an action key to (where ‘n’ is the waypoint number):
s e Save a waypoint (SAVE > WPT > n > ENTER)
Example: To save a waypoint as waypoint 3, press SAVE > WPT\b6 > 3 > ENTER

¢ Recall a waypoint (SET > WPT > n > ENTER)
Example: To recall waypoint 3, press SET > WPT\5 > 3 > ENTER
e Delete a waypoint (CLEAR > WPT > n > ENTER)
Example: To delete waypoint 3, press DELETE > WPT\5 > 3 > ENTER

See “Creating a Waypoint While Flying - Route-Based Only” on page 85 for more information on
waypoints.

This key also functions as numeric value 5.

rory]| Press this key after pressing an action key to (where ‘n’ is the polygon number):
A e Save a polygon (SAVE > POLY > n > ENTER)
Example: To save a polygon as polygon 5, press SAVE > POLY > 5 > ENTER
¢ Recall a polygon (SET > POLY > n > ENTER)
Example: To recall polygon 5, press SET > POLY >5 > ENTER
e Delete a polygon (CLEAR > POLY > n > ENTER)
Example: To delete polygon 5, press DELETE > POLY > 5 > ENTER

See “Working with Polygons” on page 101 for more information on polygons.

This key also functions as numeric value 6.

DEC Swath decrement (if not using the DEC Quick Key on the map or the remote decrement switch).

cear| Used in conjunction with other keys to either clear a data type from the screen or delete a data type. For
= | example:

e To clear job data (polygons and patterns) from the screen:
Press CLEAR > JOB > ENTER

¢ To delete the job from memory (you have to confirm the deletion):
Press CLEAR > JOB > n > ENTER (where n = the job number)

You also use this button to exit IntelliTrac:

e To close IntelliTrac and return to Windows:
Press CLEAR > CLEAR > Exit To Windows

e To close IntelliTrac and shut down Windows
Press CLEAR > CLEAR > YES

For important information on exiting and powering off IntelliTrac see “Exiting IntelliTrac” on page 23.
Make sure you understand the difference between clearing a data type from the screen and

clearing (deleting) a data type from the database by entering its number. If you delete a job, you also
delete the job’s polygons and patterns.

Press this key and then a number key (1 - 9) to return to a mark numbered 1 - 9. You cannot return to a
mark greater than 9 because only the first digit counts. To return to a mark 10 and above use SET (see
SET later in this table).

This key also functions as numeric value 7.

Press this key after pressing an action key to (where ‘n’ is the route number):
8

e Save a route (SAVE > ROUTE > n > ENTER)
Example: To save a route as route 6, press SAVE > ROUTE > 6 > ENTER

e Recall aroute (SET > ROUTE > n > ENTER)
Example: To recall route 6, press SET > ROUTE > 6 > ENTER

e Delete a route (CLEAR > ROUTE > n > ENTER)
Example: To delete route 6, press DELETE > ROUTE > 6 > ENTER

This key also functions as numeric value 8.
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Table 2-1: Keypad keys and functions (continued)

Key Function

Press this key after pressing an action key to (where ‘n’ is the job number):
9

e Save ajob (SAVE > JOB > n > ENTER)
Example: To save a job as job 6, press SAVE > JOB > 6 > ENTER

e Recall ajob (SET >JOB > n>ENTER)
Example: To recall job 6, press SET > JOB > 6 > ENTER

e Delete a job (CLEAR > JOB > n > ENTER)
Example: To delete job 6, press DELETE > JOB > 6 > ENTER

This key also functions as numeric value 9.

Use in conjunction with other keys to save a data type. For example, to save a polygon press SAVE >
POLY > n (where n = polygon number).

Return to the map (saving your changes).

IE

Toe Display the Logging window where you can:
HQ

e Starta new log

e Turn logging off/on
e Upload files to or download files from HQ

You can also display the Logging window by pressing Log HQ in the data area. [ Log |
HQ

mro| Use in conjunction with other keys to view data type information. For example, to display the Marks
o window that shows the mark number, log label, and log name of all marks, press INFO > MARK.

You can also display the Flow Control Setup window by pressing INFO > INFO.
This key also functions as numeric value 0.

Use in conjunction with other keys to recall a specific data type. For example:

e To provide guidance back to a mark press SET > MARK > n > ENTER (where n is the mark
number). Use the RETURN key to return to marks numbered 1-9.

e To switch the display between Normal (daytime) and Dark (nighttime) mode press SET > SET.

Save changes (when you press a combination of buttons to perform a task) and return to the map. For
example, to create a mark numbered 10-99 press SAVE > MARK > nn > ENTER.

NTE
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Working with IntelliTrac
After startup (see “Starting IntelliTrac”

: : [ [y Pilot: Jim Smith - ircraft: HEMI - Liquid - BOOM: All ON
on page 6) IntelliTrac d|3p|ays the map. LOG Label: 13" - JOB Name: 1 Log: 13100814495 atlocG4_038d
100813 17:01:08 | NJA N/A [USE]
WIDE VIEW
ALL N33® 34" 13.93" W112° 11' 03.53" 1073 HOT
i KEYS
| Turn PAN OFF ] misc
/1 Z00M '
Swath/DF 1/7.0 MO DE
10/08/13 17:01:08 Manual ‘ PYPY
Temp 068°F L
I RCTRK ]
/ IFSW
Wait-A
65.0 Ft
0 MPH POLYS IFJB
360.0°
| Total: 0.0 Ac ] .
I 500 Gallons ] JE—
I I L is READY
Files \ ] 500 Feet WPT By Name BRG —° RNG — Diﬂ‘tnngé:m OFF
g ) ¥ L ) e
H } KEYPAD H SETUP H MARK ] RETURN ] ‘ SETA

Figure 2-7: Map screen at startup

When you press the Setup button in

the map the main IntelliTrac Setup LLlEs L= Jl
window appears (Figure 2-8). From ‘ ‘
thls_vylndow you can drill down into Files .~ Ha | 500 Fest By Name BRG _*
additional Setup windows. IntelliTrac = | L —
Setup windows enable you to set up e |
and customize IntelliTrac based on = ‘ KEYPAD SETUP MARK
your installation. ‘ : :

MAC Address: 0030640fca2d Unique ID: SatlocG4_ca2d Release V 3.17.105.1100

WF-ON Mar 07, 2017

No IF2 Heartbeat! Check Cables, etc.

(_P'A"ﬁw, 'BACK-TO-BACK - Brﬁ‘k

| , EI} B

REPEAT
~ SWATH
( e ’ 283 M
LEFT/RIGHT RIGHT
‘ * CONTROLLERS .
More Options
(IF2 Liquid only) — p»| Load HOPPER
G4 Controllers e
Map

Figure 2-8: Main (first) setup window
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Chapter 2: Getting Started

You use the Setup windows (some of them shown in m [BACK-TO-BACK B sxizne .
Figure 2-9) to set values or make selections for all i 'S";;EL'I'F')TraC
the different options within IntelliTrac. You navigate 5am

through successive Setup windows via the following o)

buttons: (LertiiGHT|  mnT

CONTROLLERS

More Optidgs
e SETUP - displays the next Setup window @
e CLEAR - displays the previous Setup window
e EXIT - closes the current Setup window and onroliers Return To

returns to the map.

There is no CLEAR button on the first Setup window System @

because one window back is the map which EXIT Setup
takes you back to. @

Additionally, when you press a field button (such as @ c'-E‘“‘il
the UNITS button on the System Setup window) the ﬁ -

resulting window may contain a SETUP button for £ S

accessing additional setup options. EI

Return To

More Options Map
i Tiles

e Options

Advanced
Setup

Advanced

R — Mo} Options
Device Setup Configuration
CLEAR
S ——— 4
! tup
Go Back
-
Return To
1.JOBs by Name Map
2. Auto Start Pattern/Mark
3. Mark 0
4. Display Turns
5. Genter Aircraft at Map Bottom
6. Wide Screen on Startup oI Advanced
Options

1. Polygon Cross Hatch

2. Pattern Track Lines CLEAR Setu p
3. Move on Turns IntelliFlow Valve

4. Virtual Spray OFF Controller

5. DOF ICONS

6. GPS Altitude Go Back \
1. Display TACH Flight times. ‘ _Ij|

LPC Firmware Ver.: 0.0

' Feature UnLocks ' i FBWF Filter '

G4 Manuals

Advanced
Misc Setup . User Guide ’ ( Guide 1 BAcEl

Go Back

i1l

Sétup

Note: Normally Reset if SBC is Replaced m

Return To
CPU Temp: T1: 0.0C T2: 0.0C T3: 0.0C T4: 0.0C Map

Figure 2-9: Setup windows
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Entering Field Values

To enter field values in IntelliTrac, such as on the Logging Setup
window (at right), press the button for the field. For example, to {ﬁ &
enter the Logging Interval value press the Logging Interval button .

(circled). E ‘TestPlIot

SETUP

More Options

IntelliTrac determines if the value for the field can be numeric only ircra |SATI-°¢ CLEAR
or alphanumeric and automatically displays the appropriate data |
entry window. - se¢ Go Back

For example, on the Logging Setup window the Logging Interval (ﬁ 45 mpH { View Logs 1 ﬂ

and the Logging Speed fields can be only numeric values. If you

press the button for either field IntelliTrac displays a numeric data Per Job _ jxe=i] t CIEE '
entry window (left window in Figure 2-10). LOG Label, Pilot, and
Aircraft, however, can all be alphanumeric values so when you
press the button for any of these fields IntelliTrac displays an alphanumeric data entry window (right
window in Figure 2-10).

Return To
Map

Numeric data entry window Alphanumeric data entry window

Figure 2-10: Data entry windows
Note: The decimal point button is available only if non-integer values are valid.

To enter values in either data entry window:

Press the button for the field value you want to enter/change.
2. Enter a value using the buttons in the data entry window.

3. Press Accept. The data entry window closes and the value you entered populates the appropriate
field on the previous window.

or

Press EXIT to cancel the entry and return to the previous window.
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Zooming and Panning the Map

Zooming refers to increasing or
decreasing (zooming in and out
respectively) the magnification of the =
map. Panning refers to moving—or 7 7 N
shifting—the screen in a specific direction 14 ]‘
(such as left or right) so you can see detail /
:E:: may not be currently visible. Note Y PSYTeT——TTEw—" +
pan arrows point to the area of the the center of the disol

. . | play L
map that will be shifted toward the center RE T 500 Fest Mana
of the display; they do not indicate the
shift direction. Anything on the screen
moves in the direction opposite to the
arrow’s direction, (in the direction of the red arrows in Figure 2-11). For advanced zoom/pan options, see
“Configuring Your Zoom and Pan” on page 159.

i as

Figure 2-11: Panning direc-

You can zoom in and out using buttons in the Zoom/Pan window and in the map (Figure ). You can also
‘pinch’ to zoom in and out on the map area:

e To pinch to zoom in place your thumb and index finger far apart on the map then drag (slide) your
thumb and finger closer together

e To pinch to zoom out place your thumb and index finger close together on the map area then drag
(slide) your thumb and finger farther apart

Figure 2-12 illustrates the zooming and panning features of IntelliTrac.

Zoom/pan controls in

Zoom/pan window the map
Use outer You can use N/A
arrows to pan T————__| .\ I /l either the zoom/ ALL
pan window Zoom in
Use CENTER button 1) (left) or the map
to center the aircraft e ‘ area controls
in the map. - (right) to zoom/ ﬁ,%%’g — Zoom Mode
/ l \ pan the map Manual
Use ZOOM buttons —Z?SM Z&?TM EXITY |
to zoom in and out ™\ Press EXIT
AUTO toclose the
2] POLYS
zoom/pan Zoom out
window /

Press before you fly your pattern
to autozoom in/out to keep the

pattern in view while flying Zoom distance
[

| é.
[ Tip! Press the CENTER kevero | f
entER) | button to sequentially
toggle through centering
the following:

‘Manually’ pan the screen by ?/é\\\

pressing anywhere in the map \ \
- Aircraft then dragging (zoom/pan window \\.
- All polygons must be open)
- Each active polygon in a job f//}

Figure 2-12: Zooming and panning
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The status of the ZOOM MODE button in the map determines what buttons are active in the Zoom/Pan
window. You can press the ZOOM MODE button (to change the zoom mode) while the Zoom/Pan window is
visible.

1/
-
LN

11/
= —
LN

Z00M
- %BE

Z00M
MODE
Manu

N T/
N/
N/

ZOOM| ZOOM
poLrg W “aur] = - poueg | | _or] =%
AUTO
Z00M
ZOOM MODE Manual ZOOM MODE Manual Locked ZOOM MODE Auto

Figure 2-13: ZOOM MODE button and related Zoom/Pan window features

To pan using the map:

1. Verify the Pan ON/OFF button in the data area displays ‘Turn PAN OFF’ (meaning

Pan mode is on). If Pan mode is off (the button displays ‘Turn PAN ON’) press the Turn PAN OFF
button. Swath/DF 1/7.0
2. Press (and hold) your finger on the map and drag in the desired direction. 10/08/13 17:01:08

To pan the map area using the Zoom/Pan window:

1. Press KEYPAD > ZOOM PAN to display the Zoom/Pan window. " o
KEYPAD

2. Press the appropriate arrow button to pan the display in the opposite direction of PAN
the arrow (the arrow indicates the map content that will be moved, not the
direction the map content will move).

3. Press EXIT to close the Zoom/Pan window.

To manually zoom in/out using the ZOOM buttons on the map area:

1. Verify the ZOOM MODE button is set to Manual or Manual Locked. Manual zooming
You cannot manually zoom if the button is set to Auto. )

ZOOM| [ZOOM Z00M
MODE| | MODE MODE

Manual Auto

Enabled Disabled

2. On the left edge of the map area, press the zoom in button (up
arrow) or the zoom out button (down arrow) as many times as
needed. Each time you press either button the zoom distance
indicator at the bottom left of the map area decreases (zooming in)
or increases (zooming out). Zoom distance indicator

500 Feet WPT By

| |
KEYPAD 1 SETUP

To zoom in/out using the zoom/pan window:

1. Press KEYPAD > ZOOM PAN to display the Zoom/Pan window (see Figure on | xevens | [zoom

page 19). PAN

2. Press ZOOM IN or ZOOM OUT (as many times as needed). Each time
Z00M  ZOOM

you press either button the zoom distance indicator at the bottom left of IN ouT
the map decreases (pressing ZOOM IN) or increases (pressing ZOOM
OuUT).

500 Feet WPT By
| |

KEYPAD 1 SETUP
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To have IntelliTrac automatically zoom in/out to keep your pattern in view while spraying, press the [7pon
ZOOM MODE button until ‘Auto’ appears on the button. MA%E
Using Hot Keys
IntelliTrac includes five hot keys—shortcut keys that provide access to frequently used —
functions—along the right side of the map. Pressing the HOT KEYS (top) button shows/ KEYS
hides the hot keys.
The figure at right shows five specific hot keys; you can set each one to your preferred &TRE
functionality. See Appendix “Hot Keys”, page 163 for detailed information on all hot
keys.
CLR
You can set hot keys singly in the map area (shortcut method) or in multiples from a Hot kevs st
Setup window. 4
INFO
JOB
START
LOG
ENTER
MISC
To set a single hot key (shortcut method):
1. Double-tap the hot key you want to set. The Hotkey
selection window (for that hot key) appears. Select Hotkey
2. Select the new functionality from the drop-down list. The l CLTK ’ R Y .ﬂ
abbreviation for the functionality appears on the button. '
3. Press Accept. The hot key is newly labeled.
To set multiple hot keys:
Press‘ SETUP ‘ SETUP | 'SETUP [ HotKeys ’ . The Hotkey selections window appears.
1. Press the button for the hot key you want to
change and select a function from the Select Hotkeys
drop-down list. For example (using the [ TR ’ ‘Emer\HK“memet ﬂ
screenshot at right), to change the first hot key \
press MISC then select a new function from the S
drop-down list, [ =TEE , ClearJobiEnter ~| |
2. Repeat step 1 for each hot key you want to : . CLEAR
chsnge. P Yy '_’EWF"'I'E_, ‘CIear\Waypomt\Enter ﬂ ‘ I‘
'?, InfoJob -] 0 Back
[_éﬁi_, Hide\show GPSSIM | ﬂ
Note: Can always Double-Click HOTKEY buttons Return To
on map screen to change selection... Map

G4 IntelliTrac User Guide 21 PN 875-0308-000 Rev B



Chapter 2: Getting Started

Before You Start Using IntelliTrac

IntelliTrac’s default settings should meet most users’ needs. However, you can set some system-wide
values and options to suit your local requirements. After setting these values or options, you can start using
IntelliTrac.

Note: You can save customized settings and transfer them via USB drive to a PC or other G4 units. For
more information see “Customized Settings” on page 160.

Detecting Your Flow Control System

IntelliTrac automatically detects if a flow control system is connected to the G4 and what type it is. If
IntelliTrac detects a flow control system it displays the type at the top of the Flow Control Setup window. If
IntelliTrac does not detect a flow control system, “No Ctrl! Check Cables, etc.” appears at the top of the Flow
Control Setup window.

Switching Between IntelliTrac and the Windows Desktop
You can switch between IntelliTrac and the Windows desktop without closing IntelliTrac.

To switch to the Windows desktop from IntelliTrac, on the map, press the
Windows button in the lower left of the data area.

500 Feet

To switch to IntelliTrac from the Windows desktop, on the Windows i~
taskbar, double-tap the IStarLaunch button.
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Exiting IntelliTrac

You can exit IntelliTrac and either:
¢ Display the Windows desktop
¢  Shut down Windows

AWARNING: To protect your data, you must exit (shut down) IntelliTrac before you turn the power
source off. If you power off without first exiting IntelliTrac you risk corrupting your data.
Data integrity can be ensured only if you exit IntelliTrac before powering off.

To exit IntelliTrac:

CLEAR CLEAR

1. Press, mb - > - , the exit window appears.

2. Press YES to exit IntelliTrac and shut down Windows. ____
This will exit IntelliTrac.
O r Are you sure?

Press EXIT TO WINDOWS to exit IntelliTrac and display the Windows __
desktop. ﬂ |vnE'? I !YEi

Exiting IntelliTrac and Jobs

e If you have cleared the last active job (KEYPAD > CLEAR > JOB> ENTER),
<No JOB Name> shows in the header. On restart, 'JOB: 0’ shows in _JOB: 0
the header (top two images at right).
No job active on exit/restart

If you exit IntelliTrac with a job active (Job 10 in the example), on restart that

job will still be active. If the active job had a pattern loaded, and/or a log - JOB: 10

loaded at shutdown, neither the pattern nor the log will be reloaded on [ [ [ | I I || ‘ | ‘ ‘ ‘ | | |
restart—only the job (and its polygon(s) will be (still) loaded (bottom two - JOB: 10

images at right). |||HH||||||HH
Job (#) active on exit/restart
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Adjusting Systemwide Settings (Units)
Setting up the Screen
Setting up the Lightbar
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Chapter 3: Setup

This chapter describes how to adjust systemwide settings and set up your display, lightbar, and flow
controller. The features are those accessed from the Setup 2 window.

Path to the Setup 2 window: | SETUP l SETUP

Adjusting Systemwide Settings (Units)

Table 3-1 describes the available IntelliTrac systemwide settings.

Table 3-1: IntelliTrac systemwide settings

Field

Description

Local Time Offset

IntelliTrac is set to Greenwich Mean Time (GMT). To convert to local time, you must know
the time difference between GMT and local time for both standard and daylight saving. For
example, Arizona, U.S. is located in the Mountain time zone and does not observe daylight
saving. So, to use IntelliTrac in Arizona, you would set the local time setting to -07:00 (7 hrs
behind GMT).

You can select an offset from (+)14 hours to (-)12 hours in half hourly increments.

Note: If you live in an area that observes daylight saving, you will need to set the local time
twice a year.

Global Units

IntelliTrac uses U.S. standard units (such as feet and pounds) as the default. Use the Global
Units field to change this setting to Metric or Nautical.

You can also assign units to individual data types (such as speed and area) in the Units
Advanced Setup window (see step 3 on page 27).

Coordinates

You can display GPS coordinates as one of the following:
DDD.DDDDDDD - decimal degrees (default)

DDDMM.MMMM - decimal minutes
DDDMMSS.SSS - decimal seconds

Ag. Laser Offset
Ag. Laser Max
Height

Ag. Laser Min
Height

(laser altimeter
fields)

AglLaser is an optional product. To purchase AglLaser contact your dealer. AglLaser
is a laser altimeter used to provide IntelliTrac with a distance from the aircraft to the ground/
crop canopy. The offset is a number that you can set to offset the difference between the
actual mounting location of the AgLaser (usually in the wing) and the lowest point of the
aircraft (the landing gear) to determine exactly how high the lowest part of the plane is off
the ground/crop canopy.

Note: The laser will bounce off the ground or the canopy of the crop the plane is flying over
if the vegetation is thick and hides the ground.

Path to setting systemwide settings (Units window):

SETUP 1 SETUP

UNITS ]
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1. For the following press the appropriate button then

select an option from the drop-down list. See Table 3- ’—me—, ‘-5.0 hours (EST,CDT) j
1 on the previous page for information on these — SETUP
ﬁelds. S (US

. f Global Units ] ‘ j More Options
e Local Time Offset : i
*  Global Units eoordnaies "| OO v [cieag

e Coordinates
Offset 30.0 Inches Go Back

2. If Aglaser is installed press the appropriate button,

enter a value in the data entry window that appears, rm, 100.0  peet E

then press Accept.

e Ag. Laser Offset—number to allow for the ’ . ’ 100 Feet R
difference between the actual mounting location

of the AglLaser (usually in the wing) and the
lowest point of the aircraft (the landing gear)

¢ Ag. Laser Max Height—maximum height above ground

e Ag. Laser Min Height—used to allow you to get to a minimum above ground (generally used as
a warning mechanism)

IntelliTrac displays an AglLaser range bar on the left side of TEW [[ramtiesss pE (v
the map area—at right this range is from 2 (Min Height) to
16 (Max Height). When you are within the Min and Max f’D .
values the bar is blue; when you are outside the range, the | -
; { OFF { OFF
bar is red. Zobm Z0bm
MQDE MQDE
Manjual Marjual
{-BK I {-BK
el Bl
o o
Within Min/Max range Outside Min/Max range

3. To override the global units for certain values, press

SETUP on the Units window. The Units Advanced Setup (—W, A

window appears.

t—g—-a—pee , |MPH j
4. For each value you want to change press the appropriate e
button and select an option from the drop-down. [ votame | | [ —
t_l'—rea ’ |Acres j h
"_Klﬂ'mé_) |FEm j Go Back
| cross Track | |Feet ~| ﬂ
t—'rmm—) |Fahrenheit j Rem::}-ro
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Setting up the Screen

Screen setup relates to all areas of your main display, which comprises the header, the map and the data
panel. Full screen setup is established through three windows:

1. Screen Setup
2. Screen Displays
3. Screen Advanced Setup

SETUP | SETUP f-!m!n-’

Screen Setup

=
f— -
[ SETUP

ispl More Options A J

|Course Up -]
. |Background Stationary v || ————
Motion 2000 Ratio %
CLEAR
(’ | [Volume Remaining | E
- ] - N E‘
| —————— |
g t-m-j [swath #DF
Screen Displays o Back

E [Time g‘

[Temperature Return To
= Map

Figure 3-1: Screen setup windows

i

i

K

K

ﬂ Screen Advanced Setup

ki

l¢]
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Screen Setup Window
Path to the Screen Setup window:

I SETUP \ SETUP { SCREEN

Screen Setup
Normal -
Mode J
SETUP
Displays More Options
Screen [North up -
Orientation
Screen |Background Stationary j Go Back
Motion
Select .
Language English
Color Test Return To Map

Figure 3-2: Screen Setup window

Table 3-2 describes the fields of the Screen Setup window. For mode, screen orientation and screen motion,
you can press the button or the field’s drop-down list button (down arrow) to see the options.

Table 3-2: Screen Setup window

Item Description

Mode Normal (daytime) or Dark (nighttime)
(kEYPAD > SET > SET also switches the screen modes).

Iy Pilot: John Smith - Aircraft: Aircrat01 - Liquid - BOOM: Al ON - GSIMI =
L0G Label: 12 - <No JOB Name>* Log: 1001011122SatlocGa_038d 10}
01/01/10112:52:02 500 G N/A =t 01101110 12:51:55
| wioeview | N b 3 WIDE VIEW
AL 1- N33 28 26.95° WI11° 29'24.00° 408" [t N33 28 26.95° WH11° 29'24.00% 404"
KEYS
| f
Turn PAN OFF ‘ o pisp Turn PAN OFF
SwathiDF 1/0.0 MODE ; SwathiDF /0.0 )
01/01/10 12:52:04 Manuel CJBE 0101110 12:51:55
Temp 068°F Temp 068°F
‘ q
Frecek | Day mode e —— Night mode
Wait-A swe Wait-A
65.0 Ft f WD 65.0 Ft
OMPH ooy 1FJB <PD 0MPH
360.0¢ HDG 360.0°
| Fiela:0.0ac ‘ il
Total: 0.0Ac =
|~ Resetvorsimack ‘
500 Gallons s o
| Transter| [ Log
’ Logging is READY
fieet] R s e e
f f ) f f f \
E KEYPAD SETUP ‘ MARK ‘ RETURN ‘ SETA

Displays Select what you want to appear in user-set fields (two just below the header and three in
the data panel)—see next section, “Screen Displays Window".

Screen Orientation e AB Line Up - A|B line is vertical onscreen (after you set pattern)

(vertical direction/ o Course Up - aircraft is vertical and screen (background) changes direction

movement on . . . . .
North Up - north is vertical and aircraft changes direction

screen)
Screen Motion e Aircraft Stationary - aircraft remains in center of screen as you fly; the background
moves under the aircraft.

e Background Stationary - background remains stationary as you fly; aircraft moves over
the background. If you fly off the screen you reappear at the center of the opposite side
of the screen traveling in the same direction as when you flew off the screen.

Select Language Select from English and other languages.
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Screen Displays Window

Use the Screen Displays window to set five fields to display such data as flow rate or GPS altitude above

the map and in the data panel.

01/01/10  08:00:35
‘ WIDE VIEW l

‘ Turn PAN OFF l

Swath/DF 1/0.0

01/01/10 08:00:35
Temp 068°F '

Fields 1-3

‘ Total: 0.0 Ac
Yo
‘ 500 Gallons

TRE

[ | Pilot: Test Pilot - Aircraft: SATLOC
LOG Label: 13" -JOB Name: 0

Left display field

(e )

7 1000 Feet WPT By Name BRG —° RNG — —

- Liquid - BOOM: All ON - GSIMI
Log: 1001010333SatlocG4_0386d

[34° 57" 14.26" W111° 29 24.02" 404"

Right display field

[ |

l KEYPAD H SETUP

1 MARK I

RETURN ‘

Figure 3-3: User-defined fields

Path to the Screen Displays window:

e serup s s

USB
NO CTRL

i

CJBE

GBS Dif

Logging is READY
Auto Boom ON

‘ SETA

- Left |Vo|ume Remaining
Display

" Right'] [GPS Altitude
Display

(W, [swath #/DF

[ Field 2 ,'T'me

[W, [Temperature

||
||
|
||
||

CLEAR

—

Go Back

e

Return To
Map

Figure 3-4: Setting the screen display for the user-defined fields
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Table 3-3 lists the field options in drop-down list order (left columns) and alphabetical order (right

columns).

Table 3-3: User-defined (screen) display options

Drop-down List Order

Alphabetical Order

Cross Track Distance
Current Swath Number
Swath Width

Speed

Pattern Type & Direction
Heading

Field Area

Total Area

Edge Distance

Time To Edge

Distance To AB
Distance to P1

Distance to P2
Distance to P1 or P2
Distance from Spray-on
Volume Sprayed
Volume Remaining
Amount Per Swath
Amount Per Minute
Flow Rate

Desired Flow Rate
Valve\Encoder Position
Time

Laser Altimeter
Polygon Entry #

(continued next column)

Total Polygon Area
Polygon In/Out
Polygon ID

Spray Time

Swath Heading

Wind Speed/Dir
Temperature
Barometric Pressure
Humidity

DOP/DF

SV/DF

Swath #/DF

Arrival Time
Route/Waypoint
Radius Circle WPT
Distance to Mark/Wpt
Bearing

HSI

Course Deviation
GPS Altitude

Current Modem Data Sent
Total Modem Data Sent
Blank

Amount Per Minute
Amount Per Swath
Arrival Time
Barometric Pressure
Bearing

Blank

Course Deviation

Cross Track Distance
Current Modem Data Sent
Current Swath Number
Desired Flow Rate
Distance from Spray-on
Distance To AB
Distance to Mark/Wpt
Distance to P1

Distance to P1 or P2
Distance to P2

DOP/DF

Edge Distance

Field Area

Flow Rate

GPS Altitude

Heading

HSI

Humidity

(continued next column)

Laser Altimeter
Pattern Type & Direction
Polygon Entry #
Polygon ID

Polygon In/Out

Radius Circle WPT
Route/Waypoint
Speed

Spray Time

SV/DF

Swath #/DF

Swath Heading

Swath Width
Temperature

Time

Time To Edge

Total Area

Total Modem Data Sent
Total Polygon Area
Valve\Encoder Position
Volume Remaining
Volume Sprayed

Wind Speed/Dir
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Setting up the Lightbar

IntelliTrac includes several windows that enable you to set such lightbar options as:

e Lightbar displays fields

e Dimming levels and warnings
¢ Desensitizing the lightbar LEDs when navigating to a mark or waypoint
e Swath double-spray warning (on or off)

e Upper and lower rows of LEDs to display as a progressively longer or shorter (‘solid’

=Yes) bar of

lights or use the outermost LED only that represents your current cross-track distance or heading

angle (‘Solid’ = No)

e LED cross-track distance and heading angle values and how they appear in the LEDs
e Guidance delay—the delay in milliseconds between the time the lightbar shows a guidance cue and

when you need to react

Figure 3-5 shows the windows you use to set lightbar options for both the Lightbar VI lightbar and the

L7 lightbar setup windows.
Lightbar VI

nghtbar Dlmmlng

166
, Leds Dlm Value SETUP

More Options
CLEAR
ON - Both
Warning ’ﬁ Go Back
‘Approach Distance | 492Ft ﬂ
’ Display DOF Obstacle Warning NO Rem’a'; To
Left Display Current Swath Number
SETUP
o (Speed
’ Right Display m More Options
CLEAR
Controller1
Go Back
- ﬂ
Return To
Map
[ 1 [ Non-Swath
ppel
r Solid ] e [ Desensitize ’ el
~ LowerBar
Solid es
~ LowerBar
Reverse [ —
CLEAR
Virtual Lightbar | Off G
Go Back

Degrees

o ]

Return To
Map

Set dimming
and warning
options here.

Then press
SETUP to...

.. display this
window where
you select what
appears in each

field in the
lightbar.

Then press
SETUP to...

.. display
this window
where you
set such
options as
LED display
format (Solid
bar or single
LED), cross-
track distance,
and virtual
lightbar dis-
play (On/Off)

L7 Lightbar
Lightbar Dimming
!T
Leds D|m Value SETUP
(—) ‘ 0 LED's , More Options
Matrix
’ BOTH , NO t DAY ' CLEAR
-
Warning ’m Go Back
ey | amz2Ft ﬂ
" Display DOF Obstacle Warning Return To
( isplay cle Warning NO il

=

IW, Current Swath Number
\LeftCenter | |Cross Track Distance
Display

SETUP

 SR——
Controller 1 Default

—

t Desensitize | Of

Solid ,Yes
solid | Y¢S
l vReverse No
[m’ off

Degrees

Figure 3-5: Lightbar setup windows

= More Options
“RightCenters [GPS Altitude =
Display
CLEAR
‘ Right Display ' Speed v -

Go Back

ed

Return To

Map

Return To
Map
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Configuring Lightbar Dimming and Warnings
You use the Lightbar Dimming & Warnings window (Figure 3-6) to set the following:

e Dimming level of the LEDs

e Dimming level of the Matrix (L7 lightbar only)

e Day or Night mode (L7 lightbar only)—see DAY button in Figure 3-6

e Double-spray warning

e DOF obstacle warnings (display or not display) for all known obstacles contained in the U.S. Federal
Aviation Administration’s Digital Obstacle File

Press to switch between LEDs and Matrix; what

Lightbar Dimming 1 // shows on this button determines what you adjust
T — . -
E 30 - with the UP/DOWN, Enter Dim Value, and Both
Leds buttons

= —
Blatux Press to toggle between NIGHT and DAY settings,
(t_m—] | NO )[’—M_.G.LEAB where NIGHT reduces the intensity level to 50%

h
1
t——l-ﬂll—, ON - Both NGO
Warning Press to switch between YES and NO...YES enables
™ you to adjust the LEDs and Matrix dimming
’ Approach Distance ’ 492 Ft simultaneously, while NO enables you to adjust each
dimming individually
Return To
( Display DOF Obstacle Warning , NO Map

Figure 3-6: Lightbar Dimming & Warnings window

Path to the Lightbar Dimming & Warnings window:

SETUP \ SETUP W

Setting LED or Matrix Dimming Level

On the L7 you can set the LED dimming level and the Matrix dimming level individually. For the Lightbar VI
you can only set the LED dimming level (it does not include a Matrix dimming setting).

In the Lightbar Dimming & Warnings window (Figure 3-6 above).

e (L7 only) Press the LED’s/Matrix button to select the level you want to adjust.
(L7 only) Make sure BOTH is set to NO (if set to YES, press the
button to switch to NO).

e (Vliand L7)Press UP to increase the dimming level or press DOWN
to decrease the level.

Accept

or

Press Enter Dim Value to display the Enter Lightbar DIMMING
Value window (at right), enter a value, then press Accept.

Setting LED and Matrix Dimming Levels Simultaneously (L7)
You can set both dimming levels simultaneously on the L7 lightbar only (this feature is not available on the
Lightbar VI because it does not include a Matrix setting).
In the Lightbar Dimming & Warnings window (Figure 3-6, page 33).
e Make sure BOTH is set to YES (if set to NO, press the button to switch to YES).
e Press UP/DOWN to increase/decrease both dimming levels.
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Setting a Double-Spray Warning
A double-spray warning appears (if set to ON, see below) when you oN -Both
approach a previously sprayed area. When you come into contact ' Warning ’ ‘ j
with your previous swath width. ' S— i
. . Approach Distance 492 Ft
You can set the double-spray warning to any of the following:
e OFF
ON - Lightbar Warning - warning appears on the lightbar only

e ON - Screen Warning - warning appears on the map only
e ON - Both (default) - warning appears on the map and the lightbar

In the Lightbar Dimming & Warnings window (Figure 3-6 on page 33), press Double Spray Warning then
select an option from the drop-down list.

Setting the DOF Obstacle Warning

The Digital Obstacle File (DOF) is
provided by the U.S. Federal
Aviation Administration and

» Computer » HEMIZGE (F) » DOFFiles

ContaInS ObStaC|e Warn|ngs for all | Organize = Share with « Burn New folder = 0l @ I
known ObStaC|eS (throughout the - T Name Date modified Type Size |£|
U.S. as well as other parts of >;_,F::::::S? 0sC) []01-ALDat  11/12/201310:06 ..  DAT File 636 KB =
. - [[]02-AKDat 11/12/201310:06.. DAT File 445 KB
NO_I’th America) that may affect = HENSIESIB &) g [104-AZDat 11/12/20131006.. DATFile 541 KB
aviators. You can download the . = — [ 05-ARDat 11/12/201310:06.. DAT File 1,003 KB
DOF at https://www.faa.gov/ L [lo6-cADat 11/12/201310:07 ..  DAT File 2,341 KB
. X . . [J08-copat 11/12/201310:08.. DAT File 780 KB
a{r 'trafﬂc/ﬂlght info/aeronav/ []os-cTDat 11/12/201310:08.. DAT File 252 KB
dlglta| prod UCtS/d Of/. Before | ]10-DE.Dat 11/12/201310:08 ...  DAT File 65 KB

setting DOF obstacle warnings
you must load the warnings file
into IntelliTrac.

) 62 items

The DOF file is actually a group of files. To import the files from a USB drive into IntelliTrac you must place
the files in a folder named DOFFiles. The procedure is shown, with notes, in Figure 3-7 on page 35.

Path to importing DOF files (Import GIS Files window):

SETUP \ SETUP SETUP Fiiﬁ,js;ﬂ (1)
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Press DOF Data Setup (2),
the Digital Obstacle File DOF
(FAA) Setup window
appears (3).

Press Import DOF Files
from USB (4). A progress
bar at the bottom of the
window shows the
download status (5).

With the download
complete, in the Import GIS
Files window (6), set the
DOF obstacle warning by
pressing DOF Data Setup
(7). The Digital Obstacle File
DOF (FAA) Setup window
(re)appears (8).

Press Select DOF Obstacle
File (9). The Select SHAPE
Background File(s) window
appears (10).

Select the appropriate file
(11) and press Accept. The
window closes and the map
displays the obstacles from
the selected file (if you are
flying in that area - 12).

Example: The figure at right
shows obstacles located in
Phoenix, Arizona centered
around the airport.

—(O=®
Select Backdrop Files

[—mﬁ
[-ummjuo

8

Salect Digital file

W ol
fwm AT

Solect Digisal Obstacle Flie (DOF)

Select Permanent Type Objects
Digital Obstacle File Settings

[ semctoorobscierie 9 )

| m [l 4
@
= 3

I
%

1 & ' +
A AL +
ARLE | +
] oy G
+ 4
el b Logging is READY
Auto Boom ON

'«’
=1

g ¥

L

F

20 Miles ROUTE 81 BRG —° nﬂG—-

SETA

»  tomuss 4
= Go Back
( Import DOF Files ./{ Retun To
from USB 710 Al
: Digital Obstacle File (DOF) “—'| File Size fw_ -
01-AL 143.41 Kl
files to USB 02-AK 100.45 Ki
— 04-AZ 122.13 Kl
05-AR 246.71 Kl
— ( > ) 06-CA 52845 KI Select GIS
— 08-CO 178.16 K File
09T 56.81 Ki
700} OBSL-Bearing ¥ 73* Bustance: I267 Ft ru: 25 4&74‘ Wi12* 00 42.00° 328" | HO'I CLEAR
# ' ' 4 . Go Back
" i e
208yl t ) ¢ [_
MODE| + + . N\_ . :
Manual [_
I ) Return To
' ; Map
’ Béaung'and distance & 4| CLTK
_ KWy ‘gr kosest obstacle + |
" & 4 i h "
POLYS i 1 v L et G

‘KEYFADH sE'rur'l MARK HRETUHH| |

Figure 3-7: DOF Import and Load
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Lightbar Setup - Basic: Display Fields, Crosstrack Values

Note: The figures and procedures in this section are for the L7 lightbar—procedures for the Lightbar VI are
similar.

The LEDs on an IntelliTrac lightbar are separated into sections (fields) as shown in Figure 3-8 (see Table 3-4
on page 37 for the full list of display options).

. bl

Left Left Center  Center Right Center
Display Display Display Display Dlsplay

S
. Flow Status GPS/Diff/Lock/Wi-Fi
LEDs hasandallsbag Status LEDs

Figure 3-8: L7 lightbar field LEDs (top) and status LEDS (bottom)

IntelliTrac has two windows that enable you to set what appears in the field and status LED sections: the
Lightbar Setup window (for ‘CAN’" and ‘SuperTrac’ lightbars) and the Lightbar Advanced Setup window
(Figure 3-5, page 32).

Use the SuperTrac Lightbar Setup window to configure the four display fields and the LED cross-track
representation (Lightbar V1 has only two fields, see inset).

Display fields

W‘ ‘Current Swath Number j

(Four for SuperTrac; two for Lightbar VI) Y
—] ‘Cross Track Distance j

For the display fields, press a button and LTSN

. . More Options

select an option from the adjacent drop- -R!ght'eenm-, ‘GF’S Altitude >

. Display F
down list -~

Right Display , ‘SPEEd G
LED cross-track representation Display- T Go Back
Controller1 ——
] 6.0 T ,‘Currenlswam Number

Press to reset the values in the list box—the 9 P

. - Speed =
left column represents each cross-track LED/ 9.0 | ahtsspay) " | woreoptons
and the right column represents the 12.0 mﬂ c::tl

cross-track distance from center of each LED T30 —

2 60

cn (e =

Return To
Map

A oWON

Figure 3-9: SuperTrac Lightbar Setup window (Lightbar VI inset)

Path to setting lightbar display fields and LED cross-track representation (SuperTrac Lightbar Setup window
- Figure 3-9, page 36):

‘ fELL ‘ SETUP ’ LIGHT BAR ’ SETUP
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For the left, left center, right center, and right display fields, press the appropriate button and select a
display option from the drop-down list (Table 3-4). See Figure 3-9, page 36 for LED cross-track

representation.

Table 3-4: User-defined (screen) display options

Drop-down List Order

Alphabetical Order

Cross Track Distance
Current Swath Number
Swath Width

Speed

Pattern Type & Direction
Heading

Field Area

Total Area

Edge Distance

Time To Edge

Distance To AB
Distance to P1

Distance to P2

Distance to P1 or P2
Distance from Spray-on
Volume Sprayed
Volume Remaining
Amount Per Swath
Amount Per Minute
Flow Rate

Desired Flow Rate
Valve\Encoder Position
Time

Laser Altimeter
Polygon Entry #
(continued next column)

Total Polygon Area
Polygon In/Out
Polygon ID

Spray Time

Swath Heading

Wind Speed/Dir
Temperature
Barometric Pressure
Humidity

DOP/DF

SV/DF

Swath #/DF

Arrival Time
Route/Waypoint
Radius Circle WPT
Distance to Mark/Wpt
Bearing

HSI

Course Deviation
GPS Altitude

Current Modem Data Sent
Total Modem Data Sent
Blank

Amount Per Minute
Amount Per Swath
Arrival Time
Barometric Pressure
Bearing

Blank

Course Deviation

Cross Track Distance
Current Modem Data Sent
Current Swath Number
Desired Flow Rate
Distance from Spray-on
Distance To AB
Distance to Mark/Wpt
Distance to P1

Distance to P1 or P2
Distance to P2

DOP/DF

Edge Distance

Field Area

Flow Rate

GPS Altitude

Heading

HSI

Humidity

(continued next column)

Laser Altimeter
Pattern Type & Direction
Polygon Entry #
Polygon ID

Polygon In/Out

Radius Circle WPT
Route/Waypoint
Speed

Spray Time

SV/DF

Swath #/DF

Swath Heading

Swath Width
Temperature

Time

Time To Edge

Total Area

Total Modem Data Sent
Total Polygon Area
Valve\Encoder Position
Volume Remaining
Volume Sprayed

Wind Speed/Dir
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Lightbar Setup - Advanced: Cross-track, Heading Indicators

Use the SuperTrac Lightbar Advanced Setup window to configure the upper (cross-track) and lower
(heading) row LEDs, set the virtual (onscreen) lightbar to on/off as well as its cross-track LED distance, and

turn non-swath desensitization on/off.

Press to set the upper and lower LEDs to display as a
progressively longer or shorter row (bar) or a single LED.
Upper LED bar default is Yes; lower LED bar default is No

Reverses the lower LED bar from left-to-right to right-to-left
(flips your cross-track)

Toggle between On/Off —when On, the virtual lightbar appears
along the bottom of the Header area

Angle of intercept in degrees (bottom LED row)—each LED is
set to a degree (which you can change) allowing you to know
what the angle is when you are approaching your next swath

Upper Bar ‘ ( Non-Swath ]
: \ Solid ‘Yes Desensitize | off
> LowerBar
T Solid ]Yes
~ LowerBar
+ Reverse ]No
_— CLEAR
—4Virtual Lightbar] Off S
1 05 Go Back
2 10
/ 2 2.0 f’ii
i [ Default ]
4 3.0 Degrees
Return To
Manp

Figure 3-10: SuperTrac Lightbar Advanced Setup window

Setting Lightbar Status LEDs

You can set the upper and lower rows of LEDs on the lightbar to display as a variable length row of LEDs or
as a single, repositioning LED using the Upper Bar Solid and Lower Bar Solid fields of the SuperTrac

Lightbar Advanced Setup window (Figure 3-10).

Path to setting lightbar status LEDs (Lightbar Advanced Setup window - Figure 3-10, page 38):

|- I
seup | SETUP ' LIGHT BAR ) SETUP 'SETUP

Press Upper Bar Solid and/or Lower Bar Solid to set the upper LED row (cross-track) and/or lower LED

row (heading angle) to YES or NO.

e Setto YES to show as a progressively

longer or shorter row (bar) of LEDs.

As the cross-track distance or
heading angle increases, more LEDs
are lit (from center outward); as the
distance or angle decreases, fewer

LEDs are lit.
e Setto NO to show as a single LED. As

the cross-track distance or heading
angle increases, the single
illuminated LED is farther from the
center; as the distance or angle
decreases, the LED is closer to the

center.
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Displaying/Hiding the Virtual Lightbar
When displayed the virtual lightbar appears along the bottom edge of the header area on the map.

Left display These two small sections illuminate blue when spraying Right display

-JOB Name: 0 Log: 1001010201 5atlocGA_038d

—A__ SNNENERNNRNRRNNSRARNARNNRNARENY o0 |

08:49:36 500 USB
NO CTRL

N33" 28" 19.35" W111° 29' 24 00" 404" HOT
KEYS

Cross-track distance (similar to LEDs on actual lightbar)

01/01/10
L

[ WIDE VIEW ]

L 1
I Turn PAN OFF | CLCL

Figure 3-11: Virtual lightbar

Path to displaying/hiding the virtual lightbar (Lightbar Advanced Setup window - Figure 3-10, page 38):

SETUP | ‘SETUP { E‘éﬁﬁé ] SETUP SETUP

Press Virtual Lightbar to switch On/Off.

Setting the Cross-Track Sensitivity

Cross-track is the perpendicular distance between you and your active (target)
swath line. Cross-track sensitivity refers to the relationship between how far ﬁ 1 30 |
you are off your swath line and how this distance is represented by LEDs on the — 6.0

lightbar (or LED indicators on the virtual lightbar).

m|»

9.0

AW N

The default lightbar cross-track sensitivity is 3 ft per LED and is shown in the list 12.0

box (at right) of the SuperTrac Lightbar Setup window. The first LED illuminates -
when the cross-track distance reaches 3 ft, the second when the distance
reaches 6 ft, and so forth. There are 15 settings; one for each LED. You can
change any of the values. To reset all the values to their defaults, press Default.

Path to setting cross-track sensitivity (SuperTrac Lightbar Setup window - Figure 3-9, page 36):

SETUP SETUP [ E‘éﬁ;fﬁé , SETUP

Press the number in the list box that corresponds to the LED number you
want to change, the Enter Angle window appears. Enter a new value then ||
press Accept. The new value appears next to the LED number.

To reset the cross-track distance settings to the factory defaults, press
Default in the SuperTrac Lightbar Setup window.
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Setting the Lightbar Edge Warning

Setting an edge warning enables you to receive a visual warning when you  |ightbar
get within a certain distance or time of a polygon. The visual warning is a hoy
flashing ‘U’ in the center of lightbar and a flashing yellow center segment of
virtual lightbar. The start trigger determines when the flashing starts; the
end trigger determines when the flashing stops.

The start of the flashing lets you know you are getting close; the end of the
flashing lets you know you are at the point where you need to take action to,
for example, set an A|B line or turn on spray.

Set the edge warning to one of the following:

e OFF Virtual lightbar
e Time - warning appears when you are within a certain time of a
polygon (based on your current speed and your distance from the polygon).

e Distance - warning appears when you are a certain distance from a polygon

Notes: (i) The default edge warning setting is Off (the Start Trigger and End Trigger buttons are disabled);
(ii) You can display the edge warning distance (Edge Distance) and edge warning time (Time To Edge) in
the lightbar display fields.

Path to setting the lightbar edge warning (Edge Warning Setup window):

SETUP | SETUP 'SETUP !EdgeWaming]

To set the lightbar edge warning

1. Press Edge Warning. The Edge Warning Setup window
appears. 'T‘ T —

2. Press Edge Warning Type (or use the drop-down) then Waming Type

select: E’ ’7
Trigger ]

e OFF

CLEAR
L4 Time ' Trigger | —

e Distance Go Back

For Time and Distance, the Start Trigger and End st mest oo g tram
Trigger buttons are enabled. Press NO to return or YES
to set Edge Warning to default
- . values. Return To
3. For each trigger, press the appropriate button, enter a f Map
value in the data entry window, then press ENTER N m @

Note: The start trigger for both distance and time must be greater than the end trigger; if it isn’t a message
appears (inset at above right). You can reset the triggers (NO) or reset to the defaults (YES).

Desensitizing the LEDs

Desensitizing the LEDs relates to when you navigate to a mark or waypoint allowing you to navigate to/
from a mark or waypoint with less sensitive LED distance warnings. When set to On, you then set a
desensitize factor and the distance each lightbar LED represents is multiplied by this factor. For example, if
the first LED is set to 3 ft and you enter “20” in the Desensitize Factor field, the first LED will not illuminate
until you are within 60 ft (3 x 20) of a swath.

Note: As soon as you press ABC ADV (or the remote Swath Advance button) to enter the “A” point of a
pattern, desensitizing is disabled.

Path to desensitizing factor (SuperTrac Lightbar Advanced Setup window):
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- I C
m SETUP SETUP SETUP

Press Non-Swath Desensitize. The setting changes to
On and the Desensitize Factor button appears (not
shown). Press the button, the Enter Desense Factor
window appears (inset at right). Enter a value then press

Accept.

B

On
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Chapter 4: Terminology and Basic Tasks

Aerial Guidance Terms and IntelliTrac
Automatic Guidance

Entering Basic Job Details (Quick Start)
Managing Data and Log Files
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Chapter 4: Terminology and Basic Tasks

Before using IntelliTrac, make sure you have a clear understanding of the aerial guidance terms used within
IntelliTrac and this user guide, and the automatic guidance features IntelliTrac provides. These are covered
in the first two sections of this chapter. The rest of the chapter provides basic information on how to start
using IntelliTrac to perform common tasks: setting up a job, logging data, and setting up your flow control
system.

Note: The schematics and examples provided for some features are illustrative only; as such, while often
not authentic examples of actual operations, they do indicate the key points of the feature.

Aerial Guidance Terms and IntelliTrac

IntelliTrac uses common aerial guidance terms on the map and in the various windows you can display.
This section provides a brief summary of these common terms and how they are used in IntelliTrac. The
remaining sections of this chapter and the chapters that follow provide detailed information on how these
terms apply to using IntelliTrac and all its advanced features.

Routes and Waypoints

Route: A group of waypoints to which IntelliTrac can provide
sequential guidance during the flying of the route. (You can have a 3
route with only one waypoint but in practice a route with only one 4,1

waypoint may as well be a ‘mark’ - see “Working with Marks
(Return Points)” on page 94.) All waypoints are associated with
(are part of) a route. When a route is active, IntelliTrac displays the ﬁ*.
route-waypoint ID for each waypoint in the route in the format R#- '\
WH# (Route #1 with its three waypoints is shown at right). You can |
add names to waypoints and they will also display when their
route is active (not shown at right). See Chapter 6, “Routes, X1\2

T T

Waypoints and Marks.” —
e

Waypoint: A point on a route that represents the GPS coordinates W1_1
of a significant location you want to record (that is, save). You can W int 3 d
create/save waypoints while flying or in a dedicated routes/ aypoint ¢ saved.
waypoints window. Waypoints may be part of a route or
freestanding (not be part of a route). When you set a waypoint
while flying, a message briefly appears on the screen indicating the waypoint number being saved
(“Waypoint 3 saved.” above). A saved waypoint becomes part of the currently active route (if a route is
active), or Route 1 if no route is currently active. See Chapter 6, “Routes, Waypoints and Marks."”

Polygons and Patterns

Polygon: Saved with ‘boundary-defined’ jobs, polygons are the 1_ RS B w2 e 0%
shapes of a field (or other area, such as a forest plot) that you ¢
define. You can create two types of polygons in IntelliTrac—

inclusion polygons (enclosed areas you spray, shown at right) and /
exclusion polygons (enclosed areas you do not spray). Inclusion
and exclusion polygons visually show you the borders of your
spray/no-spray areas in the map. Just as a route is made up of one
or more waypoints, a polygon is made of multiple poly points that
you set.

.
T

Pattern: (‘Flying pattern’, not to be confused with a polygon’s fill
pattern - solid or hatch). The order (the sequence) in which, on
demand, IntelliTrac guides you to the swaths that make up the area
to be sprayed. Guidance comprises heading and cross-track as well
as a visual display of your aircraft (in its current position) and your target (start of swath). The swath array
to which IntelliTrac applies the pattern’s sequence is generated by either the auto-application of an array to
a polygon (see “Auto-applying a Swath Array to a Polygon” on page 111) or the creation of an A|B line (and
addition of a C point where applicable - see ‘closed patterns’ in “Patterns Overview” on page 64).

=L

PLAENI
ENEEE
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IntelliTrac includes several built-in patterns. For example, a back- A r
to-back pattern (shown at right) where you fly consecutive swaths

parallel to the A|B line. There are two types of patterns in
IntelliTrac—an open pattern (requires only A and B points), where
you can fly an unlimited (‘open’) number of swaths because the
pattern is not dependent on the size of the field, and a closed
pattern (requires A, B and C points), where the number of swaths
you can fly is limited (‘closed’) because you define the width of 5 4 3 2 1
the field. See Chapter 5, “Pattern Guidance.”

Using a special feature (generally referred to as “Enter Poly Pat”)
you can have IntelliTrac optimally auto-apply the pattern of your
choice to a polygon. And, within the feature, you can adjust the
auto-application to suit prevailing conditions. See “Auto-applying
a Swath Array to a Polygon” on page 111

v v
L S ®A

Jobs and Logs ‘- .o

5 swaths; A|B line is swath 1

Job: An entity within IntelliTrac comprising spray and non-spray
areas and spray patterns (in this sense an IntelliTrac job can be regarded as a template for a spraying
operation). You can define spray/non-spray areas in various ways, and you can specify the spraying
operation’s pattern—the sequence in which guidance to swaths is provided (and flown/sprayed if followed).

While you can predefine spray and non-spray areas with polygons, and specify the spray pattern, you can
instead, while flying (i) specify a pattern, (ii) set your pattern limits (with an A|B line—sometimes a C point
also), (iii) fly/spray ‘the ‘job’ and (iv) save the job. The predefined, ‘polygon jobs’ may be referred to as
‘boundary-defined’ jobs, the others as ‘pattern-defined’ jobs. You can save, delete, and add or subtract
(areas and patterns) to or from a job. See Chapter 7, “Jobs and Polygons.”

Log: A set of position-specific data that always includes exact positioning and rate of spray application,
precise time and date record, flight speed, altitude, patterns flown, and GPS position quality. IntelliTrac logs
this data while you are at or above a preset airspeed (default or user-set). You can have job-related
information included with the standard logged information (see “Adding Job Information to the Log” on
page 52).

Note: Logging (such as speed and spray rate) occurs during a spray operation associated with, or saved as
a job (spray area and pattern being job data). Logged data however—being position-specific data—is not
stored as part of the job. But you can bring jobs and logs together. See following section.
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Bringing Jobs and Logs Together
If you want a complete display of a job, its pattern and the spray

as applied, you need to bring the job and the related log <«—Job in IntelliTrac
together. That means you need to know the log number for the

flying/spraying operation and load it (view it) with the job (which KESY;AD
loads with its polygon) and the job’s pattern. .1JOI‘31

In the schematic at right (with IntelliTrac menu navigation
shown): (1) is Job 14 with its polygon (1) loaded in IntelliTrac;
(2) is Job 14 with its pattern (1) also loaded in IntelliTrac (left
image) and MapStar (right image); (3) is Job 14, pattern #1 and
log 02281753 loaded (“Select Log Files To View”, etc.) in

IntelliTrac (left) and MapStar (right). KEgE{-A‘D
. . . . . . PATTERN
When you bring jobs and logs together in this way, it is with a 1

new log active. Any further logging, and only further logging,
will be part of the currently active log. The ‘viewed’ log data (3 is 5
an example) remains the content of the viewed log—see Job and Pattern in IntelliTrac and MapStar

schematic next page.
@ KEYPAD
INF

LOG
SELECT

Log 02281753 added in IntelliTrac & MapStar

Thusl you Cannot d”-ectly Continue (add to) a |Og through menu CRY1 L GHOSE L IUAZOA131732_Job013 _ LIQUD __BOOIEALL__Mark - MODE 2
options such as “KEYPAD > (RE)SET >LOG >n". Butyou canreload |- | Ed9e2620Ft " Edge 99 Secity

ROUTE --

. . - BRG l 04112900 — — — — — — — — -
a Iog_to actlvista_tl._ls using the return to mark feath’re with mode me— | 1%
4 active. See “Original or Current Log Modes (4-6)" on page 154. Log 04181429 -the ‘viewed’ log
[ I '

ot [ E——
Log 04181732 - the active log

Job 19

Other Guidance Terms

|
003 i |
Swath: A strip or row of a field that you fly. For example, in the T 3 . Y i
pattern on page 44 there are five swaths. LETBICER 1) =T
15 —— e
A|B line: The initial guideline of a pattern. Each subsequent MapStar | |

swath of the pattern is based on this initial guideline. You set —
points A and B and a line (A|B line) extends through both points. Log 04181732 - new log on return to M4

For example, in the pattern on page 44, the A|B line is swath 1. R 13
Log 04181429 - original log for M4

Cross-track: The perpendicular distance between you and your
target swath.

Heading angle: The ‘heading error’; the angular difference

between your current heading and the heading of the target swath line in the direction of travel (see
schematic bottom of page 68). When the heading angle is zero, you are on or parallel to the target swath
(the cross-track will also be zero if you are on the target swath).

Mark: A point to which you want to return, such as a last sprayed point,
like M2 at right. When you create a mark, IntelliTrac saves (as exists):

the swath number, pattern, A|B line, direction, job ID, acreage, swath M2
width, and spray information.

Feet WPT By Name BRG —° RNG — _
1 L 1 L

‘ MARK ‘ |

RETURN

D H SETUP
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Automatic Guidance

Guidance in IntelliTrac refers to navigational cues that help you fly to a specific set of coordinates. These
cues include bearing and range and a visual indicator—a direct line from you to the coordinates.

IntelliTrac can provide guidance to the following points:

e Mark

e Waypoint

¢ Polygon (to the center of)

e Pattern (to the point where you start/resume flying your pattern)

Table 4-1: Automatic guidance cues

Item Cues More Information

Mark Dotted line guides you to mark. “Returning to a Mark” on page 95.
|
} 4 :

1

m“‘

a3

¢ | .

Nait

n Ft ,
Waypoint Dotted line guides you to the waypoint (as opposed to the Next page at “Waypoint radius

dashed lines that connect waypoints). A dotted (radius) example” and “Recalling a Route-Based

circle appears around the waypoint. If there are multiple  Waypoint” on page 89 and “Recalling a

waypoints in a route, when you reach the dotted circle of By-Name Waypoint” on page 90

the first waypoint, a dotted line guides you to the next

waypoint and a dotted (radius) circle appears around that

waypoint.
I PR
I /Jr SR
/
4
A
Polygon/ Dotted line guides you to the center of the polygon or the “Press ENTER for swath guidance” on
Pattern A point of an A|B line. page 49, “Receiving Guidance to a

Polygon” on page 109 and “Recalling/
Loading a Pattern” on page 72.
Center of{polygon

1

Point A

Pre NTER for swath guidance

KEYPAD > SET > POLY >1 KEYPAD > SET > PATTERN > 1
(Job # loaded) (Job # loaded)
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Waypoint radius example

In (1a) in the figure at right, guidance to —_—
waypoint 1 of route 1 (1-1) is almost ‘ Z00M A
complete. The circle around 1-1 GETRTIN | 110 D i -
represents the radius value you set in the ZEXE - g ™
“Select Waypoints Mode” window (1b) OGN 1c I /»/ ™
(SETUP x 3 > Waypoints - 1320 in the LELBISNS e 1-3
example). The radius value (“Radius S Wait-A J
Circle WPT") has been user-set for WD 60.0 Ft D
display in Field 3 of the data panel (1c). SPD 11 KPH | TR RN &
Note that the route and current waypoint, HDG_ : S - .
and bearing (BRG) and range (RNG) are e Guiding to Waypoint 1.
displayed at the bottom of the map (1d). Recetc L Fiow Data

132 Gallons

e So, if you recall (set) a waypoint
and you are outside the radius

nter Waypoint Radius Circle

[ d RT/Wpt 01/01 BRG 317° RNG 13566 Fi ld
) _ . [ Radius ) {1320-0 Feet
circle of that point, a dotted line 7‘
appears around the point. ‘

e  When you reach the radius circle /&1\2\\
of that point: il cld— SN
y ‘
1

“Advancing to next waypoint
in route” appears for several
seconds, (2a) and (3a).

— The dotted radius circle

appears around the next Advancing to next waypoint in route
waypoint (1-2) and the screen m i

Zb Guiding to Waypoint 2.
message changes to

“Guiding to Waypoint n”,
(2b). RUWpt 1/3 e /‘A:I\- 2

— Rt/Woptin the data panel (ifa //4 Bl
user-set display option, (2c) //’ “*\,ﬁ }
and (3c), and RT / Wpt at the P W 1-3
bottom of the map, (1d), Yy, ’
indicate guidance to that ﬂ‘ _ o

. Advancing to next waypoeint in route
waypoint.

- You receive guidance (dotted | S s
line) to that waypoint. e

t
—  BRG and RNG values at the o i
Dist ---- =7 i
bottom of the map update, S .
(3b). | S
// 'y
e  When you approach the last Ve 1-3

waypoint in a route and reach the a

radius circle around that point: 11

— The radius circle disappears Arrlvedat end of rowee

_ Pp . BRG - RNG __ | 4C

— “Arrived at end of route”

appears for several seconds
then disappears, (4a).

— In the data panel, the Rt/Wpt display becomes route number and waypoint 1, and distance and
radius become blank (----) (4b). BRG and RNG have no values, (4c), because there are no more
waypoints to which to receive guidance.
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Press ENTER for swath guidance

When you first set guidance to a pattern (KEYPAD > SET > PATTERN ‘n’), the
guidance line is to the A point of the pattern’s A|B line, irrespective of any h’- Swath #3
previous spraying operations on this pattern. If you press ENTER, the guidance

line disappears and the pattern (swath array) appears with (i) the A|B line in red

(between the A and B points) and (ii) the last swath in blue (extending beyond -
the swath array - top image at right). If the pattern has never been sprayed, the
A|B line will be blue and red (red within the pattern - bottom image at right).

A|B line and

swath 1

Entering Basic Job Details (Quick Start)

Note: If you exit IntelliTrac with a saved job active, that job is active when you restart IntelliTrac. If you exit
with no job active (<No JOB Name>* s displayed in the header), Job 000 is displayed in the header when
your restart IntelliTrac. See “Exiting IntelliTrac” on page 23.

Pilot: Pilot - Aircraft: GHOSE - Liquid - BOOM: |
LOG | ahal- 18 INR- RGR Loa- 171107

After you complete basic setup in IntelliTrac (see
“Starting IntelliTrac” on page 6) and each time you
start IntelliTrac thereafter, the IntelliTrac Setup
window appears in front of the map (see at right).

U MAC Address: 0030640fca2d  Unique ID: SatlocG4_ca2d Release V 3.17.105.1243
. WF-ON Sep 13, 2017
Single IF2 Ctrl Detected

N . - - (--—--———-M.I..I.ERN ] [RACETRACK - E h@
In addltl_on to being the s'Fartlng point tc_) all other - ) NO
setup windows, the IntelliTrac Setup window e '
. .. ( 93.0 Ft
enables you to enter the following basic job WIDTH

information (for more information on jobs, see SETUP

. . ( LEFT/RIGHT ) RIGHT
“Working with Jobs” on page 98):

CONTROLLERS
More Options

{ Load HOPPER m

( G4 Controllers Return To
Map

e Pattern, with or without auto-repeat
(additional Pattern Setup button available
for QUICKTRACK X pattern only—not
shown at right)

e Swath width

e Direction (left/right) of subsequent swaths John Bronn InieiTea ot R
(Ieft or I’Ight Of the AlB ||ne as Set, that iS, |n MAC Address: 0021ccb3a5e7 Unique ID: SatlocG4_a5e7 Is:;fgsFeF\:’ljl;I:n:l:;
the direction of A to B) BloC NGt De‘T;‘Siﬂ o
——— v Multi B2B
* Rotation and total (number of) fields (Multi { PATTERRT
Back-To-Back pattern only - see at right, t REPEAT .
bottom). - SWATH
( WIDTH , g2l Visible only when
Tip! If you installed a Flow controller and — pattern is MULTI
IntelliTrac and the controller stop communicating, { EE— , LEFT BACK-TO-BACK
“Controller NOT FOUND"” appears below the A wmore uptons
RESET button. Press RESET to re-establish the {7)
[ — RESET
connection. {W, AL . ﬂ
To enter basic job information, press the SETUP l ' N%‘_’r“;g{":lrn
hotkey, the IntelliTrac Setup window appears. ‘|| {%FIELDS ’ 3 e
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1. Press PATTERN (1) and select a pattern type

from the dl’Op-dOWﬂ. Additional buttons/fields MAC Address: 0030640fca2d  Unique ID: SatlocG4_ca2d Release V 3.17.105.1100
appear when you select QUICKTRACK_X or NoIF2 Heartt | Sheck Cables, etc. {TEON MarGr, 2017
MULTI BACK-TO-BACK (see bullets following). PATTERN - (BACK-TO-BACK -] Eﬁag“
e |f you select QUICKTRACK_X, (2a) the
PATTERN SETUP button (2b) appears [ SWATH ) —
below the drop-down. WIDTH
QUICK_RACETRACK SETUP
Press PATTERN SETUP (2b). The Quicktrack ( LEFTRRIGHT ) REVERSE RACETRACK |
X Settings window appears (2c). xPAND i More Options
Press either Total Swaths or Distance 3a ) |muLTiBACK-TO-BACK ) s ]
from A-B (2d) then in the data entry - BACK-TO-BACK SKIP ﬂ
window that appears enter a value and QUICKTRACK X (2a) IS ] Return To
press Accept. For the value you do set s Map

IntelliTrac recalculates the other value. For
example, if Total Swaths is 10 and you set it
to 6 IntelliTrac reduces the Distance from
A-B value accordingly.

e |f you select MULTI BACK-TO-BACK (3a),

the ROTATION and TOTAL FIELDS buttons (( QUICKTRACK X Pattern Setup ) :
appear in the bottom left of the window Pioses ssac the umber of staha Accef
(3b). _ :
Each Turn Dlstflnce Accept
Press ROTATION to toggle between HALF Is half the Total Distancs.
and FULL. ’ \ L [
Total Swaths | 3
Press TOTAL FIELDS, and in the data entry ‘2d) b
window that appears enter a value then ' — j 85.0 M Cancel
press Accept.
2. Press AUTO REPEAT (4) (closed patterns only ,fj — ] FULL
- see note below) to switch between YES and N 3b ) \
NO. When YES, IntelliTrac re-presents the { ToTAL ] -

current pattern’s swath array (that is, presents a
new closed set) when you select ADV after
working the last swath of the current closed

(- EATTERN )W

pattern. When NO, IntelliTrac reverts to a back- Vﬁ/,\h:gTEgT ‘ e
to-back pattern on completion of the current
pattern.

With auto-repeating patterns:

e When you advance to the last swath in the closed array, if you have ‘Current Swath Number’ as
one of your lightbar displays, you will see LAST displayed alternately (switching) with the last
swath’s number (L# or R#). ‘LAST' is not displayed in any of the five screen display fields if they
are set to display ‘Current Swath Number’: it's a lightbar only feature.

e  When you have worked the last swath in your closed array, the pattern’s closed array is re-
presented to the left or right of the finished array depending on the direction set for your
pattern.

Note: You can auto-repeat (AUTO REPEAT enabled) only:

RACETRACK; SQUEEZE; QUICK_RACETRACK and REVERSE_RACETRACK (that is all ‘C’ patterns
except QUICKTRACK_X)

You cannot auto-repeat (AUTO REPEAT disabled):

BACK-TO-BACK; EXPAND; MULTI BACK-TO-BACK; BACK-TO-BACK SKIP and QUICKTRACK_X
(the only ‘C’ pattern you cannot auto-repeat)

3. Press SWATH WIDTH, enter a swath width, then press Accept.
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4. Press LEFT/RIGHT to toggle the direction. The key points about direction are:

* For open patterns (A|B only), the direction dictates which side of the A|B line the swath array is
presented once you've entered your B point. You can switch sides at any time.

e For closed patterns (A, B and C), except reverse racetrack (see next point), the direction is the
side of the A|B line you intend to set your C point and the side the swath array is presented if
you do set C that side (if you set your C point to the other side, the left/right direction simply
switches).

e Forthe reverse racetrack closed pattern, in which the swath array is presented on both sides of
the A|B line, the direction also dictates whether the A|B line is L001 or R001.

e With patterns set to auto-repeat, the direction also dictates to which side of the A|B line (and the
previous swath array) repeating (finite) swath arrays are presented.

Logging Data

With logging enabled (default setting) and your airspeed above a preset level, IntelliTrac automatically
creates or continues a log file for each job flown, assigning the time/date stamp of each new log as the log
file name. You can enter additional (optional) details to your job, such as a name/number, pilot name, and
aircraft name/number (but see note following) and this information is stored in the log file (and is included
in multiple reports - particularly MapStar reports).

Note: You must enter the pilot name and aircraft number for HQ to be active.

To turn logging off/on, press:
i

| § )
KEYPAD ';fg | f—Tun-rtoggrngeﬁ— ‘ / [—su.-mewtog—]
When you turn logging off/on, IntelliTrac displays a brief message.

LOG was Just CLOSED Just Opened NEW LOG

Appears after turnmg Appears after turning
logging off logging on

Note: The two messages above are also displayed briefly, in sequence, if New Log Per Job is set to Yes
and you set (load/reload) an existing job. See “New Log Per Job - Yes” on page 53.

What Data is Logged?

Log data includes the following information:
¢ Exact positioning
¢ Rate of spray application
® Precise time and date record
e Flight speed, altitude, patterns flown
e GPS position quality

IntelliTrac logs this data when you are at or above a preset logging speed (default 45 mph). See “Adding
Job Information to the Log” on the next page).

Note: IntelliTrac does not record any data while you are below the logging speed (KEYPAD > SETUP > SETUP
> LOGGING SETUP)
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Adding Job Information to the Log

In addition to the default information that IntelliTrac logs (see “What Data is Logged?” on the previous
page) you add specific job information to a log via the Logging Setup window.

The LOG Label, Pilot, and Aircraft values appear in the header—see “Header” on page 11 for more
information.

Path to the Logging Setup window | SETUP I SETUP { EsiEiTiUiiPii ,

L ____I Alphanumeric

I Logging Interval I
SPRAY

: Logging Inerval Numeric
L%L =
Per Job
Figure 4-1: Logging Setup window

Table 4-2: Logging Setup window (* indicates data is logged)
Item Description
Log Label* Name associated with the log number (log label appears in header).
Pilot* Pilot name (appears in header).
Aircraft* Aircraft name (appears in header).
Logging Interval How often you want IntelliTrac to log data to the specified logging device. You can have a
(spray/no spray) different logging interval for spraying and non-spraying flying.
Logging Speed* Minimum speed you must be traveling before IntelliTrac logs data (default is 45 mph).
New Log Per Job Set to Yes to start a new log each time you load—'set’—an existing job. (In this sense,

‘new’ means ‘newly loaded into the map’). Set to No to continue the current log even
when an existing job is loaded. See also “New Log Per Job - Yes” on page 53 and “New
Log Per Job - No” on page 54.

View Logs View log files (see “Viewing Log Data” on page 56).

Clear Logs Clear (delete) log files (see “Deleting Log Files - Quick Method” on page 61).

To add the job information (Log Label, Pilot, Aircraft, Logging Interval, Logging Speed) to a log, press the
button, enter a value in the data entry window that appears, then press Accept or ENTER as applicable.

For entering these values IntelliTrac displays either an alphanumeric or a numeric data entry window. See
“Entering Field Values” on page 18 for more information on data entry windows. Values in these fields also
appear on various MapStar reports.
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New Log Per Job - Yes

Note: Irrespective of the New Log Per Job setting (Yes or No), you can start a new log at any time with
KEYPAD > LOG HQ> Start New Log.

Set to Yes, IntelliTrac closes the current log and starts a new one each time you:

e Set an existing job active (load an existing job).

e Restart IntelliTrac. On restart, if a saved job was active at shutdown, that job will be reloaded; if <No
Job> was active at shutdown, (unsaved) Job 0 is loaded on restart. In either case, IntelliTrac treats
this as a ‘new’ job and starts (‘opens’) a new log.

Figure 4-2 shows Job 75 (1) with log 1511 (2 - MapStar image). After clearing Job 75 from the screen

(KEYPAD > CLEAR > JOB > ENTER), the map status is <No Job> (3). With a map status of <No Job>, a new A|B
line has been set, swaths have been sprayed and the work saved as Job (and Pattern) 76 (4). All logged data
for Jobs 75 and 76 is in log 1511 (5) —because no (existing) job was set (loaded) between Job 75 and 76. The
purple box (6 - KEYPAD > INFO> JOB) shows Job 75 has a pattern and a polygon, Job 76 has only a pattern.

3

| JOB FILE NAME PATS POLYS
*
<No JOB Name> I8 T

76 1 0
\ JOB: 76*
A ﬁi @ SAVE>JOB>76

[01171511]

[0117151.

JOB 76

Figure 4-2: One Log, two Jobs: New Log Per Job - Yes
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In the schematic at right (for Jobs 77 [top] and
78):

(1) Setting (loading/reloading) a new job (Job 77
and 78).

(2) Setting a new job automatically closes the
active job (or ‘No Job’) and its log.

(3) New log opens for the newly loaded job.
(4) Log shows in KEYPAD > INFO > LOG.

() Partial spray job.

(6) Job and log in MapStar.

(7) Two jobs/logs (77/1850 and 78/1942) in
MapStar.

New Log Per Job - No

FYCl LOG was Just CLOSED
L} <No JOB Name>* o
DEC

LEFT
SETUP ATH RIGHT
1 2 3
zoom | MARK | weT || POLY
PAN 4 5 6 1

CLEAR

Just Opened NEW LOG

Select Log Eiles To View
01171850.log
Job 77 loaded o

N

[01171850]

-

SETUP NP P | OG was Just CLOSED°
1 2 3
zoom | MARK || WPT | POLY [ DEC . Select Log Files To View 3
PAN a 5 . F
CLEAR =PRI Just Opened NEW LOG 01171850.lo go
7 & 9 —
: - Job 78 loaded 01171942.log

[01171850, 01171942]

Job 78

[01171942] ‘

Job 78 (and 77)

Set to No, IntelliTrac will keep a log open and add to it (at or above logging speed) when you:

e Set an existing job active (a boundary or a pattern-defined job).

¢ C(Create a new job (freeform).

Figure 4-3 shows how one log (1408) has remained open and been added to over three (partial) spray

operations in three boundary-defined jobs.

]

After Jobs 80 & 81

Log 1408
after Job 80

l Per Job l [Wo Ii:iapStar ot Io_mlm

After Jobs 80, 81 & 82

Figure 4-3: One log, three jobs: New Log Per Job - No
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Managing Data and Log Files

IntelliTrac enables you to transfer the following data types between an external storage device (USB drive)
and the G4 hard drive:

Logs

Jobs

Marks (marks.dat files)
Waypoints (wypts.dat files)
Pilot settings (ltrac.ini file)

You can transfer data from the USB drive to a PC and view data in MapStar as well as transfer MapStar data
back to IntelliTrac using the USB drive.

About Log Data Files and Job Data Files

Log files and job files are independent of each other. A job file contains polygons and patterns. A log file
contains the spray information that comes from spraying a pattern and any additional optional information
that you entered, such as the pilot’s name or aircraft ID. Although the job file is used as a boundary to spray
in, the log file that is created from spraying is not linked to that file. This means opening one does not open
the other.

You can open any job at any time, and you can view any log at any time. If you want to view a log file and a
job file, for example to make sure that you have sprayed the full field, you need to ensure that the log file is
from the field that the job file represents.
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Viewing Log Data

Viewing log data enables you to see a physical representation of where you sprayed, how much you
sprayed, and if you missed any areas.

You can open and view one log, multiple logs, or all open logs.

Path to viewing logs (Select Log Files To View window)

‘ SETUP ]> SETUP >{—=g;$$o— S

 m—
View Logs ’

[ UP ' The active log filename appears

green in the list. You cannot
1001010203 SatlocG4_038d.log ['_MWN_) . th i | if

1001010206 SatlocG4_038d.log view e active Og ! yOU.
10010102095 atlocG4_038dlog select the current log IntelliTrac

10010102225 atlocG4_038d.log [‘_Q'E[ECT_' displays:

1001010235 SatlocG4_038d.log

1001010333 SatlocG4_038d.log (m’ Cannot be selected
1001010407 SatlocG4_038d.log -

Is Current LOG file

=

Accept Return To
Map

1. Select a log file in the upper list (press the file or press UP or DOWN to highlight the file) then press
SELECT. The selected log file is added to the lower list. Repeat this step for each log file you want to

view.
1001010201 SatlocG4_038d.log - ['_UP_)
1001010203SatlocG4_038d.log
(‘_NSWN_'
1001010206SatlocG4_038d.log
10010102095atlocG4_038d.log )
' HEa3C1 Selected files are

1001010235 SatlocG4_038d.log
1001010333 SatlocG4_038d.log
1001010407 SatlocG4_038d.log

added to the lower
(view) list

=

Accept Return To
Map

. . . Reading log
the message and the Select Log Files To View window C:\Program Files\Hemisphere

2. Press Accept. A “Reading log” message appears then
fs| —
close.

5\Data\1001010222SatlocG4_038d
O OO —

e If you selected only one log file in step 2 that log is
displayed in the map.

e If you selected multiple log files in step 2 the log with the lowest number is displayed in the
map— proceed to step 4 for how to cycle through multiple log files in the map.
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In either scenario the file name of the displayed log file appears in the upper left of the map.

rl Pilot: Test Pilot - Aircraft: SATLOC
LOG Label: 13" -JOB Name: 0
01/01/10  02:10:42 500 G Alt
[
WIDE VIEW
100101 02065&"0634_038(1.@ 4 N33° )
Turn PAN OFF ‘
===

3. Press the POLYS button repeatedly to cycle through multiple log files on the map.

When you reach the last log file (in order of alphabetical 500 G P
filename) ALL appears in place of the filename—this

means all logs are visible on the map. For example, if you

have three log files in different geographical areas and you 1-

sprayed in each area, you can zoom out to see all three
sprayed areas when ALL appears.

To get back to the first log press POLYS when ALL is
displayed.
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Transferring Data Files
Paths to the File Transfer window:

SETUP }> SETUP » { Transfer Files ,

You can transfer logs, jobs, marks, waypoints, and pilot settings between the G4 hard drive and a USB drive
and/or your Dropbox account (see “Transferring Files Between Hard Drive and Your Dropbox” on page 59
for more information).

In the
data panel

Transfer 1'—1:09‘—"1
Files . Ha

or

You use the File Transfer window (Figure 4-4) to perform file transfers.

Toggles focus between Hard Drive and USB/Dropbox/WiFi list boxes so you can
use the UP and DOWN buttons to select a file in the list with the focus

Toggles between
Dropbox and WiFi

f
[

[ Hard Drive Go To Dropbox® —i-—
: ‘| folders
0.job =
Hard drive file list __|[1iob = )
1111301706G4.log USB drive or

1111301707G4.log
1112061123 SatlocG4_038¢
1112061139SatlocG4_038¢

Dropbox file list

>> << move files from/

Copies selected files to
destination drive/folder

11122616315G4009.log
12012509485G4009.1og
12012513415G4009.log

12012513495G4009.1og

N

Toggles between viewing all files

A —————
_+ View All Files

and hiding unwanted files (such as
.ini and .dat files)

l: Copy Selected Files ’ ~ Delete Files -

!

USB Drive

FOUND USB

Return To
Map

Figure 4-4: File Transfer window

to in direction of
arrows

Displays the Delete/
Clear Selected Data Files
window where you
delete files

You can transfer specific files, all log files, or all files as described in the following sections.

Transferring Specific Files between Hard Drive and USB Drive

To prepare files for transfer (you actually copy them, the original files stay where they are), you ‘move’
them from where they are—the source—to where you want the copy —the destination. If you don’t want the

originals after copying them, delete them (see “Deleting Files (All Types)”

In the File Transfer window (1 - see paths at top

of page 58) select files from the Hard Drive area e \ G4 To brophox® | BN 3
- Logs to USB 4 1610261410SatlocG4_bafd.log
(2a) to transfer to the USB Drive area, or from °J°h ° 16103015148atl0cG4,_bafd og
1.job E
the USB area (2¢) (none shown) to transfer to the 10017064100 [ Toggle Lists ) 1610301628 SatlocG4,_bafd log
1 H H 1111301707G4.log ®
G4's he_lrd drive. Press (2b) (shc_)wmg >> or << i [7_0,,_’
accordingly) to add your selection to the 111205135 B4, ocs T oottt s
destination area. e
1og
. . o0 7 —
(3) shows the result of preparing for a hard drive o rassadton e ! m @
to USB transfer (2b >>). Selected/moved files = [7” oeeres | USBIDrive 5
. . . iC Selected Go To Dropbox®
show as red in the destination area. 65 kil H 9
] ] ] ] m S 1001010200SatiocG4_038d.log
If IntelliTrac detects a duplicate file in the (] Rem To | | 19010102005a000G3 0389 00
. . . ’ lap
destination drive, you’'ll see the NO/YES

confirmation window (4). Select NO or YES
accordingly. The replacing file shows in red in the
destination area (5 - as do all files selected for

on page 61).

Logs/Files Transferred
to USB Key

copying)—it is the red version that will be copied, overwriting the existing file in the destination.

To complete the process, press Copy Selected Files (6). A message confirms completion of the transfer/

copy process (7).
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Transferring All Log Files Hard Drive to USB Drive

Instead of selecting log files in the hard drive area and moving them to the USB drive area one at a time,
you can quickly select all (but only) the log files currently in the hard drive area and move them all to the
USB drive area (you actually copy them, the original files stay where they are—see previous section for
details). Before the log files are moved to the USB drive area, you have a secondary option to transfer only
the current date’s (‘today’s’) logs.

In the File Transfer window (1 - see paths at top of

1
page 58), preSS Transfer A" Logs to UsB (2)- |‘D.h Mﬂve Aizja.r;mas%* ]‘ Go To Dropbox® | ””“’E"Lg’és‘,’"’""’“‘
. 1:;oh = — Else NO for ALL LOGS.
A NO/YES message window enables you to copy only rrr130178G4106 frroggeis] ﬂ )
- . 1111301707G4.log {

today’s log files (YES) or all the log files (NO) (3). I———— %

1112061139SatlocG4_038c

- - . 0 I \
Depending on your response, the USB drive area is ity oo} Go To Dropbox®
. . o I ——— 0.job
populated with today’ s or all the logs on the hard drive sy | W (—— 1001010201SatiocG4_ 038d =
(4). ( 5)é°w§e'emdﬂ'es ‘J Delete Files ] E 10010102025\9(;4_033:
d EX] 1001010203 SatlocG4_038c

(Note that the logs selected for ‘mass’ transfer are not red [~ viewanries | B || 1001010206 5atioc4_03ec
as they are when individually selected.) = :22::::;:::“:"°Z—z:°

[/6 Logs/Files Transferred ocSt
Complete the process by pressing Copy Selected Files to USB Key :zz:g:zg:z“::°°z:—z:°

- . atlocG4_038c _

(5). A message confirms completion of the transfer/copy .
process (6). USB Drive

Transferring Files Between Hard Drive and Your Dropbox

Dropbox is a file hosting service that provides cloud storage and file synchronization, allowing you to store
files “in the cloud” (in networked external storage) and access these files from multiple devices. There is
already a Dropbox account assigned to each G4 (the account is G4-specific). For more information on using
Dropbox visit www.dropbox.com.

The following procedure assumes you have set up your own Dropbox account.
To transfer files from the hard drive to your Dropbox account:

1. Inthe data panel press Transfer Files. The File Transfer window appears (see Figure 4-4 on
page 58).

2. Press Go To Dropbox. The bottom of the right list displays Dropbox Folder (previously displayed
USB Drive) indicating your Dropbox connection is established.

| Hard Drive W [ Transfer Al Go To WiFi JOB

Logs to USB

0.job
1job
1001010200SatlocG4_038¢
1001010201SatlocG4_038¢
1001010202SatlocG4_038¢ [
1001010203 SatlocG4_038¢
1001010224 SatlocG4_038¢ ! DOWN ‘

1001010320SatlocG4_038¢c
10010103 it 4_038c [ )

Q
1001010327 SatlocG4_038c J

" conyseieciaaries | | DeeteFiles | ﬂ
[ View All Files ‘

Return To
Map

| ToggleLists |

v

3. To transfer files from the hard drive to your Dropbox account select a
file in the Hard Drive file list then press the arrow button. i

or The arrows on the

. . button pointin the
To transfer files from your Dropbox account to the hard drive selecta i ection of the file

file in the Dropbox Folder list then press the arrow button. transfer
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Repeat this step for each file you want to transfer. The files to be transferred appear in red in the list

to which you are transferring files.

: Hard Drive 1 [ Transfer All
'l LogstoUsB . ,
0.job e 1001010200SatlocG4_038d.log Files waiting to be
1job = | e [1001010201SatiocG4_038d.log transferred are red
Toggle Lists '\, A

1001010200SatlocG4_038c
1001010201 SatlocG4_038c

'
1001010203 SatlocG4_038c

1001010224SatlocG4_038¢ ' DOWN ‘
1001010320SatlocG4_038c ;
1001010326 SatlocG4_038c
1001010327 SatlocG4_038c

VI

>>

Dropbox® Folder

' Copy Selected Files )[ Delete Files ‘ ﬂ
[ View All Files ‘

Return To
Map

IntelliTrac checks for duplicate files on the destination drive. If a duplicate file is found the message
below left appears. Press YES to replace the existing file; press No to cancel transferring that file.

If you press YES both the current and replacement file (same filenames) appear in the right list

(below right).

1IJD1D1l]2:]l]53tloc(_3¢t_l]33d.log e | Go To WiFi JOB \
already exists. ,USB { )

1001010200SatlocG4_038d.log
G E O FHEEEE e 1001010200SatlocG4_038d.log
existing file? Lists

/ 11001010201 SatlocG4_038d.log

YE o

Replacing a log file

4. Press Copy Selected Files. The following message appears during the file transfer.

Logs/Files Transferred
to Dropbox®

5. Press EXIT to close the window and return to the map.

Transferring Logs to Your Personal Computer (PC)

1. Transfer the logs to your USB drive (see “Transferring Data Files” on page 58).

2. Remove the USB drive from the G4.
3. Insertthe USB drive into a USB port on your PC.
4

Use MapStar to view the log data (refer to your MapStar documentation for more information).
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Deleting Files (All Types)

In addition to clearing marks (see “Clearing a Mark” =
on page 96) and clearing log files (see “Deleting Log The Delete/Clear drive is: C:\
Files - Quick Method” on page 61) you can delete all [ \
files of different file types from the G4 hard drive via t All Loc Files l l All JOB Files ’
one window.
. . ~ Clear
The Delete/Clear Selected Data Files window enables { Wifi JOB Files , [A" Waypoint Files ‘
you to delete all files of the following types: CLEAR
i [ Clear Delete \ e
e Jobfiles [ Mark File ’ All GIS Files , o Back
*  Wi-Fijob files ‘

e Waypoint files [ Al PMap Files ’
e GISfiles
- - - Iﬁ

e Prescription map files Al Data Files Return To
e Datafiles =L

Figure 4-5: Delete/Clear Selected Data Files
To delete/clear all files of a specific type:

In the data panel press Transfer Files. The File

. 1
Transfer wmdow appears (1 ) | &a\rﬂ%rive ]l—-wan!n'—,\ Go To Dropbox®
e — Logs to USB

- 0.job £
Press Delete F|_Ies (2_). The Delete/Clear _ e
Selected Data Files window appears (3 - Figure 1111301706G4 log ( oggle Lists ,

- 1111301707G4.log

4 5) 1112061123 SatlocG4_038c u '

H 1112061139SatlocG4_038¢
For the t_ype of files you want to delete press the e ( 3)
appropriate button. For example, to delete all e = ™\
GIS files press Delete All GIS Files (4). A 12012613415G4009.log
confirmation window appears (GIS confirmation  |[20261349s64008.100

’ Al LOG Files ’ ( All JOB Files ]
) {AII Waypoint Files ]

CLEAR

AllGIS Flle; j Go Back

~ Delete
’ All Data Files , Return To
Map

wording shown 5). Other examples of the opy Selected Files ] [omt—
confirmation window wording are shown in (5a) (—)
les ' Mark File (

and (5b). )

Are you sure that you want to
delete all GlS’

F———

Press YES (6). The window closes and all files

A that
are deleted. " elete all WIFT. chsvga;

Are you sure that you want to
delete all LOG files?

Are you sure that you want to
delete all Data?

Deleting Log Files - Quick Method
AWARNING: Clearing logs permanently erases them from IntelliTrac’s memory.

IntelliTrac can store up to 1,000 hours of log time—depending on the storage capacity of your USB drive—
before you need to clear storage space by deleting some or all of your log files.

You can clear (delete) selected logs or all logs (at once).
Note: Clearing logs as defined in this section means to delete the logs. This is different than removing a
log from being displayed (to remove a log from the display without deleting the log press KEYPAD > CLEAR >
JOB > ENTER).

Paths to the Log Clear window:

CLEAR LOG ——
‘KEYPAD}> G > HQ or ‘ SETUP

SETUP

> SETUP > [ ‘>i Clear Logs
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To delete specific logs:

In the Log Clear window, press ABC (up
arrow - 1), the Select Logs to Delete
window appears (2). Note that the top log
in the list (the oldest) is highlighted (2a)
and the currently active log is in green
(2b). With the log you want to delete
highlighted, press SELECT (2¢). The
selected log appears in the lower list box
in red (2d). Press Accept (2e) to
complete the deletion and return to the
map.

If you select the current log (the ‘still
logging’ green one), you can still delete it
if you press YES in the confirmation pop-
up (2f).

To delete all logs:

Press DEC (down arrow - (3). Select YES
in the confirmation pop-up (4).

ABC Select Logs To Delete

DEC Delete All Logs

Return To
Map

Are you sure that you want to
delete all LOG files?

File:
1610302203SatlocG4_bafd.log
still LOGGING...
DELETE it NOW?

@

1610261410SatlocG4_bafd.log
1610301514SatlocG4_bafd.log

(—
(——

1610301526 SatlocG4_bafd.log
1610301528SatlocG4_bafd.log

@ 1610302203SatlocG4_bafd.log

. Y 15102614105 atlocGA_bafd.log E
1610301514 SatlocG4_bafd.log

Accept Return To
Map

Select Logs to Delete

1610301526SatlocG4_bafd.log

—
——
(—)

1610261410SatlocG4_bafd.log
ACC
@ Accept Return To

Map

1610301528SatlocG4_bafd.log
1610302203SatlocG4_bafd.log
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Patterns Overview

Available Patterns

Lightbar (Pattern-related) Basics
Flying a Pattern

Common Pattern Flying Tasks
Troubleshooting

Saving a Pattern
Recalling/Loading a Pattern
Flying Available Patterns
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This chapter describes patterns—the pattern types and how you set them and fly them.

Patterns Overview

There are two forms of patterns in

IntelliTrac: _ Open pattern
e Open pattern—where you can ‘| (Back-to-Back example)
fly an unlimited (open) ) Two points in pattern
number of swaths because foel (A, B)
the pattern is independent of o
the size of the field + 1 AlB line is red
GSIM
e (Closed pattern—where the E| | | | | | | | | | | | | | I Current swath is blue
number of swaths you can fl i
is limited (cl d)g Y " Lowngﬁa\% Additional swath lines
1S ”T(;' (fa ir?se 'dtsca‘futie ROUTE 01 BRG |-~ RNG —- auto Boomon | are green and are
ou aertine the wi (o) e f f f imi i
1Yield setop || wark || Retorn || bEc | Apv unlimited in number
Both open and closed patterns Closed pattern
require an initial guideline on which | ™1 (Racetrack example)
to base the pattern’s GPS [ o
coordinates. In IntelliTrac, this initial ¥ cLik (T:rgeg)o'ms in pattern
guideline is called the A|B line (a '_ "
straight line defined by two points A B Fsl AlBlineis red
and B). Closed patterns need an c His bl
additional defined point—point C. o urrent swath is blue
After entering the number of points A P Additional swath lines
ired for a pattern—two or three— are green with the
requ'_re P s , Logaing s READY | NUMber of swath lines
IntelliTrac places, or ‘presents’, an ROUTE 01 BRG—" RNG —- _ awto Boom N | datermined by the
array of swath guidelines on the Seror oame Mrerorny om0 [ anv || width of the pattern
screen with the A|B line in red - - ‘ and the swath width

(examples shown in Figure 5-1).

Table 5-1 describes how A|B lines are
used in open and closed patterns.

Figure 5-1: Pattern examples - open (back-to-back - A and B

only),

Table 5-1: A|B lines in open and closed patterns

:a“e' A[B Line Use

Open Point A is the beginning of the line
Point B is the end of the line
All swaths you fly will be parallel to this initial A|B line
IntelliTrac automatically prompts you to set your A and B points according to the pattern you select.
The A|B line may be inside or outside the field. Points A and B should be as far apart as possible to
ensure the accuracy of the line. Establishing A and B points too close together may result in a small
error that creates a larger divergence the longer the distance.

Closed Point A is the beginning of the line

Point B is the end of the line

You define the width of your field by setting a third point—C

IntelliTrac automatically prompts you to set your A, B, and when applicable, C points according to the
pattern you select.

You can have IntelliTrac automatically place an A|B line for you. If you load a job that has a polygon or
polygons saved with it, press KEYPAD > ENTER > POLY > PATTERN and IntelliTrac will place an A|B line on
the optimal side of the active polygon. You can move the A|B line to other sides as preferred. For more
details on this feature see “Rotating the A|B line around a polygon” on page 112.
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After you set your job options (see Chapter 4, “Terminology and Basic Tasks”) you are ready to begin flying
with IntelliTrac.

Note: There are several tasks you can perform in more than one way. For example, to set point A (first
point) in an A|B line, you can use any of the following methods:

e Remote switch provided in your G4 kit

e Set A button (Quick Key) in the Moving window area

e Flight control stick (swath advance wire set directly to the stick)
For the instructions in this manual where multiple methods are available the most common and practical
method is described. For example, the following section (“Flying a Pattern”) describes using the physical

remote swath advance button (instead of the Set A button) when setting an A[B line—this is very similar to
using the same functionality integrated into a cockpit stick.
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Available Patterns

IntelliTrac supports ten pattern types (both open and closed), providing the flexibility to fly any field shape.
This section describes the ten patterns and how you fly them. Although IntelliTrac includes ten pattern
types, you can store as many as 99 flown patterns in a job.

Patterns Summary
This section describes each of the ten available pattern types.

Table 5-2:
B B n c oCoF
- : ) 1
DOV 1
A T . 1
A

Back-to-Back (BK-BK) Multi Back-to-Back (MB2BK)

Fly consecutive swaths parallel to the A|B line. Fly multiple back-to-back patterns. Input the number of
fields you want to fly (up to 9) and whether you want to
full rotate (123, 123) or half rotate (123, 321). IntelliTrac
automatically rotates your A|B line for each field and
provides guidance accordingly.

B
A

Back-to-Back Skip (BKBKS)

Fly the odd-numbered swaths first, then the even-
numbered swaths.

B c .
A A Y
Racetrack (RCTRK) Quick Racetrack (QKRTK)
Fly each side of a field, then alternately work from Fly a pattern similar to the racetrack, but set your C

swath #2 to the middle, and from the middle toward point in the middle of the field.
the other end of the field. This pattern is useful for
flying wide, smooth turns.
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Table 5-2:

Reverse Racetrack (RVTRK)

Fly a pattern similar to the racetrack. This is called the
‘reverse’ racetrack because you are flying in one
direction, but swaths are incrementing in the opposite
direction. In this pattern, you set your A|B line in the
center of the field. This pattern is useful for flying
circular fields or other fields where the center line is

clearly visible.

A

Squeeze (SQUEZ)

Fly loops of decreasing size, from the outside of the
field to the middle of the field. This pattern allows you
to make wide turns at the beginning of a job when

Quicktrac X

and so forth.

Fly a pattern similar to the quick racetrack. You specify
the 'C' point for quicktrac X patterns by the number of
swaths or the distance from A|B to the furthermost
swath in the pattern. After you have set the A and B
points, fly the pattern like a quick racetrack: the second
swath is in the middle of the field, the third is swath #2,

Expand (EXPND)

carrying a heavy load, and narrower turns as your load

becomes lighter.

Lightbar (Pattern-related) Basics

The top and bottom rows represent linear or angular distance (by number or position *) and direction (by
color where red is left, green is right).

Fly successive swaths outward from the center of the
field. This pattern is useful for fields with a visible
center line or a long, irregular shape.

Top row LEDs: crosstrack distance (represented), direction (green = right) and actual distance (33 ft)

v

~1

(
Bottom row LEDs: Heading (heading error - to the right [green]
N of target swath)
\QO
Q>

Target swath line

f

* The option to have distance represented
by a number of LEDs (an expanding or
contracting ‘bar’) or the relative position
of a single LED is selected in the Lightbar
Advanced Setup window. See “Lightbar
Setup - Advanced: Cross-track, Heading
Indicators” on page 38
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Below, the bottom row of LEDs shows the heading angle needed to intercept the target swath line. The
default left display tells you the current swath number.

Cross-track distance and direction LEDs Cross-track distance
Swath number Heading angle Cross-track direction - R (right) or L (left)

(heading error)

Each LED represents a linear or angular distance. For example:

e Crosstrack distance (top LED row)—the greater your perpendicular distance from the target swath,
the more LEDs are lit; fewer LEDs are lit as you get closer. When you are at the target swath, no top
LEDs are lit. The color of the LEDs indicates the direction of the target swath—the direction to steer
to it.

e Heading angle (bottom LED row)—the greater the heading error (90° is maximum), the more LEDs
are lit. When you are on or parallel to the target swath, no bottom LEDs are lit. The color of the
bottom row LEDs indicates the direction of the heading error relative to the target swath in the
direction of travel (DOT)—as shown below (read all LED displays horizontally—as on the lightbar).
See Figure 5-2 below.

Heading error 0°

A
(0] u
“y 1o

Figure 5-2: Graphical representation of amount/direction of heading error

When the center vertical row of lightbar LEDs is illuminated, you == =
are on the target swath (zero crosstrack, zero heading error). o

Continue to fly the rest of your swaths using lightbar guidance.

Target swath line

G4 IntelliTrac User Guide 68 PN 875-0308-000 Rev B



Chapter 5: Pattern Guidance

Flying a Pattern

This section steps you through setting up and continuing to fly a pattern. In the example:

The pattern is open pattern left back-to-back (BACK-TO-BACK in the IntelliTrac Setup window,
BK_BK in the data panel) although setting a C point for a closed pattern is mentioned.

Where there are two ways to execute a particular command (for example ‘Set A’ or ‘Advance one
swath’, that is, by using either the screen button or the remote swath advance button) the notes only
mention the command—it’s your choice how you execute the command.

There are no instructions to turn spray on or off. Follow your own procedures on spraying/not
spraying during setup and between swaths. Use swath advance accordingly.

At step 4, the lightbar’s left and right displays, after the setting of point B (or C), are Current Swath
Number (L2 - 4a) and Cross Track Distance (63) respectively. That information displays in the
example setup because they are the user-set options for those display fields. Once the pattern is set
(B or C point entered), these two fields display whatever they have been user set to display—see

To fly a basic pattern:

1.

Begin flying. “A” appears in the lightbar’s left —
display (1a) prompting you to set point A. The e
top and middle center LEDs are illuminated (1b). (1a)

Fly to the beginning of your A|B line; set your A
point. “B” (prompt) appears in the lightbar's left
display field (2a) and the whole upper row of
LEDs flash (2b). The middle center LEDs remain
illuminated (steady, not flashing - 2¢).

Fly to and set your B point. The swath number
(L1 in this example) appears in the left display
field (3a - your A|B line is always swath #001 and
the direction set for the pattern—Ileft in this
example—determines if A|B is swath L1 or R1). If
you turn spray on, the bottom corner blue LEDs
illuminate (3c).

If you are flying a closed pattern, after you set
point B, “C” (prompt) appears in the lightbar’s left
display field (3d), with your current swath
number, (3e —see note below). The whole
bottom row of LEDs flash (3f). WE

Fly to and set your C point.

o
(XXX X XXX XXX Yo}

Note: As you fly toward your C point, the swath number increases indicating with each increase
that the point you have reached is a multiple of your swath width. For example, when your left
field first displays C12, you have flown eleven swath widths from your A[B line. Also, as you fly
toward your C point, because you already have an A[B line, the crosstrack (right field, not shown)
switches been L and R with a varying crosstrack value as you fly toward, over and beyond
successive (but as yet unpresented) swath lines.

With your swath array presented (after A and B or —
A, B and C entered), when you are ready, advance
to the next swath. In this example L2 appears in @

the left display field (4a). The (example) 10 (4b)
and 65 (4c) indicate the heading error (angle to
your swath) and crosstrack distance respectively.
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Make the turn onto your next
swath using the lightbar for

uidance.
9 beginning of turn

Turn the spray on as you
enter the field.

e For cross-track distance
(top row of LEDs), the
more you are off-track,
the more LEDs are
illuminated. When you
are closer to your target,
fewer LEDs are
illuminated.

[ 2 |

¢ For heading angle, the
farther you are off from
the required heading
angle needed to intercept
the target swath, the
more LEDs are
illuminated. When you
are closer to your
required heading angle,
fewer LEDs are
illuminated

A 4

o

e. Turn off spray

When the center vertical row of lightbar LEDs is

illuminated, you are on the target swath.Continue to fly

the rest of your swaths using lightbar guidance.

Common Pattern Flying Tasks

Table 5-3: Common pattern flying tasks

a. Press Swath Advance at

b. Use lightbar guidance
to find swath #2

Lightbar guidance (a-c below):
(a) Top row of LEDs shows cross-track
distance and direction to the target swath.

(b) Bottom row of LEDs shows the heading
(angle of intercept) to the target swath.

(c) Center LEDs illuminated indicate you are
lined up on the swath.

c. Turn on spray

00

— —
000000OCOOIOO
d. Fly swath #2a
— —
000000O0OCGOGFOS
o000O0O
— PN —
o
o
(c_ .
— PN L
(@]
o
o

Swath line

Task

Button presses (with notes)

To change direction at any time while flying a pattern
(from flying to the right of the A|B line to flying to the left
of it, or vice versa):

KEYPAD > LEFT RIGHT

IntelliTrac transfers the swath guidance grid to the
other side of the A|B line.

To change your remote swath advance button to a swath
decrement button

To change it back to swath advance

KEYPAD > SET > DEC

KEYPAD > SET > ABC

Reset the current pattern

KEYPAD > CLEAR > PATTERN > ENTER

“Waiting A” appears on the lightbar. Your current
spray data remains visible in the map.

Recall a saved pattern

KEYPAD > SET > PATTERN> n > ENTER

Clear the aircraft swath mark display

KEYPAD > CLEAR > SWATH

Clear the active prescription map from the map

KEYPAD > INFO > INFO > Prescription Map > ‘<
Clear current PMap >’ > Accept > YES
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Troubleshooting

When flying a pattern, the lightbar may display a warning. Warnings include spraying a previously sprayed
swath (double-spray warning), invalid or poor DGPS reception, or distance/time to polygons or waypoints.

When IntelliTrac generates a warning your active guidance display disappears from the lightbar. In its place
you see flashing LEDs and/or additional error information in the left and right display screen.

Table 5-4: Troubleshooting lightbar warnings

Lightbar Display

Warning Message

| e |

(00000000000

(@]

000000000000

Swath Double Spray

Upper LED row flashes when spray on is detected on a previously
sprayed swath. This will flash until the swath number is changed.
(By default this is turned on.)

You can turn this feature off in SETUP > SETUP > LIGHT BAR,
Double Spray Warning field.

Extrapolated GPS

Top two center yellow LEDs blink. Reboot system and check for
receiver and power status lights. Refer to your receiver owner’s
manual for more information on status indicators.
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Saving a Pattern

A pattern in IntelliTrac is the sequence of swaths you intend to fly—and to receive guidance to—when
spraying your field. You can save a pattern to the current job, where the pattern is either associated with (or
‘applied to’) a specific polygon within the job or just associated with the job itself (not to a specific polygon
within the job but a pattern generated from the A and B* points you set [*and C point if applicable]). The
pattern is then available (but not automatically loaded) each time you load the job. You can to store up to 99
patterns per job.

To save a pattern to the current job, press (where ‘n’ is the TS
attern number). ' 1 PATTERN NTE
p KEYPAD | > | mamp | > | 4 >N>

Example: To save a pattern as #2 (for the current job),
press

[ SAVE PATTERN SWATH NTE
KEYPAD 1> -_—) > 1 > 2 >

If you save and close a partially flown pattern, IntelliTrac remembers the last active swath. This is
significant when recalling a pattern—see next section.

Recalling/Loading a Pattern

If you save a pattern or patterns to a job, the next time you

load (set) that job, you can recall (load/set) any of the job’s  [gyeap | > | SET |5 PAT:ER" sn> ENTEi]
saved patterns (you can recall only patterns saved to the e

active job).

Because you can save multiple patterns to a job, you must recall the specific pattern you want to fly. You
give a pattern its number when saving it, and the same pattern numbers can be used for multiple jobs.
Thus, for example, both Job #1 and Job #2 could have patterns 1, 2, and 3. Because you can recall only
patterns for the active job, you cannot accidentally recall the incorrect pattern #2.

As a further example, you have a job with the following polygons and patterns: Polygon #1 that you fly
using two patterns (Pattern #1, Pattern #2) and Polygon #2 that you fly using one pattern (Pattern #3). To
recall the second pattern for the first polygon, you recall Pattern #2; to recall the only pattern of the second
polygon, you recall Pattern #3.
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In (1), a job (which has a polygon and a pattern) is
loaded. The polygon is loaded with the job.

When you recall (set) a pattern (2), IntelliTrac initially
provides vector guidance from your current position to
the A point (not displayed) of your pattern’s A|B line,
enabling you to fly directly back to the start of the
pattern.

IntelliTrac also provides the option to display the
actual swath array of the pattern you've laded by
pressing the ENTER button that appears on screen (the
on-screen instruction is “Press ENTER for swath

guidance”).

Note: In 2, the dotted circle indicates the currently set
mark/pattern radius (500 ft in the example). If you
don’t press ENTER for swath guidance before you
reach the radius, IntelliTrac automatically activates
the pattern (see 3 following).

If you exercise the swath guidance option by pressing
ENTER before reaching the mark/pattern radius, the
guidance line between you and the A point disappears
and a screen message advises “Pattern activated”
(3). In the resulting swath array, the last selected swath
is the selected swath in the recalled pattern. (It is still
the A|B line in 3, there has been no swath advance in
this example pattern). Note that the ENTER button has
been replace by the normal DEC/ADV swath selection
buttons.

O

Job set
\,‘ (with polygon)
&
1
7 A HOT™
2) o
Pattern ENTER
PPAT
set L
/
CLR
SWATH
|
INFO
JOB
f
START
\ LOG
Press ENTER for swat ;,glu,'LI:I.al:u:e————¥—_JI
J ENTER
MISC
GES Dif
LI . Logging is READY
et WPT By Naihe- - BRG 165° RNG 786.4 Fi Auto Boom OFF
— ) SR | )
5 ” ser || aonr, | [Reror | EN

(3

ENTER pressed

CLR
SWATH

INFO
JOB

START

3
LOG
\
Pattern activatad \\

- ENTER

MISC
.Y ]

Logging is READY

WPT By Name BRG — RNG — — Auto Boom OFF

MARK

} SETUP MODE 2 l ‘ RETURN ] } DEC J ‘ ADV l
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Flying Available Patterns

This section reinforces the main points about each pattern and describes how to fly the patterns.

Back-to-Back Pattern (BK-BK)

In a back-to-back pattern you fly consecutive swaths parallel to the
A|B line. You can fly this pattern either right-to-left (LFT BK-BK) or ¥ Y e
left-to-right (RGT BK-BK). A 2

1. Set the pattern type as BACK-TO-BACK and set other basic
job details (see “Entering Basic Job Details (Quick Start)” on

page 49).
2. Setyour A|B line (see “Flying a Pattern” on page 69).
3. Fly swaths consecutively: 1, 2, 3, and so on. | 5 | | 4 | | 3 | | 2 | | 1 |
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Multi Back-to-Back Pattern (VMIB2BK)

In this pattern you fly back-to-back patterns over a maximum of nine fields. Multi back-to-back patterns can
be full rotate or half rotate patterns.

Note: In the two pattern examples below, the bold and the bold/italic (colored) texts show the field/
swath combinations that change their place in the sequence between full rotate and half rotate patterns.

Back-to-Back full rotate pattern LT

Field 1-Swath 1, Field 2-Swath 1, By BN STTTE

A .4 [ >e
Field 3-Swath 1; Field 1-Swath 2, © = o
. . ™ i
Field 2-Swath 2, Field 3-Swath 2
[(1][2][3][4][5] [1][2][3][4][5]
A > “F

Back-to-Back half rotate pattern - .
Field 1-Swath 1, Field 2-Swath 1, By SRR

A 4 y:\ N :

Field 3-Swath 1; Field 3-Swath 2, L © = I
. N

Field 2-Swath 2, Field 1-Swath 2|

(1][2][3][4][5] [(1[2][3][4][5]
IntelliTrac automatically rotates your
A|B line for each field and provides
guidance accordingly. il v

A Foo. A

To fly a multi back-to-back pattern:

1. Set the pattern type as MULTI BACK-TO-BACK and set other basic job details (see “Entering Basic
Job Details (Quick Start)” on page 49). Make sure you set the rotation (full or half) and the number
of fields you want to fly (total fields).

¢ Full rotate means you fly the first swath of each field and then fly the second swath of each field
starting again at field 1 (such as 123, 123).

e Half rotate means you fly the first swath of each field, then fly the second swath of each field in
the opposite direction beginning with field 3 (such as 123, 321).
2. Setyour A|B line for each consecutive field (see “Flying a Pattern” on page 69).
3. Follow the guidance prompts to complete flying your pattern.
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Back-to-Back Skip Pattern (BKBKS)

In this pattern you fly the odd-numbered swaths first, then the
even numbered swaths in a back-to-back pattern. You can fly y ' y y + B
this pattern either right-to-left (LFT BKBKS) or left-to-right (RGT 1 4 1
BKBKS).

To fly a back-to-back skip pattern:

1. Set the pattern type as BACK-TO-BACK SKIP and set
other basic job details (see “Entering Basic Job Details
(Quick Start)” on page 49). ’ 7 ‘ I 6 l ’ 5 H 4 l ’ 3 H 2 l [11

2. Setyour A|B line (see “Flying a Pattern” on page 69).

3. Fly your odd numbered swaths first.

4. To switch from odd to even numbered swaths, press
KEYPAD > ENTER.

5. Fly your even numbered swaths. S » ; 4 ®

Racetrack Pattern (RCTRK)

This pattern consists of a series of loops (or ~ __Leemmmmmmmeal
racetracks) resulting in wider, smoother .- semm e . .

turns. In a racetrack pattern, you first fly each . LRt - . . .
side of a field, then alternately work from '
swath #2 to the middle, and from the middle

toward the other end of the field.
To fly a racetrack pattern:

1. Set the pattern type as RACETRACK
and set other basic job details (see
“Entering Basic Job Details (Quick |

‘$
8
Start)” on page 49).
2. Setyour A|B line (see “Flying a J

Pattern” on page 69).

3. Fly swaths in the following order: 1,
8,25,36,4,7.
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Quick Racetrack Pattern (QKRTK)

This pattern is similar to the racetrack T R
pattern; however, in a quick racetrack pattern T TtrsenllT ML . T
you set your C point in the center of the ¥ p y . " T ' B
field, not at the end. This is called a “quick” 4 7 § A 1

racetrack because you do not have to fly to
the end of the field to press the C point.

In the quick racetrack pattern you fly a
constant size loop after setting the A, B, and
C points. Point C is the swath on or after the
field center line.

To fly a quick racetrack pattern:

1. Set the pattern type as
QUICK_RACETRACK and set other

basic job details (see “Entering Basic \ 4 v d
Job Details (Quick Start)” on RV R, 4 A
page49). Tt SRR IS

2. Setyour A, B, and C points (see
“Flying a Pattern” on page 69).

3. Fly swaths in the following
sequence: 1,5, 2,6,3,7,4,8.

Reverse Racetrack Pattern (RVTRK)

This pattern is similar to the racetrack I, .. IPEEEEEEE .
pattern. It is called a “reverse” racetrack e ’ .- .’:}:_'_'_
because you are flying one direction, but . et A
swaths are incrementing in the opposite ) : ' )
direction. In the example below you are
flying to the left, but the swaths are
incrementing to the right.

Unlike the racetrack pattern, in reverse
racetrack, you set your A|B line in the middle
of the field. Point C is still on the edge of the I

‘*
. X - 6
field. This pattern is recommended for
circular fields or other fields where the \

center line is clearly visible.

To fly a reverse racetrack pattern:

1. Set the pattern type as
REVERSE_RACETRACK and set other . \ .. . A 4 ) A A
basic job details (see “Entering Basic R I PP '
Job Details (Quick Start)” on e e B
page 49). el

2. Setyour A|B line (see “Flying a Tt .

Pattern” on page 69).

3. For a 9-swath right reverse racetrack
pattern, spray the swaths in the
following sequence: 1, 6, 2,7, 3, 8, 4,
9, 5.
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Quicktrac X Pattern (QKRTX)

This pattern is similar to the
quick racetrack pattern. You
specify point C for the quicktrac
X pattern by either the number
of swaths or by the distance
from the A|B line to the
furthermost swath in the
pattern. After you set the A|B
points, you fly the pattern like a
quick racetrack. You can fly this
pattern either right-to-left (LFT
QKRTX) or left-to-right (RGT
QKRTX).

To fly a quicktrac X pattern:

1. Setthe pattern type as
QUICKTRACK_X and set
other basic job details
(see “Entering Basic Job
Details (Quick Start)” on
page 49).

By number of swaths
(x = 5 swaths)

X =500 I

By distance
(x =500 ft)

Figure 5-3: Quicktrac X patterns

Make sure you enter a value for Total Swaths or Distance from A-B.

2. Setyour A, B, and C points (see “Flying a Pattern” on page 69).

3. Fly the pattern according to guidance cues:

e [f x = total swaths: For example, if x = 5 (total swaths),
fly the swaths in the following order: 1,4, 2,5, 3

Note: The quicktrack X pattern is predefined as auto-
repeating (you cannot set AUTO REPEAT - YES in the
IntelliTrac [first] Setup window—there is no need to).
In the example, after flying the initial defined number
of swaths, the pattern repeats on swaths 6-10 (so 6, 9,
7, 10, 8), then 11-15 and so on. The first swath in each
set (1, 6 and 11 in the example) is shown in red.

e If x =distance: For example, if x = 500" (Swath Width

set at 50'), fly the swaths in the following order: 1, 6, 2,

7,3,8,4,9,5,10

-
=]
o

H-d

1i
L006 |

1
L0O1 —
L |
k1

LFT QKRTX
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Squeeze Pattern (SQUEZ)

This pattern consists of loops of decreasing
size, from the outside of the field to the
middle of the field. You define the outside
edges of your field (the largest loop) by your
A|B|C points. You make wide turns at the
beginning of your spray job when your load
is heavy then make narrower turns as your
load becomes lighter.

To fly a squeeze pattern:

1. Setthe pattern type as SQUEEZE and
set other basic job details (see
“Entering Basic Job Details (Quick
Start)” on page 49).

2. Setyour A|B line (see “Flying a
Pattern” on page 69).

3. For an 8-swath field, spray the
swaths in the following sequence:

1,8,2,7,3,6,4,5

Expand Pattern (EXPND)

This pattern begins with the A|B line in the
center of the field and successive swaths
increase outward. Expand patterns are
useful for fields with a visible center line or
with a long, irregular shape. You can fly this
pattern either right-to-left (LFT EXPND) or
left-to-right (RGT EXPND).

To fly an expand pattern:

1. Set the pattern type as EXPAND and
set other basic job details (see
“Entering Basic Job Details (Quick
Start)” on page 49).

2. Setyour A|B line (see “Flying a
Pattern” on page 69).

3. For a 9-swath Expand Left pattern,
spray the swaths in the following
sequence:

1,2,3,4,5,6,7,8,9
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Chapter 6: Routes, Waypoints and Marks

Working with Routes and Waypoints
Working with Marks (Return Points)
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Chapter 6: Routes, Waypoints and Marks

This chapter explains the fundamentals of waypoints and their relationship to routes and all aspects of
route and waypoint management. It also explains marks, the data that marks store and all aspects of mark
management.

Working with Routes and Waypoints

A waypoint represents the GPS coordinates (lat/lon) of a significant location, such as a point along a route
at which you will change course. A route comprises one or more waypoints although waypoints can be
‘freestanding’ that is, not associated with a route. See “Aerial Guidance Terms and IntelliTrac” on page 44
for an overview of waypoints, routes, and other aerial terms.

You can create waypoints that are associated with (are part of) a route—'route-based’ or ‘by-route’
waypoints, or waypoints that are freestanding—non-route-based or ‘by-name’ waypoints. You can create
only route-based waypoints while flying; you create freestanding, 'by-name’, waypoints through the
menus. Route-based waypoints appear onscreen with their route-waypoint ID, for example, 1-2 identifying
route 1/waypoint 2.

You can set up routes/waypoints wholly within IntelliTrac (there are three methods—all described later) or
within an external program like MapStar and import them into IntelliTrac. But note the warning following.

AWARNING: If you import the waypoints data file (WAYPTS.DAT) created in MapStar, it will overwrite all
the route/waypoint data you created wholly within IntelliTrac—your route/waypoint data
will be only that which you have imported.

Preview of Waypoint Guidance

This section provides a preview of how IntelliTrac provides guidance to preset, route-based waypoints,
switching guidance to the next waypoint in a route as each waypoint is approached. All aspects of waypoint
and route creation, maintenance and use are covered in detail in appropriate sections that follow.

In the figures:

In (1), ‘'SET* > ROUTE > 1’ has loaded route 1. “Route 1 activated” appears on W
screen and all route 1 waypoints (4) are presented. ‘“1-1 NAME1' is ‘Route #- . ,“{‘\,\ @
Waypoint # WAYPOINT NAME’. No waypoints are set (for guidance) yet. uog \

! A\ N
In(2), 'SET > WPT > 1’ has loaded waypoint 1 for guidance. “Guiding to | ] \\
Waypoint 1” appears on screen. The dotted circle around waypoint 1 is the pous hﬂ NAmEr I NAMES

(default or user-set) radius; guidance to waypoint 2 will start at this radius. .

oute 1 activated.

“14 NAME4.

Note *: ‘Setting” a waypoint means recalling (or ‘loading’) it (to receive
guidance to it). In this user guide, you establish and save waypoints—one e NAMEir “"“@

way or another—by ‘creating’ them. ’

A7 .- 3
SoorE N
E '@ NAME1  1-3NAME3

| Guiding to Waypoint 1.~ .

01/ 0NAMET BRO 06T RNGMGT2F___ awopeor
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Chapter 6: Routes, Waypoints and Marks

In (3), at waypoint 1’s radius, “Advancing to next ; ,\_2NAME@’“"“"”“‘““““"
waypoint in route” has appeared on screen. Radius ! RIS Q) E =

circle and guidance have switched to waypoint 2. = [ - | =

In (4), at waypoint 2's radius, “Advancing to next '
waypoint in route” has appeared on screen. Radius ™~
circle and guidance have switched to waypoint 3

C
1-3 NAME3 f o ouvs|/
&

next waypoint in route

:
14y

In (5) the aircraft is en route to waypoint 3 and in (¢), at [ u Tr—
waypoint 3’s radius, the radius circle and guidance line
switch to the last waypoint in route 1 (1-4). The radius [
circle and the guidance line disappear when the radius

is reached.

\\ \\

/
/o N . Lo 2
oLys)’ \ N i PoLYS| h E
% A 1-3 NAME3
», fﬂ namgy 13 NAMES [13] NAMED c nexc ot

\
v
b i

Note: If you are inside the radius of a waypoint when K ;
you set it, guidance is not provided. Instead, ) O  §  — -
guidance is provided to the first waypoint in the route
that you are not already inside the radius of.

Key Points about Routes and Waypoints

e A route comprises one or more waypoints, being the ‘parent’ entity for waypoints. Routes have no
independent function, they just keep a set of waypoints together.

e You cannot load a route’s waypoints without first loading the waypoint’s route.

e Ifit does not already exist, Route 1 will ‘self-create’, that is, if, while flying, you use the keypad to
create a waypoint with no route active, Route 1 is created and the waypoint is the first waypoint
associated with it (usually waypoint #1, but it can be any number). That also means that if you
create a waypoint while flying with no route active, the waypoint becomes a Route 1 waypoint even
if Route 1 does already exist.

e If you have an active route, you do not have to clear that route =
to make a different route active. If you set another route it + o
replaces the current route to become the new active one. The
figure at right shows the key presses to make a route active (t0 [ Jwe— mo—-

‘set’ a route) and how the route number shows at the bottom  |sewe U \IGEES H RETURN} +
of the map (ROUTE 01, ROUTE 02 in the examples) or is blank N
(top left image). (Bearing and range relate to waypoints so are W>>>">lﬁ ‘ e | (8 [

blank in the images.)

Route 1 activated. I Route 2 activated.

e |f you save a waypoint with a number already used in the
active route (or Route 1 if no route is active) the original way- [mesjee—w— A
point data will be overwritten. For example, if you have Route 2 | sewe Umﬂ RETURN 7||7:$ETUP !m]‘m\
active and save a waypoint as waypoint 3, when Route 2
already has a waypoint 3, the original waypoint 3 data will be overwritten. Waypoints with the same
number in non-active routes (except Route 1) are not affected.

AWARNING: IntelliTrac does not warn you if you are about to overwrite a waypoint (by saving a
new waypoint with an existing waypoint’s number).

e |f you shut down IntelliTrac with a route active, that route will be active when you restart IntelliTrac.

e When you recall/load a route, all its waypoints are shown on screen but
there is no guidance until you set a waypoint after loading its route (see ——— ‘“772\2-2
Route 2, waypoints 1-4 at right). Aé?z’j .
| 2-3
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* You can cycle through your saved routes by pressing KevyPAD > ROUTE/s (see

routes 1-3 being cycled at right).

¢ |f you add an optional name to the waypoint (only in the ‘Way-
points By Route’ or ‘Waypoints By Name’ windows - 20 character
limit), this name appears alongside the route/waypoint ID on the
screen (see 1 at right - ‘NE WTR TWR').

e When you recall/set a waypoint (route active), IntelliTrac provides
a guidance line between the waypoint and your current position
(see 2 at right). Fly on the guidance line toward the waypoint.

e When flying the waypoints of a route sequentially, you can set the
distance (the ‘radius’) from the waypoint you are approaching at
which guidance switches (‘advances’) to the next waypoint (see 3
at right: top image shows waypoint 2-1’s radius; bottom image,
2-2's radius).

e If your current position is (already) inside the radius of the
waypoint you recall, IntelliTrac provides guidance to the next
waypoint. If (for illustrative purposes) your current position is
already within the radius of two consecutive, overlapping
waypoints, IntelliTrac ignores both waypoints and provides
guidance to the next waypoint (the radius of which you are not
already within). In (1) (at right) the aircraft is approaching
waypoint 1’s radius. In (2), waypoint 1 was recalled but the
aircraft was already within its radius. In (3), waypoint 3 was
recalled but the aircraft was within the radii of waypoints 3 and
4. Guidance is to waypoint 5.

* You recall route-based waypoints (for guidance to) using the
keypad, recalling its route, then the waypoint (see “Recalling a
Route-Based Waypoint” on page 89). You recall freestanding,
‘by name’ waypoints through the menus. See “Recalling a By-
Name Waypoint” on page 90.

Besides importing or creating waypoints, you can recall (receive
guidance to) a waypoint, edit a waypoint (change the coordinates of or
rename the waypoint), and delete waypoints.

A
& 1-2 o
[ROUTE|| 1.4 /43
KEYPAD 8 o 4 &
ol -
1-5 L

381 D
33
. b
Y -~
e
T
- .
-~ |
-~ i
~ g i
P L
o @ @),
2-1 NEWTRTWR' . @ H
.
! GBS Dif
Guiding to Waypoint 1. é

Logging is

1000 Feet: Manual

5|_ : =

-
-~
-
o~ ® ®
2-1 NE WTR TWRU f
GBS Dif

Advancing to next waypoint in rﬁhteé

Logging is READY

NN Fant- Manal

Feet

RT/Wpt 01/05 BRG250° RNG 1516 Ft
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Chapter 6: Routes, Waypoints and Marks

Creating a Waypoint While Flying - Route-Based Only

When you create a waypoint while flying the map displays a waypoint saved notification (in the format
“Waypoint n saved.”) and a route-waypoint indicator (in the format “Route # - Waypoint #”). For example,
Figure 6-1 shows the map after creating Waypoint #3 in Route #1.

I
MISC
o - Route (1)
MODE ‘% | and
Manual 1-3
PYPY
|
§ f
IFSW
|
l1\-2 S i
POLYS s —
\ﬁl-1 . W 3
(' Waypoint 3 saved. ) ; aypoint
GSIM saved
GES  Dif
Logging is READY
o0 et ROUTE (81 B0 NG Auto Boom OFF
[ " [ [ 0
KEYPAD \ SETUP ‘ MARK RETURN SETA ‘

Figure 6-1: Saved waypoint and route-waypoint indicator

To create a waypoint while flying:

Press figms!> | |>| 5 |>n> ENTEﬂ where ‘n’ is the route number

In addition to the waypoint saved notification and a route-waypoint indicator:

e Atriangle appears (where you pressed ENTER).

e If this is any waypoint other than the first waypoint in a route a dotted line appears between that
waypoint and the previous waypoint in the route.

When saving waypoints to a route the route number appears above the SETUP button (“ROUTE 01" in
Figure 6-1).

Note: When you are receiving guidance to a waypoint both the route number and the waypoint number
appear above the Quick Keys. See “Automatic Guidance (Route-based Waypoint)” on page 90 for more
information.
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Creating a Waypoint Manually - Route-Based and By-Name

As an alternative to entering (route-based) waypoints while flying (where IntelliTrac automatically assigns
the waypoint number and associates it with a route), you can enter waypoint coordinates manually using
the Select Waypoints Mode window (Figure 6-2).

’ — ] BY ROUTE

f Waypoints ‘

CLEAR
Enter Waypoint Radius Circle h

{ Radius ] 100.0 Feet Go Back

Enter Mark/Pattern Radius Circle ﬂ
{ Radius \ 1000.0 Feet

Return To
Map

Figure 6-2: Select Waypoints Mode window: the default mode is BY ROUTE

You create waypoints in one of two ‘modes’—BY ROUTE and BY NAME.

e When you create a waypoint by route you enter an existing or new route number, give the new
waypoint a number and (optionally) a name, then enter the waypoint’'s coordinates. You recall
saved route-based waypoints through the keypad.

e  When you create a waypoint by name you give it a name (obviously not optional) and enter its
coordinates. Once saved, you can select (recall) the waypoint from a drop-down list in the Select
Waypoint By Name window in which you created it. Thus, you recall ‘by name’ waypoints through
the menus.

In general, for multiple waypoints, set the waypoint by route (such as route 1, waypoints 1, 2, 3). If you need
to set only one waypoint, set that waypoint by name (such as ‘WD1’).

The current waypoints mode is displayed to the right of the Waypoints MODE button. Press the button to
switch mode if necessary, then press Waypoints.

e InBY ROUTE mode, you get the Waypoints By Routes window, where you create waypoints by route.

¢ In BY NAME mode, you get the Waypoints By Name window, where you select, delete, or create
waypoints by name.

In the Select Waypoints Mode window, for both route-based and ‘by name’ waypoints, you can set the
waypoint radius circle. The radius appears as a dotted circle around the waypoint to which you are
currently receiving guidance. When you reach this radius distance, IntelliTrac switches the radius circle and
the guidance line to the next waypoint in your route (if one exists). See “Automatic Guidance (Route-based
Waypoint)” on page 90 for more detailed information on how automatic guidance works and what
IntelliTrac displays in the map during automatic guidance.

Creating a Route-based Waypoint Manually

Press [Tsewr | > SETUP s 'SETUP > [, the Select Waypoints Mode window appears (see Figure 6-2 on

page 86).
1. If necessary, press Waypoints MODE to set the mode to BY ROUTE.
2. Enter the waypoint radius:
a. Under Enter Waypoint Radius Circle press Radius. The Enter Radius number pad appears.
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Chapter 6: Routes, Waypoints and Marks

b. Enter the radius (a distance) then press Accept. See “Preview of Waypoint Guidance” on
page 82 and “Automatic Guidance (Route-based Waypoint)” on page 90 for details about the
waypoint radius circle.

3. Press Waypoints. The Waypoints By Route window appears.

Select Waypoints By Route

Route 1
i ‘ CLEAR
h
Go Back

{ Name ’ ‘
{ Latitude ) 33°29'06.406"N
{ Longitude ’ ’m ﬂ

Return To
Map

4. For each of the following fields press the corresponding button, enter a value in the data entry
window, then press Accept.

Route
Waypoint
Name
Latitude*
Longitude*

Note*: See step 3c on page 88 for information on entering the direction for latitude and longitude.
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Creating a ‘By-name’ Waypoint

Press "sewr | SETUP‘> SETUP‘> m ,the Select Waypoints Mode window appears (see Figure 6-2 on the

previous page).
If necessary, press Waypoints MODE to set the mode to BY NAME.
Enter the waypoint radius:

1.
2.

a.

Under Enter Waypoint Radius Circle press Radius. The Enter Radius number pad appears.

b. Enter the radius (a distance) then press Accept. See “Preview of Waypoint Guidance” on

page 82 and “Automatic Guidance (Route-based Waypoint)” on page 90 for details about the
waypoint radius circle.

Enter the waypoint name and coordinates:

a.

b. Press Name (or the ‘Enter Name Here’ field), enter a waypoint name in

Press Waypoints. The Waypoints By Name
window appears.

- Select Waypoint By Name

)
Waypoint . Waypoint |

Lat: 45°10°32.020"N Lon: 112°00°00.000"W

E32w -
| _l CLEAR
- Enter Waypoint Radius Circle
Name Waypoint Go Back

| Enter Name Here

S ———

@ 000°00°'00.000"W Return To
Map

[

Enter Waypoint Radius Circle

C Name | ~

the data entry window, press Accept. The name is displayed below the
Name button.

Note: When entering the latitude and longitude in the next steps, ensure your coordinates are
in the proper format. See “Adjusting Systemwide Settings (Units)” on page 26 for more
information.

Using the Latitude and Longitude buttons, enter the waypoint coordinates. When entering
the latitude and longitude you can change (if necessary) the direction (N or S for latitude; E or W
for longitude). To change the setting move the cursor to just before the current setting (by
entering values or pressing the right arrow) then press the down arrow once to switch the value
(press again to switch it back).

Place the cursor
to just before

Press to switch
— the direction
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Select Waypoint By Name

4. Press Save Waypoint. The waypoint name appears {._....,_]
as the currently selected item in the drop-down list, UL

. H ’ H H " Select - Delete

and ‘Waypoint Saved’ appears in the name field. \ ( Waypoint w [ Waypoint '

Lat: 75°30'00.000"N Lon: 106°00'00.000"W
( |N25 ﬂ)

Enter Waypoint Radius Circle

Recalling a Route-Based Waypoint
To recall a waypoint that is part of a route, you must recall the route first. When you recall a waypoint
(having recalled its route) the map shows the following (refer to Figure 6-3 for an example):

e Waypoint guidance notification (in the format “Guiding to Waypoint n.”)—this message appears
briefly (then disappears) if you are outside the waypoint radius value (see “Automatic Guidance
(Route-based Waypoint)” on the next page)

e Guidance line connecting your current location to the recalled waypoint

¢ Route/waypoint to which you are receiving guidance as well as the bearing and range to this
waypoint (which also appears in the lightbar) at the bottom of Moving window area

e Other waypoints in the route are noted (1-2 and 1-3 in Figure 6-3)

e Background color of the Data area is blue (see “Data Area” on page 10 for information on Data area
background colors)

I Fitot: Test it - Aircraft: SATLOC - Liquid - BOOM: All ON - GSIMI
LOG Label: 13 - JOB Name: 1 Log: 1001010407 SatocG4_038d
0101710 o7:22:21 |NNYY. N/A USB
WIDE VIEW
N33° 33' 56 15" W111° 29’ 46 84" 404" HOT
+ KEYS
Turn PAN OFF - misc
Z00M "
HoDE
‘ -
Next waypoints
| in active route
LFT EXPND
IFSW
Route/waypoint
2 to which you are
POLYS| receiving guidance IFJB
Total: 0.0Ac csm
Reset Vol's/TACH .
50 Gallons A e
Transfer Log - i
7 ogaging is
Files Ha 1 Mile RT/wpt 01/01 BRG 338° RNG 28299 Ft fjmgamm OFF
G T 1
‘ KEYPAD ] ‘ SETUP ] MARK ] ‘ RETURN ] SETA
Data area background Route/waypoint, Waypoint recalled
color is blue when bearing to waypoint,  notification
receiving guidance to a and range from
waypoint waypoint

Figure 6-3: Recalled waypoint and guidance indicators

Note: You only receive guidance to a waypoint during a non-swathing mode—there is no guidance to a
waypoint if you are flying a pattern.
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Recalling a By-Name Waypoint

You recall a by-name waypoint from the window in which you created it. All the available by-name

waypoints are in the drop-down list.

Press "sewp | > SETUP s, SETUP S [ Waypoins ],the Select Waypoints Mode window appears.

If necessary, press Waypoints MODE (1) to set the mode to BY NAME then

press Waypoints (2) - the Waypoints By Name window appears (3).

Press Select Waypoint or the drop-down list arrow (4) (but see note

( — 'r.l.: BY NAME

' Waypoints (%)‘

Waypoints By Name "’5\‘

following). Select the waypoint you want to recall (5) and press EXIT (s). Select Waypoirt By Name
Guiding to: [waypoint narn_e] appears in th(_e mgp and a guidance line f m— G\ ( e ,
connects your current position to the waypoint (7). _ . i .
- Lat: 33.623598°N Lon: 112.065210°W
Note: If you want to recall a by-name waypoint that was the last one 4l
recalled (that is ‘re-recall’ it), even though it is selected, you need to press CRW2
Select Waypoint again (not the drop-down list arrow) and reselect the ERT
waypoint in the drop-down list before pressing EXIT. 2 ﬂ
- O,
@

Automatic Guidance (Route-based Waypoint)

Guiding to:
STAND1

In Figure 6-3 (previous page) the dotted circle around waypoint 1 is the radius value.

e [f you recall a waypoint the dotted line appears if you are
outside the radius value of that point

¢  Once you are within the radius value of that point “Advancing
to next waypoint in route” appears for several seconds then
disappears (similar to the “Guiding to Waypoint n.” message
that appears in Figure 6-3), the dotted radius circle appears
around the next waypoint (1-2 at right), and you receive
guidance (gray dotted line) to that point

e RT/Whpt (just above the SETUP button) indicates the waypoint
to which you are receiving guidance

After you receive guidance to the last waypoint in the route and then
are within the radius circle around this last waypoint the dotted circle
disappears—there are no more waypoints in the route to which to
receive guidance.

% N33 34" 17.79" W111° 20° 56.92" 404’ |

Advancing to next waypoint in route [

GBS

Logging is R

—
RT/Wpt 01702 BRG 356 RNG 31851 Ft Auto Boon

[ [ [
SETUP MARK RETURN SET.
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When you reach the last waypoint in a route: g e |

e “Arrived at end of route” appears for several seconds then
disappears (but see note following).

e RT/Wpt changes to ROUTE, and BRG and RNG have no
values—since there are no more waypoints to which to receive A
guidance. "

7
Note: When you reach the radius circle under guidance to a by-

name waypoint, the radius circle and the guideline disappear and a
screen message advises that the current job and/or pattern have
been cleared. If no job or pattern is loaded, this message has no |
significance - it simply indicates that you have reached the radius | %
circle of the selected waypoint and you are ‘pattern-ready’ at (near) —

the waypoint, with the SET A button available. If, however, you do S S 1—." —
have a job and pattern loaded (the pattern-related swath DEC and SETUR MARICE] ITRETURNGL. -
ADV buttons are available), when you reach the waypoint’s radius

circle the message means that the pattern (only) has been cleared—

the job remains loaded with its polygons on screen (if they were in

view during guidance to the waypoint) and the SET A button

reappears. You are ‘pattern-ready’ at (near) the waypoint.

J
|
|
Arrived at e%d of route |

Logging is Rl
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Editing a Waypoint

You can edit any waypoint—those you created while flying and those you created manually (by name or by
route).

Press "sewp | > SETUP s, SETUP S [ Waypoins ],the Select Waypoints Mode window appears (see Figure 6-2 on

page 86).
1. If necessary, press Waypoints MODE to switch between BY NAME and BY ROUTE.
Note: When creating a route-based waypoint you can give the waypoint a name (it’s optional).

However, even though the waypoint has a name you must use BY ROUTE mode (not BY NAME
mode) to edit the waypoint.

2. Press Waypoints. Either the Waypoints By Name window (below left) or the Waypoints By ROUTE
window (below right) appears.

el evRointE e Select Waypoints By Route
Select ‘ { Delete
Waypoint Waypoint 1
Route
Lat: 45°10'32.020"N Lon: 112°00'00.000"W
o - (wasmamen) [
point 1
CLEAR CLEAR
Enter Waypoint Radius Circle h h
i { save ( Name ) [ |
Waypoint Go Back Go Back
[ Enter Name Here ﬂ‘ { Latitude “ 33°29'06.406"N
00°00'00.000"N A —
{ bl ‘ f Longitude j 111°29'24.233"W ‘
500" o Return To Return To
{ Longitude ’ 000°00'00.000"W Map S
Waypoints By Name window Waypoints By Route window

3-i. To edit a by-name waypoint, in the Waypoints By Name window:

a. Press Select Waypoint and select the waypoint from the drop-down list. The latitude and
longitude of the selected waypoint appear below the Select Waypoint and Delete Waypoint
buttons.

b. Press Latitude and in the Enter Latitude window enter the desired value then press Accept.

c. Press Longitude and in the Enter Longitude window enter the desired value then press
Accept.

or
3-ii. To edit a route-based waypoint, in the Waypoints By Route window:

a. Press the appropriate button (for example, the Route).

b. Enter the new value in the data entry window that appears then press Accept.
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Deleting a Waypoint

AWARNING: Deleting a waypoint removes the waypoint from IntelliTrac’s memory—it is gone. You
cannot undo this action.

You can delete a waypoint in two ways:

e Delete by waypoint number using the keypad—the route to which the waypoint is assigned must be
active to delete the waypoint

¢ Delete by waypoint name using the menus.

To delete a waypoint by waypoint number using the keypad:

Press [igmsl> | = |>| 5 |>n> ENTER| where ‘n’ is the waypoint number

To delete a waypoint using the menus:

Press serr | > SETUP s, 'SETUP 5 (w,,the Select Waypoints Mode window appears (1). Then:
If necessary, press Waypoints MODE to switch to BY NAME (2. sora g e (1)

If the waypoint you want to delete is already showing in the name field
( 'Waypoints )@

Press Waypoints (3). The Waypoints By Name window appears (4). {‘_""JT;'—" BY NAME
(below Lat and Lon - CRW2 in the example), go to (7), else press Select
Waypoints By Name 4

Waypoint (5), select the waypoint you want to delete from the drop-
down list (¢), then press Delete Waypoint (7).

Select Waypomt By Name
Select g
Waypoint .7~ Waypoint
Lat: 33.701400°N Lon: 112.064517°W
CRW2 -
CRW1
CRW2

ERT
JoB10 {3y
STAND1
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Working with Marks (Return Points)

Marks are points to which you want to return. When you create a mark, IntelliTrac saves the following
current swathing information:

Swath number Pattern

A|B line Direction

Job ID Acreage

Swath width  Spray information

Creating a Mark
You create a marks 1 to 9 and 10 to 99 differently.
To create marks 1-9

1. Press the MARK (MODE #) Quick Key (1). The Quick Marks window appears.
Mark numbers already in use are shown as

depressed numbers (1, 2, 3, 4, and 8 in the inset jﬁ J m
(3
3

3
6

example (2)). You can reuse them to reposition a e
mark (overwriting its position with the new position). | 0K m
2. Press the button corresponding to the numbered [ R j
mark you want to create (2 in the example at (3) ). A JdRSRSS
message appears (4) indicating IntelliTrac is saving T o e o 1(4) savingmarkz

TIRRR
MODE 2

(1)

KEYPAD [ SETUP "[ '[RETURN

that numbered mark (M2), the Quick Marks window
closes, and the new mark appears in the map (5 .

To create marks 10-99

p SAVE MARK NTE ;
e Press|[®m > = |>| 4 [>NN> , where ‘nn’ is the mark number.

A message appears indicating IntelliTrac is saving that numbered mark and the new mark appears
in the map (for example, mark #12 appears as M12).

Note: IntelliTrac automatically saves your last sprayed point (last spray off point) as mark zero
(M0), but this mark is overwritten each time the spray is turned off. If you want to keep a spray off
point marked, manually give it a mark number (n) immediately after turning spray off. You will get
MO0 and Mn (almost) together and Mn will stay while MO will become the next spray off point. To
return to the last sprayed mark, press KEYPAD > RETURN\7 > INFO\O (the lightbar provides
guidance back to the mark).
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Returning to a Mark
You return to a marks 1-9 and 10-99 differently.

. . RETURN
To return to marks 1-9, press ko >| 7

SET

>N where ‘n’ is the mark to which you want to return

MARK
> a |[>hn>

NTE

To return to marks 10-99, press | ke | > where ‘nn’ is the mark to which you want to

return

Returning to a mark - what you see (Figure 6-4).

0G N/A USE]

N33° 20° 04.08" W111° 29" 16.78" 404’ [Syaas
KEYS

i | 1
! cLSW
ZOOM ; \
MODE ! [ .
Manual N

; IFJB

[ .
0BCL

; 3" [’ .
H /I. OBLB
POLYS 1‘ v _
F'ress"ENTER to carm’sI'Retum to Mark [’ -
. - CWPE
ops D

< i

TR Loggingis  ON
g5 1 Mile MARK 02 BRG 189° RNG 41031 Ft Auto Boom OFF

‘. KEYPAD ll SETUP 1‘ MARK “. RETURN l IENTEiI

Figure 6-4: Returning to a mark

e IntelliTrac provides guidance to the mark: the mark indicator appears (M2 in Figure 6-4), a dotted
line connects your current location to the mark, and a dotted automatic guidance circle appears
around the mark (based on the radius value setting—see “Automatic Guidance (Route-based
Waypoint)” on page 90 for more information on radius and automatic guidance in general)

e A green ENTER button appears in the lower right of the map

e “Press ENTER to cancel Return to Mark” appears below the mark

e Bearing (heading) and range (distance) to the mark appear in the map (above the Quick Keys) and
on the lightbar
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When you reach the automatic guidance circle (radius):

e The automatic guidance circle, the dotted line
connecting your position to the mark, and the green
ENTER button disappear

e  “Current JOB and/or Pattern are cleared.” appears
briefly

Canceling a Return to Mark

Press ENTER (lower right of map). The map appears similar to
the example at right —"Return to Mark cancelled.” appears
briefly.

If you select the wrong mark to return to, you do not have to
cancel guidance to that mark—just use either return method
(depending on the mark number) for guidance to a different
mark.

Clearing a Mark

KEYPAD

0G N/A LSt
N33" 28’ 33.26" W111° 20" 23.18" 404 [
»-t | KEYS
- [ 9|
1M2 CLSW
Z00M \
MODE g =
Manual
IFJB
I -
0BCL
I -
POLYS| oBLB
Current JOB and/or Pattern are cleared. ' -
CWPE
s D
TRE Loggingis  ON
i 4000 Feet WPT By Name BRG —" RNG — - Auto Boom OFF
[’ [’ [’ [’
KEYPAD SETUP MARK RETURN SETA l
0G N/A LR
N33" 29" 04.08” W111° 20" 16.78" 404 [pima
4’* | KEYS
[ .|
CLSW
Z0OM |
DE [ -
Manual
IFJB
[ .|
i OBCL
[ .|
POLYS 0BLB
Return to Mark cancelled. [ -
CWPE
3k
TR Loggingis ON
g 1 Mile 'WPT By Name BRG _L. RNG — - ‘Auto Boom OFF
[ [’ [’ [ [’
MARK 1 RETURN SETA 1

SETUP

To clear a mark permanently from IntelliTrac’'s memory (delete it permanently), press

‘ CLEAR MARK

kw0 |>| e > 4 >n/nn> NTER| \vhere ‘n’/'nn’ is the mark you want to clear.
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Overview
Working with Jobs
Working with Polygons
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Overview
A job enables you to save pattern information and multiple polygons.

A polygon is a shape you create by setting the points of the polygon. You can create a polygon of any field
or spray area and save the polygon. Like a waypoint, you can add a polygon during flight or beforehand by
either manually entering coordinate values or using a mapping program.

A mission, created in MapStar and imported into IntelliTrac, is a useful feature, especially for night flying.
You can pre-establish a mission (including the flight path and A|B line) by flying the mission or by entering
the coordinates. The mission then provides guidance cues based on the pre-established path.

In conjunction with MapStar, IntelliTrac supports common GIS file formats for import/export. GIS files can
include new polygons or other graphics and you can convert an existing job to GIS file format for use in
third-party software packages.

Working with Jobs

A job can include up to 99 patterns (type/direction; swath width; A, B, and C points; offset; and field width)
and 99 polygons. You can save a job, recall a job, clear a job, or delete a single job or all jobs.

Saving a Job

By default, any job you fly in IntelliTrac is saved as “JOB 00” or the active job. JOB 00 is overwritten by the
next job you fly unless you save that next job with a new job number between 1 and 999

To save a job, press

- Aircraft: SATLOC - Liquid - BOOM: All ON - GSIMI

SAVE -JOB Name: 1 Log: 10010122465 atlocG4_038d
Kead | > | mmp > g |>N> ENTEN N/A N/A USE
) l , - . " ” N33° 29" 31.00" W111° 29' 36.39" 404" | HOT
(where ‘n’ is the job number). “Job n saved 4- | kevs
appears briefly in the map and the job number —
appears in the header next to “JOB Name:". CPTE
Z00M -

. MODE pr—
Recalling a Job L CJBE
You can recall any job you have previously saved. ] _
Recalling a job automatically clears (closes) the CWPE
current job (if one is active). '

pr—

To recall a job by job number, press POLYS . | '~
. JoB ]
ke > | SET |s | Ty |>n> ENTER| cSN
where ‘n’ is the job number. S &
- Logging is READY

1 Mile WPT By Name BRG —" RNG — - Auto Boom OFF

[ [ [ |
KEYPAD ‘ SETUP MARK l RETURN l SETA ‘

To recall a job from a list of jobs, press

|JOB FILE NAME PATS POLYS

el E ii 40 0 |
]KEV'PADl> SET | g |> NTER! The Jobs By Name 2 ; ;

'List window appears. Press (select) the job you want to

recall then press Accept. ﬂ

Accept

e

Cancel
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In both procedures above, the following occur after you press ENTER or Accept:

e A“LOG was Just CLOSED"” message
appears briefly after IntelliTrac closes the
current log

e A "Just Opened NEW LOG"” message
appears briefly

e “Job nloaded” appears briefly in the
Moving window area and the job number
appears in the Header area next to “JOB
Name:”

For information on job loading on IntelliTrac
startup (after a shutdown), see “Exiting IntelliTrac
and Jobs” on page 23.

Clearing a Job

Clearing a job closes the job and removes it from
the map—it does not delete the job.

To clear a job, press

CLEAR JOB “
KEYPAD|> - > o >F"TE . “Current

JOB and/or Pattern are cleared.” appears briefly in
the map and <No JOB Name> appears in the
header.

Deleting Jobs

LOG was Just CLOSED Just Opened NEW LOG

- Liquid - BOOM: All ON - GSIMI
Log: 10010123205atlocG4_038d

“AIICTat. SATLUC
-JOB Name: 1

N/A N/A US
1- N33° 29° 35.86" W111°29' 36.39" 404 [\yan
KEY!
i
CPTI
Z0OM
MODE i
Manual
CJBI
i
cCWp
i
POLYS \ IFJE
Job 1 loaded i
GSIh
GES L
— Logging is READY
1 Mile WPT By Name BRG —° RNG — - Auto Boom OFF
[ i i [ i
KEYPAD SETUP MARK RETURN SETA

Caution: Deleting a job removes it permanently—you cannot recall a deleted job.

You can delete a single job (using the keypad or a hot key) or delete all jobs. See “Using Hot Keys"” on
page 21 and Appendix B, “Hot Keys” for more information on hot keys.

Deleting a single job - keypad method

CLEAR | JOB
> 9

Press | keyrap 1 >

SNn> FNTEi| , where ‘n’ is the job number. When the NO/YES

confirmation pop-up appears (see inset in following examples), press YES.
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Deleting a single job - hot key method

With one of your hot keys set to Clear\Job\Clear
(CLR JOBCL), press that hot key (1). The Job By
Name List window appears (2).

Press the job you want to delete (3) then press
Accept (4).

When the NO/YES confirmation pop-up appears,
press YES (5).

Deleting all jobs (by keypad)

Press SETUP |> SETUP », SETUP >@D’éé¥e' iles |

In the Delete/Clear Selected Data Files window (1),
press Delete All JOB Files (2).

When the NO/YES confirmation pop-up appears,
press YES (3).

(2)
JOB FILE NAME

PATS POLYS

2
3

oo
(=]

Are you sure that you want to
delete Job Name:

@

N

H

Cancel
O, =
The Delete/Clear drive is: C:\
2
All LOG Files All JOB Files
' Wifi JOB Files ' ' All Waypoint Files '
CLEAR
JS Fil
j"es Go Back
Are you sure that you want to
delete all JOBS?
n:a Files ’ Return To
Map
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Working with Polygons

A polygon is the shape of a field (or
other area, such as a forest plot)
that you define. In IntelliTrac you
can create two types of polygons
(inclusion, exclusion) and import
one type (open):

Inclusion polygon (enclosed
area you spray)—identified
by its black line color. Can
have hatch or solid fill - see
“Poly Fill MODE" on

page 148.

Exclusion polygon
(enclosed area you do not
spray)—identified by its line
color purple. Never has fill.)

Open polygon (not actually

Polygon number
Polygon name
yg A

A AN

o

Exclusion polygon

TN
|

(purple lines, no fill) 5 A
5
Y
Inclusion polygon N /"
(black lines, possible fill; Y

hatch and solid fill shown) ‘:?

Figure 7-1: Inclusion and exclusion poly-

a closed area, but a multi-point line created in MapStar and imported into IntelliTrac)

Inclusion and exclusion polygons visually show you the borders of your spray/no-spray areas in the map
(Figure 7-1). Table 7-1 provides more detailed polygon information.

Table 7-1: Types of polygons

Type

Description

Inclusion

IntelliTrac saves any polygon with three or more points as an inclusion polygon. Inclusion polygons
define spray areas and are shown with an interior grid pattern in the Moving window area.
IntelliTrac sums the areas of multiple inclusion polygons in a job. You can select Total Polygon Area
as an onscreen or lightbar display option (see “Screen Displays Window” on page 30 and “Lightbar
Setup - Basic: Display Fields, Crosstrack Values” on page 36).

Exclusion

You convert an inclusion polygon to an exclusion polygon by changing the polygon’s type (press
SETUP > SETUP > SETUP > Polygons > Type and select a type).

Exclusion polygons have no interior pattern. Exclusion polygon areas wholly or partially within an
inclusion polygon subtract from the total polygon area (see “Calculating Total Polygon Area” on
page 107).

Open

Open polygons are multi-point polylines. You create them in MapStar and then transfer them to
IntelliTrac. Use them, for example, to mark roads or other similar ground features. Multi-point open
polylines created in MapStar become open polygons in IntelliTrac.

Note: See option "Use JOB Color/Hatch/Spray OFF Features", page 150. If you set hatch or fill attributes for
a job’s inclusion polygon in MapStar, you have the option to use those attributes (option = Yes) or any
attributes you set using Poly Fill MODE (option = No).

Using Polygons

In addition to using polygons to define the shape of your spray/no spray area(s) you can have IntelliTrac
automatically apply an A|B line to a polygon. See “Applying a Swath Array (Pattern) to a Polygon” on

page 111.

G4 IntelliTrac User Guide 101 PN 875-0308-000 Rev B



Chapter 7: Jobs and Polygons

While flying a pattern you can use the
Edge Distance and Time to Edge
lightbar display options to warn you
when you are approaching or leaving
a polygon so you know when to
manually turn your spray on or off.

If you are using automatic spray on/
off (or off/on) functionality, IntelliTrac
turns spraying on as you enter an
inclusion polygon and turn it off
when you leave it. If there is an
exclusion polygon (or part of one)
within the inclusion polygon,
IntelliTrac turns spraying off as you
enter the exclusion polygon and back
on as you leave it.

Setting Polygon Points

Edge Distance Time to Edge
l‘.'(b LG 2 - JOB Name: 2 Log: 12616116835 atiocG4_038d
6964 INNNNRNNNNANRNN ANRORANRERNRNERE 14 |
01/0110  18:05:16 500 G N/A USE]
WIDE VIEW NO CTRL
N33® 23" 36.08" W111° 29' 24 00" 404" HOT
+ ‘ KEYS
Turn PAN OFF ‘ 5LOG
Z00M \
MODE
|
LFT BK-BK
CLTK
S {
WD
She POLYS ‘ IFJB
HDG P {
Field: 2.1Ac
Total: 2.1Ac ) ‘ com
Reset Vol's/TACH Approaching polygon |
500 Gallons A GBS Dif
Transfer Log T _ Logging is READY
Files HQ v 2Miles ) WPTBy Name BRG —° RNG — - Auto Boom ON
] & - ] L Il Lr ] & ]
} KEYPAD 1 ‘ SETUP } MARK RETURN } 1 ‘ ADV

You can set a polygon’s points in three ways:

e Asyoufly

e By entering the polygon’s GPS coordinates manually
e By importing a shapefile (GIS file) from MapStar (or other third-party mapping software)

Setting polygon points as you fly

When setting polygon points while flying, on entry of the third point IntelliTrac creates a triangle onscreen
by joining the third point to the first point and displays the enclosed area. As you add points IntelliTrac joins
the last point to the start point creating, progressively, a quadrilateral, a pentagon, a hexagon, and so on
depending on the number of points you set. The enclosed area is updated with each added point.

Path to setting polygons as you fly: ‘ KEYPAD }> 6 > e

The map displays the message “Swath Advance

POLY POLY

button will work as POLY button until you press EXIT”. L0G Lanel 13- e e TR L
01/01/10  02:32:01 I’ - i 1’ + mﬂ
The - (minus) and + (plus) buttons appear at the top of [ e view | e T r
the map, the SAVE and EXIT Quick Key_/s appear at the Buttons for Jdding a polygon
Iowgr right. You can enter polygon points by (your [ umaore | . point (+) and canceling a cre
- Swath/DF 1/0.0 .
Ch0|ce)' 01/01/10 02:32:01 e polygon point ) T
* Using the remote swath advance switch 1%‘ <+
* Pressing the + button (the — button removes - Press SAVE to save a polygon; o
the last polygon point you entered) 0 WPH o EXIT to cancel =
* Pressing KEYPAD > ABC (it acts as the swath [ oo St Advanco button il work 22 —
advance button during this operation) e ) e
I Files H HQ ‘ I "500 Foot WeT By Name BRG - ANG Lﬂﬂﬂi"ﬂ
E EEER ‘ KEYPAD H SETUP SAVE l EXIT )
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When you enter your first polygon point the ‘1 points’ -
message appears in the map (1). (Note: the red crosses (
[X] have been added to the examples, they do not “+‘><
appear on the map.)

[ =)

Each time you add a point, IntelliTrac displays a 1 points in polygon 0.00 Ac
message stating the number of points (now) in the
polygon and the polygon begins to take shape (two e

points create a straight line (2), three points create a ' (
triangle (3), and so forth). M

After you enter the last polygon point, press SAVE. The

Enter Polygon Number window appears (4). 2 points in polygon 0.00 Ac
Enter a polygon number and press Accept. (Note: If no —

job is active, the polygon number will not show, nor .;j’ 3)

will it be saved; the polygon number appears (and will *’

be saved) only after you have saved the current activity
as a job. See “Saving a flown polygon to a job
(optional)” on the next page.)

The polygon is completed and appears in the map as
an inclusion polygon (the default) (5).

Note: If Job Flow PMaps is set to YES on the “Flow
Control Advanced Setup” screen (page 124) you will
be prompted to (optionally) add a flow rate for the

polygon.

Saving a flown polygon to a job (optional) 3 points in polygon 1.26 Ac —\
(5)
poLYs A

Press (where ‘n’ is the job to which you want to save

the polygon). See the note near the bottom of the previous page, m} >
and “Working with Jobs” on page 98 for more information on !
saving jobs

Naming and editing a flown saved polygon (optional)

When you save a flown polygon, you can give it only a number (and even that isn't saved unless the
polygon is associated with a job—already or after creation). You can, however, subsequently give a newly
flown, saved polygon a name, change the polygon to an exclusion or open polygon, or change the latitude
and longitude of each polygon point. The following section briefly describes these options. (For detailed
information on these steps, see “Creating a polygon by manual entry of point coordinates” on page 105.)

SETUP }> SETUP| o SETUP| -, [ ’ the Create & Modify Polygons window appears (1).

(Note: In the schematic below, pop-ups are shown as small representative sections only.)

Press
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Select the polygon you want to edit—by job (2)
and number (3).

Press Name then enter a polygon name (4); press
Accept (the default name is the polygon
number—not shown.

Press Type and select the appropriate type from
the drop-down list (5).

For latitude and longitude, press the appropriate
button and in the data window, enter a new value
(6); press Accept. Repeat for each polygon point
(press the + or — buttons to cycle through the
points - 7).

1 JOB FILE NAME

PATS POLYS §

INCLUSION

XCLUSION
PEN

Note: If an exclusion polygon is wholly or partially inside an inclusion polygon, the area of the exclusion
polygon inside the inclusion polygon is subtracted from the total polygon area. See “Calculating Total

Polygon Area” on page 107.

Tip! To see the total cumulative area of your inclusion polygons, set your left or right large format display,
or one of your field (fields 1-3) displays, to Total Polygon Area through SETUP > SETUP > SCREEN >
DISPLAYS. The total polygon area is the sum of the inclusion polygon areas less the area of any exclusion
polygons wholly or partially inside an inclusion polygon (see “Calculating Total Polygon Area” on

page 107).
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Creating a polygon by manual entry of point coordinates

> .

Press‘ SETUP \> SETUP s, SETUP

7

1. Select an active job and select (to modify)

or add (to create) a polygon number as
required. The default job is the currently

active job (the job loaded on the map). The

default polygon number is 1.

.
, the Create & Modify Polygons window appears.

v

2. Press Name, enter a value in the data entry E | :
window that appears, then press Accept. CLEAR
The name appears in the Name field E INCLUSION & '
(PolyX1 in example at right). L
Enter Coordinates Go Back
3. Select the polygon type: Press Type and
select INCLUSION, EXCLUSION, or OPEN from @ [ )
the drop-down list. @ |<NEW> [1
4. See “Working with Polygons” on page 101 B
for information on polygon types. @ Re‘;;’;“’
5. Set the latitude and longitude for each '
polygon point: Name | [PolyX1 -
a. Press Latitude. In the Enter Latitude '
window enter a value and press Figure 7-2: Create & Modify Polygons win-
Accept.
If you need to change the To change direction
direction for latitude (N or = move cursor to here
S) press the right arrow "IN — (to before the
button to move the cursor current direction, N
to just before the direction L:;:e example),
then press the down arrow
to change the setting. To
change the direction back
repeat this step—do not
press up arrow to reverse
the direction as the up
arrow selects previous
characters in the latitude.
. \ \J
b. Press Lonqltude. _In the Press to move the cursor .. press (dowp arr.ow) to toggle
Enter Longitude window left or right (switch) the direction S-N - S
enter a value and press
Accept. See the example above to change the direction.
c. For each additional point in the polygon, press the “plus sign” to move to the next
sequential polygon point and repeat steps a and b.
6. When finished entering all polygon information press EXIT to close the Create & Modify

Polygons window and return to the map.

@

See next page for an example of a four-point polygon (PolyX1) created with this procedure.
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N33° 28' 26.507 W111° 29" 24.00" 404" HOT
4‘ o 2 KEYS
. Polygon point #3 / |
Point 1: 33°28'43.000”N, 111°29°24.000"W i SRAT
Point 2: 33°30°30.000”N, 111°30°30.000"W Z00M
Point 3: 33°32'00.000”N, 111°28'00.000"W  [MODE Eg}% M
Point 4: 33°31'20.000”N, 111°27°30.000” W i SlEE
Polygon point #2@ =
2 BRI |
- CLTK
BoLYs : Polygon name oh
4
Polygon PolyX1 of Job 1 i:;r‘ —
\ \ Polygon point #1 P Dif
Figure 7-3: Polygon created e 4 Logaing gmgr
by manual point entry @ M= PoLYGO(l 01Polyx1 BRG 010° RNG 22Mi Auto Boom ON
‘ KEYPAD H SETUP ] MARK H RETURN SETA

Importing coordinates from a GIS file

You can import GIS files, such as a shapefile, from MapStar or another third-party application. Figure 7-4
shows a GIS file in MapStar (left) and the same GIS file imported into IntelliTrac (right).

GIS file in MapStar Same GIS file imported into IntelliTrac
s = e e vz vsor
File View Tools DataManagement Vrate Window Help _J&8[x 4‘ L KEYS
DBEE SR CQAM oS |EBRR(?  BRYERS ]
T T T T T ] W
Z00M

1 MODE
1 Manual #
2515100 - =L CJBE
f
EH o CLTK
1

[

POLYS {H _ IFJB
E
[

= GSIM

| 25715

| a5-1450

— GBS Dif

Logging is READY
4000 Feet ROUTE 01 BRG—" RNG —.- Auto Boom ON

) 1
MARK H RETURN ] SETA

Figure 7-4: GIS file in MapStar and imported into IntelliTrac

M 100 200 300 400

o=

50°2% -80°28'45" -80°2830" 80°28'15" 50°2%
' | . . | . | |

keveno ]‘. Py ]

For Help, press F1 . 35715'19.4" -90°28'34.2"  10.00 KG/HA 0.00 H

To import a GIS file:

1. Insert a USB drive into the PC on which the GIS file resides.

2. Using your preferred application save your GIS file to the USB drive with a “n.job” extension
(where n = Job number).

3. Remove the USB drive from the PC and insert it into your G4.

4. Transfer the GIS file from the USB drive to the G4 hard drive (see “Transferring All Log Files Hard
Drive to USB Drive” on page 59).

5. Press | B > [PETUP | » [SETUP| - | ' , where ‘n’ is the job number you saved in

step 2. IntelliTrac opens the plot containing the GIS file.

Tip! If using MapStar, you can edit the shapefile (GIS file) to reduce the number of polygon points in a
polygon (a polygon can only have up to 250 points) or to break the GIS file into separate jobs. For example,
if contracting multiple pilots, you may want to break a region into quadrants. See your MapStar
documentation for information on editing GIS files.
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Calculating Total Polygon Area

The total polygon area is the sum of the areas of all the inclusion polygons in a job less the area of any part
of exclusion polygons within the inclusion polygons.

Tip! Total Polygon Area is one of your many lightbar display options. See “Lightbar Setup - Basic: Display
Fields, Crosstrack Values” on page 36 for more information.

From the total area of the inclusion polygons, IntelliTrac subtracts the:

e Area of any exclusion polygons wholly within inclusion polygons
e Area of any parts of exclusion polygons within inclusion polygons

Figure 7-5 shows how IntelliTrac calculates the total polygon area. Polygons 1, 3, and 4 are inclusion
polygons; polygon 2 is an exclusion polygon.

In A, the total polygon area is In B, the total polygon area In C, the total polygon area is the sum of
Polygon 1 area minus is Polygon 1 area minus the Polygons 1, 3 and 4 area minus the three
Polygon 2 area. shaded area of Polygon 2. shaded areas of Polygon 2.

Figure 7-5: Total polygon area calculations in IntelliTrac

Saving Polygons

When you set polygon points while flying, you can quickly save the polygon using the SAVE Quick Key after
setting your final polygon point. Polygons are normally components of a job (as are flown patterns) so if
you are creating a polygon to save with a job save the job and the polygon. Alternatively, you can create,
save, and use polygons without making them components of a job (see the two sections after the following
procedure).

Saving a polygon to/with a job

With <No JOB Name>* showing in the header (because there’s no ml p—
active job), after flying and setting all your polygon points (1), / B
press the SAVE Quick Key (2) to save the polygon. L ‘

Give the polygon a number (3). Note that that’s all you can enter —— &Q
A8Ac 1

START.

I
LOG

for the polygon, just its number. Press EXIT. 4 points in polygon 1 frpee

The polygon becomes shaded in the map (4 - shaded because it is Gﬁsuifc

an inclusion polygon by default). Note that the polygon is not + Lngghg§o,%
showing its number; that’s because the activity —the creation of A%k Deom OFF
the polygon—has not yet been saved as a job.

Press KEYPAD then SAVE, JOB, 6 to save the job—as Job 6).
(5). Press ENTER.

Because the polygon now has a (parent) job, its number (1) is
showing (6 - inside the polygon because it's an inclusion polygon).
The header will be showing JOB: 6.

Job 6 saved
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Saving/using a polygon without a job - single session

Use this procedure if you want to create and use a polygon but do not want to keep the polygon after you
exit IntelliTrac.

: . |cLEAR JOB
1. Press | KEYPAD | > | ¢umm > 9 >

header area.

NTE!

to clear all jobs. <No JOB Name>* is displayed in the

— POLY POLY
2. Press | KEYPAD > | g > 6 |then use the swath advance buttons to define your polygon

points (see step 1 of “Setting polygon points as you fly” on page 102).
3. When you have finished defining your polygon, do not use the SAVE Quick Key.

; . | savE POLY

Instead, press | KEYPAD > | wmp | >| 6 |> (so do not enter a poly number). This allows
you to keep the polygon on screen but without a number (a temporary save). IntelliTrac returns you
to the map with the polygon still displayed and with the SET A button available. The polygon swath
setup buttons are no longer visible.

4. Set your pattern points (A, B, and C if necessary) and fly your swath guidance lines in order.
You cannot use the Enter Poly Pat feature with these temporarily saved polygons.

When you exit IntelliTrac, your temporarily saved/used polygon is cleared from IntelliTrac’s
memory.
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Saving/using a polygon without a Job - multiple sessions

Use this procedure if you want to create and use a polygon and want to keep the polygon after you exit
IntelliTrac, without saving the polygon to a job. The polygon is saved to a job as a component of JOB 00
(000) and remains a component of JOB 00 until you overwrite JOB 00.

[ . |CLEAR JOB
1. Press | KEYPAD | > | quum > | g >

header area.

ENTE

H

to clear all jobs. <No JOB Name>* shows in the

’ ‘ POLY POLY
2. Press | KEYPAD | > 6 |> 6 then use the swath advance buttons to define your polygon

points (see Step 1 of “Setting polygon points as you fly” on page 102).

SAVE POLY

3. When you finish defining your polygon, press KEYPAD > - | > 6 >n> NI

, Where

‘n’ is the polygon number.

IntelliTrac returns you to the map with the polygon still displayed with the SET A button available
and the polygon setup swath buttons no longer visible. Do not save the job.

4. Set your pattern points (A, B, and C if necessary) and fly your swath guidance lines in order.
You can use the Enter Poly Pat feature with polygons saved in this manner—see “Applying a Swath
Array (Pattern) to a Polygon” on page 111.

When you exit IntelliTrac your polygon is automatically saved to JOB 000 and when you restart
IntelliTrac JOB 000 is on screen with your polygon (ZOOM > CENTER if necessary). The polygon
remains a component of JOB 000 until you save JOB 000 with new components.

Editing a Polygon

You can edit all aspects of a polygon—you can edit, remove or add polygon points, just as when you are
creating a polygon by manual entry of point coordinates.

To edit a polygon:

| n
1. Press | SETWP | > SETUP 5 'SETUP & | Powgons | the Create & Modify Polygons window appears

(see Figure 7-2 on page 105).
The Job and Polygon fields default to the current job and polygon 1 in that job.

2. See “Creating a polygon by manual entry of point coordinates” on page 105 for instructions on
entering/editing polygon information.

Deleting a Polygon

AWARNING: You can use the same polygon numbers in multiple jobs; therefore, make sure that when
deleting a polygon you delete it from the correct job. The number you enter is the number
of the polygon in the current job.

To delete a polygon:

[
CLEAR| | POLY
KEYPAD l NTE

1. Press! o 6 n (where ‘n’ is the number of the polygon you want to

delete). A NO/YES confirmation pop-up appears.
2. Press YES to confirm the deletion.

Receiving Guidance to a Polygon
When you receive guidance to a polygon:
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S

The lightbar provides guidance to the center of the polygon and a 5 e
dotted line appears between the aircraft and the polygon’s center. '

The bottom of the Moving window area displays “POLYGON" and
bearing and range values for the polygon. iw%%"e:
If you set Time to Edge and Edge Distance as display options for
your lightbar their values appear when a polygon side is in your
flight path. If you cross the polygon’s edge and are inside the :
polygon, the display changes to the time and distance to the next |pous o

side in your flight path.

T T e
EERERERERE ]

s

To receive guidance to a polygon: , ~.
2000 Feet kmwsou 011.1 BRG 348° RNG1BSMIZFJ

1. Load the job the polygon is saved in (loading a job provides access I — H — ] — ]I — ]
to all polygons in the job). :

POLY
KEYPAD
2. Press| =ia 6 n ﬂ

guidance.

, where 'n’ is the polygon to which you want to receive

To cancel guidance to a polygon:

KEYPAD . .
ﬂ, the screen briefly displays the message “Return to Mark canceled.”

Press |

PN 875-0308-000 Rev B
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Applying a Swath Array (Pattern) to a Polygon

You can apply (recall) a swath array to a polygon ‘manually’ if the polygon has patterns saved with it (see
“Applying a Saved Pattern to a Polygon” following) or by using IntelliTrac’s automatic swath array/pattern
application feature (see “Auto-applying a Swath Array to a Polygon”).

Applying a Saved Pattern to a Polygon

Some polygons may have associated patterns. For example, you may have two patterns (such as back-to-
back and racetrack) saved to a specific polygon because those are the two patterns you fly most frequently
for that polygon. Use SET > PATTERN ‘n’ > ENTER to apply a saved pattern to a polygon.

Auto-applying a Swath Array to a Polygon

This feature is known as “Enter Poly Pat”. When you use this feature, IntelliTrac automatically ‘patterns’ a
polygon by applying an A|B line to it and generating a swath array. By default, IntelliTrac applies the A|B
line to the job’s lowest numbered polygon (if the job has multiple polygons). And it applies the A|B line to
the side of that polygon that results in the fewest number of swaths required to cover the polygon area.
When you have multiple polygons, you can change the polygon to be patterned and the side of the selected
polygon that the swath array is based upon (see “Rotating the A|B line around a polygon” on page 112).

To auto-apply a pattern to a polygon:

1. Set the job containing the polygon (KEYPAD > SET > JOB > ‘n’ > ENTER).

2. Select the pattern you want to fly—see “Entering Basic Job Details (Quick Start)” on page 49 for
more information.

POLY PATTERN

3. Press [KEYPAD| > 6 > 1

IntelliTrac applies an A|B line to the side of the lowest numbered polygon that results in the fewest
(minimum) number of swaths, generates a swath array from the A|B line, and displays the poly
pattern panel in front of the data panel. In Figure 7-6, IntelliTrac has applied A|B to the first polygon
(1) and generated an array to the left of A|B (the right of BJA —as viewed).

LFT BK-BK Width: 78.7 Ft USE
ange Po NOCTRL %
ENTER

Z00M
MODE

Manual

11

Long to Short

LEFT 41
196.2°/ 16.2°

A—B

POLYS

WPT By Name BRG — RNG —-
1 L 1 L 1 L L
/
MARK I
SETUP NGoE ] H RETURN H DEC H ADV ],

Figure 7-6: A|B line and swath array auto-applied to the first polygon

Note: On pressing EXIT, IntelliTrac provides guidance to A[B’s point A. See “Guidance to A[B line’s A point
-as a’‘mark’” on page 113.
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Using the ‘Poly Pat’ Panel Features:

Change Poly: Cycles through the
polygons. IntelliTrac initially applies A|B
(and array) to the ‘minimum swaths’ side.

L

i

@) /

f Change Poly \.h

\

/ il
1)

Rotate: Cycles A|B through the polygon

sides. The sequence is dictated by the Left/Right
selection, which toggles between long(est) to
short(est) and short(est) to long)est). See also
“Rotating the A|B line around a polygon” on
page 112.

Left/Right (i): Because the swath array must occupy
the selected polygon (and beyond), the left/right
direction relates to where the swath array is relative
to A|B. So when you press the Left/Right button, the
A|B line switches end-to-end. This changes the left/
right direction of the (unmoved) swath array relative
to A|B.

Left/Right (ii): In addition to switching A|B end-to-
end, pressing this button also changes the sequence
of the ‘rotation’ of A|B around the polygon: from
‘Long(est) to Short(est)’ (the default) to ‘Short(est)
to Long(est)'. If you switch, the new sequence
becomes effective at the next press of Rotate.

‘LEFT 41’ (example): Indicates that 41 swaths to the
left of A|B will cover the area (of polygon 1).

‘n’°/ 'n’°: The first figure is the true north bearing of
the vector A|B; the second the true north bearing of
the vector B/A. Thus the values are always +/- 180° of
each other. The values switch position if you switch
A|B end-to-end: A|B is always first.

A -> <- B: Switches A|B end-to-end (so L/R stays the
same) and switches A|B to the last swath of the
polygon’s array. The new start of the array is what
was the last swath for the polygon.

Rotating the A|B line around a polygon

After IntelliTrac has initially applied the A|B line you
can ‘rotate’ it around the polygon to suit the
prevailing conditions.

Note: The ‘Rotate’ button does not actually rotate the A[B line around the polygon sides in the
sense of in a clockwise or counter-clockwise direction. It moves the A[B line in the sequence

1
f

e
4/ //%ong to Short
%

////

-_

LT

A A

A|B 196.2°/ 16.2° B|A A|B 6.2°/196.2° B|A

\

//

B

////////////MM?MMM#«."?;

=

1
%fﬂ/f’ﬂf

long(est) to short(est) or short(est) to long(est). Pressing the Left/Right button switches the sequence (as

well as the swath array direction from A[B).
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"~ A
Long to Short ‘

A
- 'Short to Long
A \.:

Figure 7-7: ‘Rotating’ the A|B Line around a polygon

Note: In the Long to Short sequence (top row) the swath arrays are all left of A|B. In the Short to Long
sequence, the swath arrays are all right of A|B. The Left/Right button doubles as a swath direction button
and a rotation sequence button.

Guidance to A|B line’s A point - as a ‘mark’

If, after setting up your swath array for the 946° 7374 6°
appropriate polygon, you press EXIT to remove ‘

the Poly Pat panel (1), IntelliTrac treats A|B's A A—B

TRK |

point as a mark and provides guidance to it (2). If | ® 7000 Fect: Hanua
you press ENTER (cancels guidance to ‘mark’ - E,ﬂ E

KEYPAD

(3), you get the “Return to Mark canceled”
message (4).

e _
) 1 EADY x
%3 ~
ZOOM MARK DEC @
Return to Mark cancelled.
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Chapter 8: Flow Control and Managing Prescription Maps

Liquid - IntelliFlow2 (‘IF2’) - Screens Summary

Liguid Menu Map - IntelliFlow2 (‘IF2’)

Legacy Liquid - IntelliFlow (‘IF’) - Screens Summary

Liquid Menu Map (‘Legacy’ IntelliFlow ‘IF’)

IntelliFlow (Liquid) and IntelliFlow 2 (Liquid) Screen Details
Using Prescription Maps
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Chapter 8: Flow Control and Managing Prescription Maps

This chapter provides information on two controller modes:

e IntelliFlow 2 (IF2) liquid
e IntelliFlow (IF - ‘legacy’) liquid and dry

The chapter structure is:

a. A table of screens with brief, summary descriptions of screen features for IntelliFlow2 liquid, and
IntelliFlow (legacy).

b. The menu map for each mode (each mode’s menu map follows its screen summary section - a).
c. Atable for each screen (across all modes) with details of each field or option on the screen.

The summaries and menu maps (b and c) are in the order:

e “Liquid - IntelliFlow2 (‘IF2’) - Screens Summary” on page 116
e “Legacy Liquid - IntelliFlow (‘IF’) - Screens Summary” on page 118

Liquid - IntelliFlow2 (‘IF2’) - Screens Summary

See menu map next page. Use the screens/windows as follows (details are provided after the menu map).

Table 8-1: Liquid - IntelliFlow 2 (‘IF2’)

Screen/Window: Activities and Options
1 IntelliTrac Setup Go to ‘G4 Controllers’ (in 2) and the system setup screen (3)
2 IF2 Initial Setup Despite its name, this screen is for all controllers. Select from single flow
IntelliFlow 2 (‘IF2'; legacy controllers and dual rate IF2.
3 System Setup Access the flow control setup screen (4)
4 Flow Control Setup Set flow control rate type, flow mode, target rate (same as set in 9),
prescription map, tank volume (content, not capacity [size], same as set in
9). Reset product used volume and sprayed area.
5 Flow Control Advanced Reverse primary SO (spray off), job flow prescription maps, go to set
Setup control parameters (9), set lead times for edge on and off (auto boom
control. Access the valve test screen (10) - same as from 9
6 Spray Boom Setup Set autoboom on (YES) or off (NO) for left, center and right boom control,
view boom on/off status, set percentage of boom width that the left and
right booms constitute (they will be the same, one sets the other). You can
turn autoboom on or off here or in the Flow Setup Parameters screen (9).
7 Single Liquid P & G Gain Set ‘quick’ PGT values for flow and positions, set P and G gain and
w/Tolerance setup tolerance. Reset default values.
8 Load Hopper Mode Initiate recording of hopper (intake) or set hopper volume
9 Flow Setup Parameters This screen allows for dual rate settings, the primary rate being the single
rate. For single rate, only one set of fields is presented. Set autoboom on
(YES) or off (NO - same as on/off in Spray Boom Setup screen (6). Set
(primary) meter’s Z factor (same as in 13), target rate (same as set in 4),
and tank volume (content, not capacity [size], same as set in 4). Reset
volume 1 (primary flow), current field volume and total volume.
10 IF2 Valve Open/Close and SO Test valve opening and closing times and spray off functionality.
Tests
11 Connected IF2 Devices Set pressure transducer, hopper turbine, ‘RUN Without Devices’ and
boom control to Yes/No.
12 IF2 TAD/ Test Valve(s) Set the turn around delay, reset defaults, and access the valve test screen
(10- same as from 5).
13 Turbine Meter Calibration Set meter’s Z factor (same as in 9) and calibrate the turbine meter using a

Setup

known amount or by rate and volume.
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Liquid Menu Map - IntelliFlow2 (‘IF2’)
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Chapter 8: Flow Control and Managing Prescription Maps

Legacy Liquid - IntelliFlow (‘IF’) - Screens Summary

See menu map next page. Use the screens/windows as follows (details are provided after the menu map):

Table 8-2: Legacy - Liquid - IntelliFlow (‘IF’ )

Screen/Window:

Activities and Options

1 IntelliTrac Setup

Go to ‘G4 Controllers’ (in 2) and the system setup screen (3)

2 IF2 Initial Setup

Despite its name, this screen is for all controllers. Select from single
flow IntelliFlow 2 (‘IF2’); legacy controllers and dual rate IF2.

3 System Setup

Access the flow control setup screen (4)

4 Flow Control Setup

Set flow control rate type, flow mode, target rate (same as set in 7),
prescription map, tank volume (content, not capacity [size], same as
set in 7). Reset product used volume and sprayed area.

5 Flow Control Advanced Setup

Reverse primary SO (spray off), job flow prescription maps, go to set
control parameters (7), set lead times for edge on and off (auto boom
control. Access the valve test screen (10) - same as from 8

6 Spray Boom Setup

Set autoboom on (YES) or off (NO - same as in 7), set for left, center
and right boom control, read boom on/off status, set percentage of
boom width that the left and right booms constitute (they will be the
same, one sets the other).

7 Flow Setup Parameters

This screen allows for dual rate settings, the primary rate being the
single rate. For single rate, only one set of fields is presented. Set
autoboom on (YES) or off, (NO) - same as in 6) set (primary) meter’s
Z factor (same as in 9), target rate (same as set in 4), and tank volume
(content, not capacity [size], same as set in 4). Reset volume 1
(primary flow), current field volume and total volume.

8 TAD / Diagnostic & Trouble
Shooting

Set the turn around delay and view system data, reset defaults, and
access the valve test screen (10 - same as from 5).

9 Turbine Meter Calibration Setup

Set meter’s Z factor (same as in 7) and calibrate the turbine meter
using a known amount or by rate and volume.

10 IntelliFlow Valve/SO Tests

Test valve opening and closing times and spray off functionality.
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Chapter 8: Flow Control and Managing Prescription Maps

IntelliFlow (Liquid) and IntelliFlow 2 (Liquid) Screen Details

Each of the screens/widows listed and mapped in the previous pages are repeated here followed by a table
with details about the fields and options on each screen/window (‘Screen/Window Item’ - column 1).

IntelliTrac Setup

MAC Asdress: 0300GEMEald  Uniges ID: SatiocGH_cadd Eeadeane V 216,102 1063 MAE hddrasa: SE00MIMAeald  Liniqud IE- Satiocthl_cadd Biwinane ' 3.0 562 163
T WE-DM D 81, T8 WEOH Dec 02, 3018
Single IntellFiow Detected b Single IF2 Cirt Detected
rw—m—h BACK-TO-BACK . hetians |—W1 BACK-TO-BACK . iy
I ' REPEAT : ‘ REPEAT 2o
potmm  woon e
k SETUP !
r"m| RIGHT |"LEFTRIGRT"|  miGHT P
b Mare Cplicns - el More Options.
ml ﬂ ﬂ
‘G4 Controdiers Resurn To FTEm—
Map 4 Map
IF - Legacy IF2 Liquid (Note ‘Load HOPPER’)

IntelliTrac Setup (SETUP quick key below map)

Screen/Window Item Description/Comment
Load HOPPER Liquid only — goes to “Load Hopper Mode"” (page 128)
G4 Controllers Goes to “IF2 Initial Setup” (next screen)

IF2 Initial Setup

W

e e sy
e W | [
| DRYGatEIE2) | ‘_B:Ail( DRY[GHIc|F2) _ IB‘Ai;
_. SoELE | Go Back _ [m} GoBack
- el
e TRl e T
i. Legacy ('IF’) ii. Liquid (IF2)

IF2 Initial Setup (SETUP > G4 Controllers)

Screen/Window Item Description/Comment

Single Flow IF2 (controller Depending on LOGGING SETUP settings (System Setup —

mode - selected in ii above) page 121), any change to Controller MODE closes current log,

opens a new log.

Connected IF2 DEVICES Goes to “Connected IF2 Devices” (page 132)

IF2 Info Goes to “IF2 Info List” (page 133)

Legacy Controllers (controller

mode - selected in i above)

RESET IF2 Controller

Dual Rate IF2 (controller

mode - not shown selected)

IF2 Warnings Goes to “IF2 Operational Warnings List” (page 132)

RESET (Controllers IF only) May say “Controller NOT FOUND"”
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System Setup

" e fmwmwnmj SETUP m'-’ {nmmrm!wj SETUP .

Mote Options More Options
e BAGK BACK
h i

ﬁ Go Back GoBack
RETUITI To Return To
Map

FLOW CTRL - Legacy and IF2 Liquid DRY CTRL - Legacy Dry

ﬂ

System Setup (SETUP > SETUP)

Screen/Window Item Description/Comment
‘DRY CTRL’ or ‘FLOW CTRL’ From Flow Mode in “Flow Control Setup” (following) where
(and other non-IF2 related settings, flow mode ‘Dry’ (legacy dry) shows DRY CTRL here and flow
e.g. LOGGING SETUP) mode ‘Liquid’ shows FLOW CTRL here.
121 PN 875-0308-000 Rev B
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Flow Control Setup

Single IntelliFlow Detected

“Flow | [Constant Rate j
Control
g Constant Rate

—Flow—
Mode 1 Constant Rate Poly

Variable Rate
Target .
Rate Monitor Only

OFF

i
"W“W Gallons @
Volume 1 TomlArea] |
Legacy (IF)

Single IF2 Ctrl Detected : Single IntelliFlow Detected
SETUP —Fiow— |Constant Rate j SETUP f‘—FI"— (Constant R:“ - SETUP
Control Control
More Options SFlow | [Liquid u More Options Flow | |Dry u More Options
Mode . Mode .
BACK © Target BACK f——ﬁm—- BACK
30.0000 Gal/Acre 250.3621 Lb/Acre
— { Rate e Rate —
Go Back Prescription Go Back fmmmr Go Back
Map Map
m !'_Vomme ’ 250  Gallons EF!_’ a "_‘Vom,,,, ‘ 2086 Lb ﬁ
Return To T r— Return To HETET— Return To
Map Volume Total Area Map Volume Total Area Map

Liquid (IF2) Dry - Legacy (IF)

Flow Control Setup (SETUP > SETUP > FLOW CTRL or DRY CTRL)

Screen/Window Item

Description/Comment

Flow Control

Constant Rate - Constant rate flow control

Constant Rate Poly - Constant rate flow control that automatically turns
on/off at polygon borders.

Monitor Only - You monitor the flow system, controlling the flow
manually. For example, use this mode to calibrate your flow meter or for
logging rates if using AutoCal.

Variable Rate - Automatically adjusts the flow rate based on the
prescription map you load—this option is available only if you have a
prescription map loaded. For variable rate spray applications you can
select a prescription map from the Prescription Map window. See “Using
Prescription Maps” on page 135 for more information.

OFF

Flow Mode

Liquid or Dry — changes Target Rate units. Determines button label in
System Setup (preceding screen) where Liquid shows as ‘FLOW CTRL’ and
Dry shows as ‘DRY CRTL').

Target Rate

Press (for number pad) and enter target rate. Units change according to
Flow Mode e.g. Lb/Acre for Dry, Gal/Acre for Liquid (for ‘Global Units’ =
US from UNITS from System Setup - page 121).

Prescription Map

Opens the Prescription Map window.

Displays the loaded prescription map. You can also select a different
prescription map from the drop-down list.

Note: You must have an active prescription map subscription for this field
to be active (to use prescription maps).

Volume -

Set the beginning hopper volume.
This value counts down as material is sprayed.

MODE

Reset Volume

Resets the volume to the last amount entered by the user. The volume
resets to the default 500 gallons if no previous amount was entered (that
is, the default was accepted)

Reset Total Area

Reset the total sprayed area (as shown in the data panel) back to 0. The
Total Area counter resets to 0.
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Prescription Map (See also “Using Prescription Maps” on page 135

R X Select ipti d
RiverRanch_Fld-2 e
RX_40behindwoodslot_VSC5G_61931
RX_BehindNormans_VSC5G_61923

Sugar Loaf Home

Sugar Loaf Home_2
Sugar Loaf Home_cw1
lk

SunsetSuperFeb2015 Accept
Map

Cancel
Selection

SunsetSuphSuper

Prescription Map (SETUP > SETUP > FLOW CTRL or DRY CTRL > Prescription Map)

Screen/Window Item

Description/Comment

Listed prescription maps in G4 data

folder.

Lists all PMaps currently on the hard drive (loaded through

the Transfer Files feature (System Setup screen). Select
accordingly. (Can also use Auto Transfer USB on the System

Setup screen.)
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| INTELLIFLOW - Firmsro Vorsion: 174.3761.1F
| Compite DateiTime: cer 2 18:50:34 2011

f Reverse 1 NO
Primary SO?

|

|

| f Job Flow 1 HO
PMap's

| prez—
Parameters

g [+~ ()|

| Edge OFF | [ 0100
| A — ]

Liquid - Legacy

Flow Control Advanced Setup - Liquid - Legacy (IF) and IF2

IF2 Firmwara Varsion: 36,008

SETUP ' T;:',m i 300 - SETUP |
More Options 4 More Options
ﬁ- Reverse. 1 NO
| Primary 807 |
BACK ‘BACK
| A R
Go Back "wcalb'mmon . H 40.0 Go Back

o

F

\ .

" Lﬂ?‘rfn':e H 0100 . ['i'eé‘tir'ah’e’! ﬂ
[ 1#2 Onby

Return To Edge OFF 0.100 — Return To
Map Lead Time ] seeard Map
Liquid - IF2

Flow Control Advanced Setup (Liquid - IF and IF2), (SETUP > SETUP > FLOW CTRL> SETUP

Screen/Window Item

Description/Comment

Trim Up/Down
Percentage (e.g. 1.00) %

IF2 liquid only: Percentage of target rate to increase/decrease
per trim (‘bump’): e.g. Target = 30 gals/acre; Trim% = 5; one
trim ‘nudge’ = 1.5 gals/acre increase (so 31.5 gals per acre).
Percentage is not cumulative; it is always of the target rate, not
the ‘trimmed’ rate.

Reverse Primary SO (Y/N)

SO = Spray Off. Relates to auto-boom off/on spray switching by
braking/releasing the aircraft’s pump where: “normal”
braked = spray off; released = spray on. If the G4's auto-boom
off/on switching does not work this way (i.e. you get braked =
spray, released = spray off), set this to YES - reverse (to
‘normal’).

Job Flow PMaps

Legacy (IF) only: Set to YES to have the option to include a
flow rate for a polygon created while flying (see “Setting
polygon points as you fly” on page 102).

Hopper Meter Calibration (e.g. 40)

IF2 only: This is the Z factor for the hopper load (intake meter)
if fitted. Its intake reading should agree with the loader’s
delivered meter reading. If it doesn’t, investigation is required.

Set Controller
Parameters (e.g. ‘IF2 Only’)

Goes to “Flow Setup Parameters” (page 125)

Edge ON Lead Time (e.g. 0.100)
Second

Works with auto boom — how much (in seconds) to open valve
or gate before the edge of an inclusion polygon on approach.

Test Valve (‘IF2 only’
below button)

Goes to “IF2 Valve/Close and SO Test” (page 130).

Edge OFF Lead Time (e.g. 0.100)
Second

Works with auto boom — when within an inclusion polygon,
how much (in seconds) to close valve or gate before the edge
of an inclusion polygon when exiting.
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Flow Control Advanced Setup - (Legacy) Dry

Auto Boom YES

BAG;
h
Go Back

ON 0.100
memm - — il
[mEdgeoffun) (0100 .., Return To

Lead Time

Map

Flow Control Advanced Setup (Dry - IF), (SETUP > SETUP > DRY CTRL> SETUP)

Screen/Window Item

Description/Comment

Auto Boom (Y/N)

Set to Y to have the booms come on and off at application

boundaries (polygons, prescription maps).

Edge ON Lead Time (e.g. 0.100)
Second

Works with auto boom — how much (in seconds) to open valve
or gate before the edge of an inclusion polygon on approach.

Edge OFF Lead Time (e.g. 0.100)

Second

Works with auto boom — when within an inclusion polygon,
how much (in seconds) to close valve or gate before the edge

of an inclusion polygon when exiting.

Flow Setup Parameters - Liquid - Legacy (IF) and IF2)

[ Auto Boom ) YES
Primary IF
! Meter ! 125.0
| Calibration ZFactor

| Target 30,0000
iz Galiacre

{ Volume 1 ] [ 25?33|

[ Reset ,
Volume 1

f Reset Current Field Volume ‘ f Reset Total Volume ﬂ

N

SETUP |

More Options

@

Go Back

Return To

0G

0G

Map

Flow Setup Parameters (Liquid - IF and IF2),
(SETUP > SETUP > FLOW CTRL> SETUP > Set CONTROLLER Parameters)

Screen/Window Item

Description/Comment

Auto Boom Y/N

Set to Y to have valve/gate open/close at product application
boundaries (polygons and PMaps). This is the same Y/N setting as on
the “Spray Boom Setup” screen (page 126).

Meter Calibration

Set the Z Factor value - start with the Z factor shown on the flow
meter. This is the same as setting the meter calibration the “Turbine
Meter Calibration Setup - Liquid - IF and IF2” on page 131

Target Rate

User set ‘coverage’

Volume 1/Volume 2

User set — volume in hopper

Reset Volume 1/ Volume 2

Resets volume to last value in the Volume field

Reset Current Field Volume

Resets (to zero) the volume recorded for the current field to zero

Reset Total Volume

Resets (to zero) the cumulative volume recorded for all fields in the
current job.
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Spray Boom Setup

| LEFT ) { CENTER ] ﬁ RIGHT ] BACK
| =

[40% =l |20% - [40%

Auto Boom YES

—
YES
LICR J
Boom Section Boom Section Boom Section
ON ON ON

Total Spray BOOM 100%

Go Back

Return To
Map

Liquid - IF and IF2

Spray Boom Setup (Liquid - IF and IF2), (SETUP > SETUP > FLOW CTRL> SETUP > SETUP)

Screen/Window Item

Description/Comment

Auto Boom - Y/N

Set to Y to have the booms come on and off at spray boundaries
(polygons, prescription maps). This is the same Y/N setting as on
the “Flow Setup Parameters” screen (page 125).

Boom L/C/R - Y/N

Displays/hides the Boom Section (ON/OFF) indicators

Boom Section x3 — ON or OFF

These are indicators, not controls. Electrical connections detect
when booms are on or off and indicate their status here: Yellow =
ON; Red = OFF.

LEFTCENTERRIGHT

Set these so the system knows by what percentage to reduce the
flow rate as booms are switched off

40% 20% 40%

Percentage of whole boom (based on number of nozzles). Set to
nearest percentages rounded to the nearest 5 for then nozzle
configuration. For example, wing booms with 17 nozzles each,
center boom with 7 nozzles (total 41), the percentages are 41.46/
17.07/41.46 so, rounded, set to 40/20/40

Total Spray BOOM 100%

Has to be 100 — accumulated boom percentages, Left and right
mutually adjust to be equal, adjust center to make 100.
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Single Liquid P and G gain with Tolerance Setup - Liquid - IF2 Only

PGTFLOW Settings PGTPOSITION Settings
Quick Select Quick Select
' PGAIN ) 5000 ‘ P GAIN ] 10000 BACK
—
f’ GGAN } 100 ‘ G GAN ] 100 Go Back
| roteRance | 50 [ sotgrance | so
(‘ SET FLOW Default Values ] ' SET POS Default Values ‘ Return To
\ J J Map
Liquid - IF2 only
SINGLE Liquid P & G Gain with Tolerance Setup
(SETUP > SETUP > FLOW CTRL> SETUP > SETUP > SETUP)
Screen/Window Item Description/Comment
Quick PGT FLOW This button opens the drop-own list below it. The preset options are Slow,

Normal and Fast; they reflect the ‘aggressiveness’ with which the system
attempts to attain the PGT target flow rate settings.

Quick PGT POSITION This button opens the drop-own list below it. The preset options are Slow,
Normal and Fast; they reflect the ‘aggressiveness’ with which the system
attempts to attain the PGT position settings.

P GAIN (e.g. 5000 - the This is the major movement of the valve—how quickly and slowly the
default value) valve initially responds.

G GAIN (e.g. 100 - the This is the fine tune adjustment of the valve, effecting overshoot and the
default value) speed of fine tune corrections to the valve.

TOLERANCE (e.g. 50 -the  This is the ‘plus or minus’ value for the encoder’s position. For example, if
default value) the encoder position is 3000 and the tolerance is set to 5, the motor will

stop moving the valve within the encoder range of 2995-3005.
SET FLOW Default Values  Resets PGT flow values to defaults (5000, 100, 50).
SET POS Default Values Resets PGT position values to defaults (5000, 100, 50).
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Load Hopper Mode - Liquid - IF2 Only

Press RESET/ START or Enter USER Volume...

l RESET/START HOPPER Load 1

STOP I'SAVE HOPPER Load —
] .BAcKl

| K=

Enter Hopper Volume (Optional) o Back

'——'— 0.00

gl Gallons ﬂ

_ Enter Hopper Size (REQUIRED)

f Hopper Size (200.00 gallons) ] Rez;r;‘l'o

Liquid - IF2 only
Load HOPPER MODE (SETUP - Load HOPPER)
Screen/Window Item Description/Comment
RESET / START HOPPER Load Resets the current hopper volume (and meter) to zero and
readies the meter for recording the liquid intake.

STOP / SAVE HOPPER Load Saves the recorded load volume - populates ‘Volume' in the

“Flow Control Setup” screen (page 122).

Hopper Volume Manual entry of added volume - populates ‘Volume’ in the “Flow
Control Setup” screen (page 122). Can be used to add any
known residual volume to the recorded loaded volume.

HOPPER Size Calibrates the fill level indicator, enabling it to know where full
and half full etc. are represented on the indicator.
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TAD / Diagnostics & Troubleshooting, Version Data - Liquid - IF and IF2

[
Primary IF ; Primary IF2

[y 40 SETUP [ w0 SETUP
[ ContioberVesson B 17030611F (3 More Options [ | More Options
* VERSION l[nwk:-mnnzlusﬂ]uuu l Defaults ] ’ Defaults ]

IntelliFlow Controller Diagnostic Tests BACK BACK
Input Record from IntelliFlow i —
$FC00I9 524 SR NS EE R
Output Record 1o IntelliFiow pea Go Back
$PONT,$,80.TR.280.62.0 ﬂ ﬂ
[ Test Valve(s) ] m Return To i Test Valve(s) ) Return To
: . Map

Liquid - IF and IF2 only

TAD / Diagnostic & Trouble Shooting (IF); IF2 TAD / Test Valves (IF2)
(SETUP > SETUP > FLOW CTRL> SETUP > Set CONTROLLER Parameters > SETUP)

Screen/Window Item

Description/Comment

TAD (IF & IF2)

“Turn Around Delay’. Change the input/output of the flow controller
within a range of 20 (minimum) and 80 (maximum): 40 is the default.
Typically, you do not need to change this value.

Version (IF only - see IF2 Info
from IF2 Initial Setup)

Information only — controller version

Defaults

Restore factory default(s) (TAD to 40)

IntelliFlow Controller Diagnostic
Tests (IF only)

Fields display information depending on the task you are
performing, such as diagnostic information when troubleshooting or
status information when updating IntelliFlow software

Test Valve(s) (IF & IF2)

Goes to “IntelliFlow Valve/SO Tests” (IF) or “IF2 Open/Close and SO
Tests” (IF2) - both page 130. The button is also on “Flow Control
Advanced Setup - Liquid - Legacy (IF) and IF2” on page 124.

Load New Program (IF)

IF only - for loading new firmware for legacy IntelliFlow.
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IntelliFlow Valve/SO Tests (IF); IF2 Valve Open/Close and SO Tests (IF2)

Valve TEST Mode

Screen title (IF - shown here)
“IntelliFlow Valve/SO Tests”

’CLOSE TIME ‘

Valve Pos: 1

CAUTION
While TESTING, take precautions when rotating VALVE.
Note: Speed must be less than 11 MPH.

(openTiE"| [ EI wsscons

200  Miliseconds

[--'—ﬁ'ﬁm'iﬁ _} ( “Test Spray OFF ]

Screen title (IF2)
“IF2 Valve Open/Close and /SO Tests”

BACK

e

Go Back

Return To
Map

IntelliFlow Valve/SO Tests (IF); IF2 Valve Open/Close and SO Tests (IF2),
(SETUP > SETUP > FLOW CTRL> SETUP > Set CONTROLLER Parameters > SETUP > Test

Valve(s))

Screen/Window Item

Description/Comment

Defaults

Resets open and close times to defaults (100 ms)

OPEN TIME (e.g. 200) Milliseconds

Use times for a simple check of relative pump runtimes for
gate opening — e.g. 200 milliseconds for a 0.2 second runtime,
2000 milliseconds for a 2 second runtime

CLOSE TIME (e.g. 200) Milliseconds

Use times for a simple ‘audio check’ of relative pump
runtimes for gate closing — e.g. 200 milliseconds for a 0.2
second runtime, 2000 milliseconds for a 2 second runtime

Valve Pos: 1 0 Valve Pos: 2

Encoder position for valves (single and dual flow) at open or
closed position.

OPEN Open the valve.

CLOSE Close the valve.

Primary IF2 If a secondary (slave) controller is installed, this toggles
between the primary (main) and secondary (slave) controller.

Test Spray OFF Press to determine if the pump brake engages (to turn spray

off).
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Turbine Meter Calibration Setup - Liquid - IF and IF2

Primary IF

[ ] 125.0
Calibration |  zractor

Known) [ 1.00
Amount Gallons {BACK
0.00 com

70’007 GT:‘::“ Go Back

e IS
fre oo ﬂ

Liquid - IF and IF2 only

Turbine Meter Calibration Setup
(SETUP > SETUP > FLOW CTRL> SETUP > Set CONTROLLER Parameters > SETUP > SETUP)

Screen/Window Item Description/Comment

Meter Calibration Adjust the ‘Z Factor’ value, as required, so that the reported GPM/LPM
matches the actual values used for your stop/start flow rate
measurement/calibration procedure (your ‘stop/start test parameters’).
Start with the Z factor value shown on the meter.

This is the same as setting the meter calibration in the “Flow Setup
Parameters - Liquid - Legacy (IF) and IF2)” on page 125.

Known Amount Enter the amount of liquid you will use in a visual, fixed-volume rate
measurement/calibration procedure.

GPM (or LPM) The system’s calculation of the flow rate based on your stop/start flow
rate measurement/calibration procedure using the current meter
calibration (Z factor). Adjust the Z factor until this matches your
stop/start test parameters.

Total Gallons (or Liters) The system’s calculation of the volume moved during your stop/start
test.

Sec Timer - runs between start and stop of your flow rate measurement/
calibration procedure.

RESET Reset the calibration time to zero.

START/STOP Start and stop your rate measurement/calibration procedure.

MODE Disable/enable Known Amount field to suit your flow rate measurement
method.
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IF2 Operational Warnings List

| - |
[I0# Type warning

Left Boom Engage Switch Failed

Right Boom Engage Switch Failled

Center Boom Engage Switch Failed
Primary Boom Pres NOT

Hopper Flow Meter NOT Initialized
System Self-Test Failure

e
orrrrr

BACK
RESET Warnings | d—

Go Back Return To
Map

Liquid - IF and IF2 only

IF2 Operational Warnings List (SETUP > G4 Controllers > IF2 Warnings)

Screen/Window Item Description/Comment

ID# - Type - Warning Types are L, Liquid and C, Common (not specific).See “IF2 Operational
Warnings” on page 134 for a list of warnings.

RESET Warnings Effectively refreshes the display. At the next system check, all warnings

relating to current statuses are redisplayed.

Connected IF2 Devices

Primary LIQUID Connected Devices

fwnm-m-] N w .

"P;;'a,r,'\., 1 e % = .BACK

- = |
| RRWReiB | No Go Back
DRY Connacted Davices ﬂ
| Ho Return To

Map

Connected IF2 Devices (SETUP > G4 Controllers > Connected IF2 Devices)
Screen/Window Item Description/Comment

Pressure Transducer (Y/N) Yes/No = fitted/not fitted. If fitted, provides a digital readout of boom
pressure. The information-only readout is a display option for the
screen fields and the lightbar (it is option ‘Primary BOOM PSI’). On
startup, the system checks for the transducer. If set to YES here, and
the transducer is not detected, an error is generated; if set to NO,
and the transducer is not detected, no error is generated.

Hopper Turbine (Y/N) The liquid intake meter (liquid only)
BOOM Control (Y/N) Functionality not currently available
RUN Without Devices (Y/N) Disable all the above devices (without changing their Y/N setting)
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IF2 Info List

[IF2 Hardware / Firmware / Software info
Firmware Version: 3.7.1.0.0

Hardware Version: 50.69.0.0.0

Hardware Serial Number: 16.239898.1009
Hardware Date-Of-Manufacture: 09/06/2016
CAN Status: Count = 856182 - Errors = 0
Cumulative Up-Time: 248 Hours

Aircraft Voltage: 14.0 Vdc

UB Voltage: 14.0 Vdc BACK
IF2 CPU Temperature: 38.0 C l
Go Back

IF2 Machine State: 5

IF2 Info List (SETUP > G4 Controllers > IF2 Info)
Screen/Window Item Description/Comment

IF2 Hardware / Firmware / Software info
Firmware Version: (e.g. 3.6.2.0.0)
Hardware Version (e.g. 50.69.0.0.0)
Hardware Serial Number: (e.g. 16.232165.1003)
Hard Date-Of-Manufacture: (MM/DD/YYYY)
CAN Status: Count=n-Errors=n
Cumulative Up-Time: (e.g. 7 Hours)
Aircraft Voltage: (e.g. 25.4 Vdc)

UB Voltage: (e.g. 25.4 Vdc)

IF2 CPU Temperature: (e.g. 32.0 C)

IF2 Machine State: (e.g. 14)

As displayed above
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IF2 Operational Warnings

Liquid Common (not specific to liquid)

0 No IF2 System Errors 601 Toggle Open Switch NOT Initialized

1 Primary Flow Boom Pressure Switch Failed 602 Toggle Closed Switch NOT Initialized

2 Dual Rate Boom Pressure Switch Failed 603 GPS Guidance System Heartbeat Timeout

3  Left Boom Engage Switch Failed 604 CANopen Slave Node Timeout

4  Right Boom Engage Switch Failed 605 KEFEX Manual Override of Outputs Enabled
by User

5  Center Boom Engage Switch Failed 606 System Self-Test Failure

6  Primary Boom Pressure Transducer NOT 607 CANopen Slave Node Configuration Failed

Initialized
7 Dual Boom Pressure Transducer NOT 608 Mainboard Over Temperature (> 85 C)"
Initialized

8  Primary Flow Meter NOT Initialized 609 CANopen Slave Node Over Temperature
(>85C)

9  Dual Flow Meter NOT Initialized 610 Mainboard Under Voltage ( < 10 VDC)

10 Hopper Flow Meter NOT Initialized 611 Mainboard Under Voltage ( < 10 VDC)

11 Primary Valve Position NOT Initialized 612 Mainboard Under Temperature ( < -40 C)"

12 Dual Valve Position NOT Initialized 613 CANopen Slave Node Under Temperature
(<-40C)"

13 Primary Bypass Switch Failed 614 CANopen Slave Node Under Temperature
(<-40C)"

14 Primary Bypass Switch Engaged

15 Primary Boom Pressure Override of Valve
Position Calibration

16 Dual Boom Pressure Override of Valve
Position Calibration

17 Primary Motor Bridge Overcurrent

18 Dual Motor Bridge Overcurrent

19 Primary Turbine reports no flow while
Boom Pressure Switch is closed

20 Dual Turbine reports no flow while Boom
Pressure Switch is closed
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Using Prescription Maps

A prescription map (also Rx map or PMap) is a map of a particular land area divided into sections of
different application rates. You use prescription maps in conjunction with flow control functionality to
automatically spray different areas at different flow rates.

Figure 8-1 shows a prescription map as it appears in the map.

Top line: Name of prescription map
Middle line: Your current distance to the PMap
Indicates a prescription map is loaded Bottom line: Your current location

Prescription Map PMap: Graves_Urea i HOT
Distance to PMap: 12259 Mi KEYS

N33° 48" 45.79" W111° 29" 24 00" 404" |

/ J.

Gray indicator (pointing North) is your current direction CPTE
Z00M| Red indicator (pointing East) is direction to pmap '
MODE f

Manual

CJBE
G

CWPE
G

POLYS IFJB
G

GSIM

GRS Duf
Tﬂf — — Logging is READY

Figure 8-1: Prescription map

Before you can use a prescription map you must:
e Have a valid prescription maps subscription and have entered the subscription information into
IntelliTrac (see “Authorize Feature Unlock” on page 157)
e Import (transfer) the prescription map files to the IntelliTrac hard drive
¢ Load the prescription

Importing a Prescription Map

If this is the first time you are loading a specific prescription map you must load the map from a USB drive
or your Dropbox® account. When you load a prescription map it is stored on the G4 hard drive—you can
then load that map for use. If you load the prescription map while you have a job active you can save that
job with the prescription map so the next time you open that job the prescription map is available.
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When you first transfer (actually copy) a prescription map
(from a USB drive or your Dropbox account) you actually
import two files—a .PMD file and a .PMH file.

When you are ready to use the prescription map you select
a single file (see “Loading a Prescription Map” on the next

page).

f Hard Drive

Transfer All Go To Dropbox®

0.job
1001010201 SatlocG4_038¢
10010102028atlocG4_038c

‘ [
Logs to USB
= 1310141434 SatlocG4_3f54.log

Sl [ G4_3f54.log
' Toggle Lists (\’
\ | |Graves_Urea.PMD

10010 locG4_038¢

1001010206 SatlocG4_038¢

T

\¥Graves_Urea.FMH

10010 4_038c
10010102228atlocG4_038c
1001010407 SatlocG4_038c
1001010434 8atlocG4_038¢
10010105258atlocG4_038c

" oom

p—

o USB Drive
[ Copy Selected Files , [ Delete Files ‘ ﬂ
View All Files
' ‘ FOUND USE Return To
Map
To Import a Prescription Map:
Note: If your prescription map files are stored...
e On a USB drive, insert the USB drive into the G4.
e In your Dropbox account, access your Drobox your usual way.
Access the File Transfer window ('i.,i..‘:-‘ below right):
From the dat | : —
rom the data pane Tr:irla:fser 4‘ tHog or e ‘> SETUP » ’ —— ‘
If your files are on the flash USB they will appear in the 1
right list box (1a). If your files are in your Dropbox account, Hard Drive ‘[ Trneral ||" @0 To Dropbox® '1‘

press Go To Dropbox and follow your usual Dropbox
procedure to select your files.

With the prescription map files showing in the right list
box:
Select the first file you want to transfer E/_ij_'tif:. Press the

arrows button é‘ (it changes to left pointing arrows [<<]
and is no longer dimmed). The selected file appears red in

the Hard Drive list -‘.\_5_}, indicating it is ready to be copied to
the hard drive.

Repeat 1b and 2 for each additional file you want to
transfer (4) and (5)).

1310081407 SatlocG4_038c ~
13100814498atlocG4_038¢c
1310091004 SatlocG4_038¢c
1310091015S8atlocG4_038¢c
13101010458atlocG4_038¢
1310101227 SatlocG4_038¢c
1310101301 8atlocG4_038¢
1310101305SatlocG4_038c
Graves_Urea.PMD /3
WayptsBN.dbf

(' Copy S’elected‘F‘iIes@[ Delete Files ‘

Jobs/Files Transferred

to Satloc G4 Hard Drive

1310141434 SatlocG4_3f54.log
1310141436 SatlocG4_3f54.1og

' sk aas Graves_Urea.PMD | 1b)

[‘7 Graves_Urea.PMH 4
uP -
e 19
=(2)(5) :
USB Drive
o ’ Return To
Map

Press Copy Selected Files -‘;"_75_']'. A message similar to the one shown :f' appears and the files are

transferred.

Press EXIT to return to the map é‘
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Chapter 8: Flow Control and Managing Prescription Maps

Loading a Prescription Map

After you transfer prescription map files to the G4 hard drive you can load the file into IntelliTrac for use. If
you no longer need the prescription map, you can clear it from the screen.

Path to loading a prescription map:

SETUP | > SETUP 5 mrj > m:“""

(Note the Prescription Map button i' is active indicating that at least one prescription map is on the G4

hard drive).

Press Prescription window i‘ The Prescription Map

window appears (2) showing a list of all available prescription
maps.

Select the prescription map you want to load 5' then press

Accept ;' A message similar to the one shown 5' appears
indicating the prescription map is loading.

When the message closes press EXIT (6) to close the Flow
Control Setup window. The prescription appears in the map
and additional map information appears in the upper left and
right of the area (see Figure 8-1 on page 135).

If a prescription map is currently loaded on the map, when you
open the Prescription Map window (2), you will have the
option to clear the current prescription map (< Clear current
PMAP> already highlighted é.) With the option highlighted,
press Accept (4) and YES at the NO/YES confirmation pop-up
(7).

No Ctrl! Check Cables, etc.

'Constant Rate Poly -
Control

SETUP

|Liquid
Mode
5.0000 GallAcre
Rate '

Map

More Options

~]

Select prescription map and press

2

Bturn To
Map
5 Accept
= Map
PLEASE WAIT: Loading
Graves_Urea.PMH
MERENRRERNRRERRRERRRERER Cancel
L
ET———
1403261235SatlocG411211
1404261052SatlocG411169
1406170802SatlocG411194
4

12

Copy of RiverRanch_Fld-2

ccept

Are you sure that you want to e

clear the current prescription

R
=

ancel
election

m
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Advanced Options Setup
Advanced Miscellaneous Setup
Configuring Your Zoom and Pan
Understanding Guidance Delay
Customized Settings
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Chapter 9: Advanced Setup and Customization

IntelliTrac features accessed through the Advance Setup window (such as HotKeys, Polygons, Waypoints,
Edge Warning) are documented elsewhere in this document. The features described in this chapter cover
advanced device setup (for example GPS, COM port configuration); advance option setup (twenty-three
‘yves/no’ or ‘on/off’ options); advanced miscellaneous setup.

Advanced Device Setup

Path to the Advanced Device Setup window: ‘ SETUP ]> SETUP x 3

Set up comms for
. SATLOC HQ. See

L
| eessETP t sewp  +——SETUP| | P29
Set up connections to 3rd-party Use with AIMMS
devices that your G4 can commu- COM Port [ AGDisp More Options (AIMMS Running
nicate with. See page 144. Configuration { Setup button label, not

BACK MET Setup) - offset

Set static MET data (if no AIMMS). ) .
the wayline based
See page 144. MET Setup m on current wind
Go Back

conditions. See
Use relays to switch devices ON/OFF. — page 145.

___ SmallRelay
See page 144. Setup ‘MET Setup’ or
- ‘AIMMS20 Running’

Monitor engine data. See page 145. —— PeRTTe
Setup Map

GPS SETUP - Introduction

—
> SETUP 4 3 >’ GPS SETUP ’,

Set the mask angle (default is 5°)—any
satellites below this angle are ignored
even if available (see “GPS SETUP -
Mask Angle” on page 141),

Set the differential source and GPS Rx
rate (see “GPS SETUP - GPS Advanced - GPS Advanced PDOP

Path to the GPS Setup window: ‘ SETUP

Mask Angle 5

Receiver Performance

" HDOP
Setup” on page 142), Setup | e _
Send GPS commands to your receiver — CLEAR
(see “GPS SETUP - GPS Receiver SHEIED Ilke h
C d
Commands” on page 143), R 0 o
’— |— |— ’— |— |— Go Back

Set your absolute and relative e-Dif _1~ TS Current Navigation Infarmation
positions LATITUDE | 33.5736380 N

LONGITUDE | 111.4897139%
ALTITUDE 123.00 m

DIRECTION | 0.000 deg Return To
SPEED 0.0000 mjs Map

Figure 9-1: GPS Setup window
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Chapter 9: Advanced Setup and Customization

GPS SETUP - Read-Only Information

Table 9-1: GPS Setup window read-only information

Field Description

Receiver Performance

PDOP Positional/Horizon Dilution Of Precision

HDOP Dilution of precision is a measure of receiver/satellite geometry (position of satellites to each
other from the receiver). DOP reduces positioning accuracy (the lower the value the better the
accuracy).

DIFF AGE Age (in seconds) of the differential corrections signal.

Satellites In Use

Number of satellites currently used in GPS calculations - each square is one satellite.

Current Navigation Information

LATITUDE Your current latitude.
LONGITUDE Your current longitude.
ALTITUDE Your current altitude.
DIRECTION Your current direction.
SPEED Your current speed.

GPS SETUP - Mask Angle

The mask angle (or elevation mask angle) is the angle below which any satellites are ignored even if they
are available. Satellites that are higher above the horizon (higher in the sky) will have less noise (less signal
degradation) than satellites closer to the horizon. By setting a mask angle you eliminate (mask) those
satellites that are closer to the horizon and that reduce accuracy. The default mask angle is 5°.

To set the mask angle:

1. Inthe GPS Setup window (at right, main), ...
press Mask Angle. The Enter Mask

Angle window appears (at right, inset.) ask Angle 5
2. Enter a new mask angle value then press N
05]
Accept.

¢ Return To
SPEED 22.4215 mfs Map

G4 IntelliTrac User Guide 141 PN 875-0308-000 Rev B
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GPS SETUP - GPS Advanced Setup

Path to the GPS Advanced Setup window (below right, inset): ‘ SETUP

> SETUP X3> ’ GPS SETUP ‘ > t 5"55"“8(":;““ ’

Set the LBAND Beam Frequency =

If you are running a GPS receiver that has L-Band —

support, you can select an L-Band frequency for { Mask Angle ) 3

your geographic region from the dropdown " Receiver Performance

(YVhICh will otherwise be inactive as shown at { GPS Advanced } PDOP

right). Setup yevsrm

Change the Diff Source f GPS Receiver r e [Western US - MSV-W - 1557.8550 7

Commands Frequency

If required, press Diff Source, select e-Dif or

WAAS. Press NO or YES accordingly at the pop- — [ B j WAAS 1 CLEAR

up window (not shown). { Commands =
' { WAAS PRN ’ |WAas Prn AUTO B Go Back

Differential GPS (or DGPS) corrections improve

location accuracy by correcting satellite GPS — . | orsmerate , oW

positions using known fixed reference positions. { GPS SIM ‘ etura'To

Available options are WAAS (SBAS), L-band, and ‘ ‘ b

e-Dif. WAAS is a free service that mainly covers
North America. L-band corrections are available by
subscription only—contact your dealer for more information.

e-Dif is not a differential service (does not use satellites or reference stations with known fixed positions);
however, it can provide differential-like accuracy by modeling errors and computing its own set of pseudo-
corrections. See “GPS SETUP - e-Dif Commands” on page 143 for more information on e-Dif.

Change the WAAS PRN
The WAAS PRN button is enabled only if Diff Source is WAAS.

Select the WAAS (SBAS) satellite (or satellite
PRN) used in IntelliTrac’s position calculation. The
default value is AUTO (IntelliTrac automatically
selects from the available satellites). Any time
you change this setting, IntelliTrac displays the
NO/YES message inset at right.

Diff Source

WAAS PRN

Change the GPS Receiver (Rx) Update Rate

Switching to: WAAS Prn 133 This

GPS Rx Rate ) could take several minutes.

Continue?

If required, press GPS Rx Rate, select from 5, 10
or 20 Hz.

The GPS receiver update rate is how often the
receiver calculates its position. The receiver
inside the G4 provides updates rates up to 20 Hz
(20 times/second). A higher update rate improves accuracy and reduces screen display lag time, but it also
requires more processing power. Contact your local dealer or Satloc Technical Support for information on
changing this setting.
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GPS SETUP - GPS Receiver Commands

You can send GPS commands to the receiver to request such information as receiver engine and firmware
version, differential application being used, and SBAS (WAAS) frequency.

Path to GPS Receiver Commands (below right, inset): ‘H‘ > SETUP y 3 5 [W

~ GPS Receiver
> [ Commands

In the GPS Receiver Commands window press Select ..., Select a command here .
Command. Select a command from the drop-down

list. The receiver response appears in the box below ' Mask Angle S

the drop-down. Receiver Performance

PDOP
HDOP

GPS Advanced
]
DIFF AGE 0.0

Setup

GPS SETUP - e-Dif Commands ’
e-Dif provides differential-like accuracy by modeling { GPS Receiver , T w—

; ; _ Commands ’%
errors and computing its own set of pseudo [md— selectmessage | |

corrections. Use the e-Dif Commands window (Figure ) m— ,

to work with e-Dif and: Commands .
... and the receiver CLEAR
response appears o
here Go Back

e Set an absolute e-Dif position (such as for your [ GPS SIM ‘

home base) or reset an absolute e-Dif position ‘ a ﬂ

fsuc? as)for working from a different base ’:m, Retu To
ocation

Note: If your base is the same each day you only need to set your absolute e-Dif position once. You
reset your e-Dif position if you use a different home base (including if you then return to your
original home base).

e Set a relative e-Dif position
e Reset (recalibrate) e-Dif based on your current position

Path to GPS e-Dif Commands (below right, inset): ‘H‘ S SETUP y 3> ’

[ER— R —
GPSSETUP | ™ [

Commands

In the e-Dif Commands window:

1. To set/reset your known absolute aircraft (e-Dif) a5 Setup

position, press in turn the Latitude, Longitude —_—
and Elevation buttons and in the data entry ’ R—— ‘ °
window enter your known values then press RECEVES, etormancs

GPS Advanced PDOP

Setup HDOP | E—

Accept. To send the values to the GPS receiver,
press Reset Absolute e-Dif Position

2. To set your relative e-Dif position, press Set ’ I

. .. Commands
Relative Position.

3. To reset e-Dif (recalibrate e-Dif based on your GPS e-Dif Seup forlnoun belute Arerst Pestion CLEAR
. . Commands [uatitige) [32°0000000°N —

current position), press Reset e-Dif.
‘W} ‘097’00'00.000"W Go Back

(“Eevaton) [3281 Feest
’ S ‘ [ Resetabsolute e-Dif Position | ﬂ

Return To
Map
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COM Port Configuration

Use the Port Configuration screen to set up connections
to 3rd-party devices that your G4 can communicate with
and display the information from and include in the logs.

Use the NMEA Baud Rate and Messaging Setup sub-
screen to set up your G4 to send GPS data to 3rd-party

devices that follow the NMEA 0183 protocol.

MET Setup/AIMMS20 Running

If the MET Setup button is active (showing that label), you can
manually input meteorological data required for inclusion in

log files created during operations. The data is static so

appears in the log just as it is entered in the MET Setup screen
. You can view the stored MET data when viewing log

(at right)*

data in MapStar. It will be the same at each log instance.

If the G4 detects an AIMMS (on-board, real time weather), the
button will show “AIMMS20 Running” and be inactive. You
can view the recorded MET data when viewing log data in
MapStar. The data shown at each logged interval will be that

|: ’Fr PD;::EWTZEGLASER |
i 3

‘l PORT2 )°FF g

NMER Saud et & Messaging S

' Baud Rate. ) 19200 g

NMEA Messages

'cm‘ oHz | 'ﬁ,,',(y' oHz |
; K=
| [ oFF - — —
PORT3 = =
) Go Back [G"" ] Pre ] fem) fre ] Go Back
| m [v‘m) owz | 'm‘) oHz -
I (T
COMMIT CHANGES NMEA Setu Rett T - -
] ' P ‘ e;;.;‘ o [Gs‘, ) onz | [est ' [orz ] Re‘n‘n‘;’;n
01041408.l0g
‘ Temperature , 68.0 Fahrenheit PMap=
\ Volume=
Area=
‘ — ’ I Start 1419.45.21 01/04/2016
" ’ Current 1423.00.75
End: 18:2440.09 017042016
Lat 33672914° Long:-112.066912"
( Wind Speed ‘ 5.0000  MPH (22362 m/s) || 5ey suich o
Boom State: C1 NO FLOW
Swath Weather ApplArea
! Wind Direction ] 45 Degrees o ‘ -
ind ve1 435k
68.00
! Bar Pressure . 4.00 Inches (Hg) vone w

prevailing at the log instance. See also “AGDisp Setup” on

page 145.

Small Relay Setup

Note: The small relay feature is not currently available.

There are two ‘small relays’ available
on the G4:

e Relay # 1, on comports cable
051-0299-000

e Relay #2, on flow cable
051-0300-000# (IF) or
051-0407-000# (Transland
controller and IF2).

The relays provide a means to turn
devices on the aircraft ON/OFF at
either timed events or a specified
distance. They can be used for any
device that requires triggering in
flight, for example cameras and spore
dispersal devices.

You can set each relay to trigger (and
re-trigger) the connected device by
time or distance. Use the fields as
follows (use the Time/Distance

l

Small Relay
Setup

l

This area
blank when
Active = NO

-

(on Advanced Device Setup screen)

Example A:
R1 - Distance
‘ R2 - Time

I-—b

YES

Return To
Map

YES

Example B:
R1-Time
R2 - Distance

Interval button to switch activate each relay’s time or distance fields):

(*Note: Wind Speed is in knots in MapStar)

Enfr Relay 1 ORJOFF Timings or Distance
[ogsmll (0150 sec  [metive) ves

10.000

Distance Interval

{' ‘n“:'..'“ \ 16404 Feet

A et Wl

:{_mm }Wm 'Acﬂve! YES

it [10000 s

| Time Interval

= T 4
iﬂwshncb | 11640.4

nterval Time

[~esmatays—)

‘mm\qr ]

BACK

Go Back

Return To
Map

Enﬁ Reliy1 omoFF Timings or D Dlsunce

l( 0N11m ) 0.150 Secl fAcﬂVe] YES
[In! rvxl'l'lm-) 10.000 S I

Time Interval
Fﬁ' 1640.4 T [ Testretayt BACK
EnFF Timings or Distance Go Back

(rgsmalliso  se [metve) ves

10.000

Distance Interval

(mBsimze) [Toa0a roue| [eresemnyen)

Return To
Map

Relay # ON Time - this is how long the connected device is active - the duration of the ON time.

Relay # Interval Time - this is the time between the device turning off and turning on again (the ON time
plus the interval represent the repeating on/off cycle). The cycle starts when you exit the screen after

entering values and continues until the feature is set Active NO in the screen. Once values are set, you can
just set Active to YES or NO to use the feature with the current settings.

Relay # Distance - You can set the ‘off’ time as a distance traveled instead of a time interval.
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Chapter 9: Advanced Setup and Customization

DAAM Setup

Complete the DAAM setup to monitor and record engine data as
required.

DAAM Input and Alarm Message Lists

Input# Code Code Name Value Units Alarms

Input#  Alarm TAG Duration (HMS)  Peak Value Units

Satloc HQ Setup

Use the Satloc HQ Advanced Setup  fcicwmas g e
and Tracking Advanced Setup | Warning NO MODEM Detected... Select YES or NO to include additional HQ DIt

screens for connections and r—m'ma—i—'j f-mm-}

settings for the Satloc HQ cloud.

More Options 1
Contact your local dealer or Satloc ' e : - [ e
Technical Support if required. | ; "“c" | M BACE
p p q Output Rate ki _I == Rates iES h‘

Go Back Go Back

:GDihSp setl;ll)MMS I % T"‘*ﬂ& ﬁ || Wind Direction , YES ﬂ
you have an , You can | e, ‘ |
choose to use it to offset the ' ( ResstCurrent , 0 e [ lj A

i

wayline based on current wind

conditions. Select mode AGDISP Ere 2 Gt
Model or Lookup Table (1a). r—mg-—j|
e Select AGDISP Model to
be able to select a t _ ’l

substance/nozzle |ﬁ.qcx E
combination (2), set a non- |
volatile fraction and release

height (3 - any value release height), select an aircraft type (5 - your selection shows above MODE),
and use the substance picker (6).
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e Select Lookup Table to be able to set a non-volatile fraction (3) and select from a list of pre-set
release heights (4).

AGDisp Setup | AGDisp Setup

Air Tractor AT-502B Using Lookup Table

——

AGDISP Model Lookup Table j

Go Back

Return To

Dupeed 8 17 + Tritoan 42 0
Dot B 10+ T 20 2
gt 01 101 m
prarpris ey
i e
x:l} L
Dipel #L 1:2 + Triton 12 oz | Baecomist x:m “m
Dipst 62 1:2 + Trton 24 oz / Bascomist fravfrpasene s
Dipet 21+ Band /2503 ey -
Select Mrcrah Type and preas ACCEPT mﬂxumrm:mm
AG Disp Advanced Setup AG Disp Advanced Setup
(aircraft selection) (substance selection)
For MODE ‘AGDisp Model’ thereis a SETUP I e
button that accesses the AG Disp Nozzle | =~ "
Setup screen. For each nozzle in the Index 5 11":;:;“" |:;’:ﬂ°;' IF:;‘:;": I
tabulated list .(to which you can add) you mm 2 6.000ft 0.000 ft ~1.000 ft
can, by selecting the row, access the Enter 3 0.000ft 0.000 ft 0.000 ft
Nozzle position Data screen, where you [zt pesiion s
can set the nozzle's horizontal, vertical and | Nozzle 3: Horiz: 0.0000 - Vert: 0.0000 - Fwd: 0.0000

forward positions.

For further information on this feature,
contact Satloc Technical Support.
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Advanced Options Setup

Set these options to Yes or No (or as otherwise indicted) according to your preferences or requirements.

1. JOBs by Name YES
2. Auto Set Pattern L]
~ Options Page | 3. marko ves

e - = SETUP
5. Center Aircraft at Map Bottom no
6. Wide Screen on Startup =

More Options

1. Polygon Cross Hatch HE
2. Pattern Track Lines ves
Options Page | 3. Move on Turns IntelliFlow Valve o
4. Virtual Spray OFF Controller o
Setup 5. DOF ICONS =

6. GPS Altitude = _

BACK
1. Activate BOOM On/Off VES

2. IF2 Toggle Up/Down in Percentage o h

3. Display TACH Flight times o

Setup 4. Swath Line Color BLUE Go Back
\ | 5. Display P1/P2 Lines =

6. Reset IntelliFlow Valve on Startup

o
1. Display Lightbar A/BIC User Selection o
2. Boom/Wing Spray ON/OFF Mode oFF

" Options Page | 3. select Half-Swath Spray ON/OFF Control o

Setup et ;ﬁyggnpﬁm Color e Return To
. 6. Log CPU Temperature = Map
Options Pages Setup
One (not numbered) TWO THREE FOUR
e ] YES l Fil MODE }ﬁmﬁ"“ Eoly [ ( i ’[zov/u ] [ User Selection ’
Panern [ Track Lines ' YES ’ g ) YES ( BOOM Spray ONIOFF Mode _' OFF (Center Only) -|
il ' T ‘ YES 100% ( TACH Flight Times i YES i Spray ONIOFF Control i No
f—sﬁ.:;T ves ﬁ T R (m]
[re— [ sorieaie ™ [ no e A——
’—mr_' NO [_a'p'i"mu'm—‘ Geoidal (m] NO i Log CPU Temperature ] NO
Table 9-2: Options by Setup
Option What selections mean
Advanced Options Setup (One)
JOBs by Name IntelliTrac-compatible jobs created in MapStar can be saved by
(Loading named and numbered jobs) name (e.g. ‘'named.job’) or by number up to 9999 (e.g. ‘9999.job’).

When you list jobs (KEYPAD > INFO > JOB) you will see all
IntelliTrac-compatible jobs (so the list would include ‘named.job’
and ‘9999.job’). But only if this option is set to YES, will you be
able to load the named jobs or the 1000-9999 jobs. Hence, when
this option is set to NO, you can see named jobs and jobs
numbered 1000 - 9999 but you cannot load them.

Note: Also, when this option is YES, you can load jobs between
1000 and 9999 using KEYPAD > SET > nnnn; when this option is
NO, you can load only KEYPAD > SET > nnn.

Auto Set Pattern If you shut down IntelliTrac with a job active (loaded), that job will
be (re)loaded when you restart IntelliTrac (see “Exiting IntelliTrac
and Jobs"” on page 23). If the job has a pattern and that pattern
was also loaded (SET > PATTERN > n) at shutdown, if this option
is set YES, the pattern will be automatically (re)loaded (set) with

the job.

Mark 0 If YES, each spray-off point becomes (a new) Mark 0 (M0). See
“Mark 0” on page 151.

Display Turns If YES, aircraft’s flight path is displayed as a thin blue trace. See

“Display Turns” on page 151.
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Table 9-2: Options by Setup (continued)

Option

What selections mean

Center Aircraft at Map Bottom

If YES, aircraft makes short loops at bottom center of screen while
maintaining its heading. See “Center Aircraft at window Bottom”

on page 152.

Wide Screen on Startup

[T No Poly

Wide
View

TEE

ooz

]
)+ .
i

Split
View
(with data
panel)

Switch
here

iAEEEA

«
H lpowrs

T

here

sige§
EELEE

3| e

i
ozl

RETURN |

Bl1ies
=

nnnnnn

Advanced Options Setup (Two)

Polygon Fill MODE:
‘None filled Poly’ (no hatch/solid fill - None)
‘Hatched none Filled Poly’ (Hatch)
‘Filled Poly’ (Solid)
‘Hatched Filled Poly’ (Hatch and Solid)
Note: A polygon will not display these
attributes if:

e The polygon has attributes set in

MapStar (saved with the job)
and
e The ‘Use Job Color/Hatch/Spray On

OFF Features’ (see page 150) is set to
YES.

Hatch

Pattern Track Lines (the swath array)

i - .
| : g . e

na

i)

Move on Turns IntelliFlow Valve

Liquid IF2 only - If YES, outside of polygons, during turns, valve
adjusts (according to airspeed) but reverts to last open position
on re-entering polygon (so same target rate).

Virtual Spray OFF Controller

Controls the liquid pump (via spray-off relay) when entering/
exiting polygons without requiring a flow controller. This option is
available only in legacy flow control mode, when no legacy
controllers are connected/detected. The option gets reset to NO
automatically when a flow controller is detected.

DOF ICONS woe|.*
>
POLYS)
Noicons-. £ Yes icons A
ANVO 10hz-0-0 cANVO 10hz-0-0 HIE
les ROUTE 01 BRG —° RNG — .- a3 20 Miles ROUTE 01 BRG —" RNG — - » 4 & 2
GPS Altitude Ellipsoid or Geoidal determines from which geographical

approximation the altitude value is referenced.

Advanced Options Setup (Three)

IF2 LIQUID Flow Filter Tolerance

Set the percentage (limit/tolerance) by which the measured flow
rate can exceed the required flow rate before the on-screen flow
rate value turns red (to alert the pilot).
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Table 9-2: Options by Setup (continued)

Option

What selections mean

IF2 Toggle Up/Down in Percentage

Can show trims as units of 1/32 in or % of target rate opening.

Display TACH Flight Times

Displays the 'Total' and Pilot- Pilot _ Aircraft:
'User' tach times (hour LOG Label: 18 - JOB: 1
meter) in the upper M7 22:56:33

portion of the map. —] |1
| Right Tumn

You can manage tach times TACH Timers
in the View/Reset Current
TACH Time screen (Setup x [
3 > View/Reset TACH Times).
For more information on this
subscription feature, contact
Satloc Technical Support.

TTACH: 22:9 - UTACH: 48:7:38:42

Reset Current TACH Time

TACH Time ‘ Days:2 Hrs:10 Min:06 Sec:28

Current JOB TACH Time: Days:0 Hrs:0 Min:21 Sec:59
Current LOG TACH Time:  Days:0 Hrs:0 Min:30 Sec:34

Total TACH Flight Time: Hrs:4 Tenths:7

Swath Line Color (active swatch for
guidance)

Red or blue (AB is always red).

T %

Display P1/P2 Lines

The P1 and P2 lines are on-
screen lines drawn from the
A and B points respectively,
perpendicular to the AB
line. They run along the
swath ends as defined by
the length of the AB line.
The P1 line is red, the P2
line blue.

Optimize IntelliFlow Valve on Startup

By default, the IF/IF2 controller moves the valve to a 75% open
position after initialization. With this setting enabled, IntelliTrac
remembers the valve position from the previous swath pass, and
will command the valve to this previous position when the
controller initializes. Note: This does not apply while in variable
rate flow control mode.

Advanced Options Setup (four)

Display Lightbar A/B/C User Selection

When setting the ABC points for a pattern, the center L7 lightbar
windows default to 'Speed and Heading'. When this setting is
enabled, these left-center/right-center windows won't change
from the user's selected lightbar fields.
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Table 9-2: Options by Setup (continued)

Option

What selections mean

BOOM Spray ON/OFF Mode

Used to determine which polygon the aircraft is in. The G4 checks
whether its current position is inside a polygon. If not—and a
percentage is selected for this setting—the G4 checks if some
portion of the effective boom width is inside a polygon. For
example, at 50%, it first checks if a point perpendicular to the right
of the aircraft at a length of 25% of the swath width is inside a
polygon boundary. If not, it also checks the left side. At 100%, the
G4 check points 50% to the left/right, and so on.

Select Half-Swath Spray ON/OFF Control

When enabled, auto spray-on will not occur when entering a
polygon unless crosstrack error is within one-half swath-width of
the currently selected swath. To prevent auto spray-on from
activating when a pilot makes a non-swathing pass over a field, a
pattern must be active for this feature to function. When disabled,
auto spray-on will occur when entering a polygon, without
meeting additional criteria.

Enter Return/Mark MODE Menu

Select one of six modes determining what data is loaded on
return to a mark. See “Select Return/Mark MODE"” on page 153.

Use JOB Color/Hatch/Spray OFF Features

When creating a job in MapStar, the user can set attributes for
individual inclusion polygons. Setting this ‘Use JOB..." option to
'NO' (here in IntelliTrac) ignores those attributes.

The attributes that can be set in MapStar are:

e Hatched - a cross- r :
hatch pattern fills the [ Hatched [ NoSpray J NoFill w
displayed polygon
on the map screen. [ Hatched | No Spray |: NoFill w

¢ No Spray - the boom No Fill
will not activate

| B
when entering the Lon: | - :
=

boundary of a No

Spray polygon. ‘ | EEE
e Fill - the selected Insert Vertex | LUz |

(solid) color fills the

displayed polygon

on the map screen (you can have hatch and fill).

Lat Enter Vertex Ct

Notes:

(i) When this option is YES, polygons that have attributes saved
with the job in MapStar will display those attributes irrespective
of user-set poly ‘fill modes’ (see “Polygon Fill MODE:” on

page 148); that is, MapStar-set attributes override IntelliTrac’s
hatch and fill settings. (So, for polygons that do not have MapStar-
set attributes, IntelliTrac-set ‘fill modes” will display.)

(i) If the (inclusion) polygon is set to No Spray in MapStar, it
remains a no spray (inclusion) polygon in IntelliTrac irrespective
of the setting for this option, that is, setting this option to NO (do
not use MapStar settings) does not change the polygon into a
spray polygon.

Log CPU Temperature

Set to YES, the internal temperature readings of the G4 CPU is
included in the log file at the currently set logging interval (see
Logging Interval, Table 4-2 on page 52). These would be used, if
necessary, for diagnostic purposes (log analysis) only.
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Mark O

When set to YES, your spray-off point becomes Mark 0 (MO).
Each subsequent spray-off point becomes the new Mark 0,
replacing the previous MO0. Mark 0 is not added/updated
when this option is set to NO. See at right.

Display Turns

When set to YES, IntelliTrac displays a thin blue trace of the
aircraft’s path. You can hide the trace by setting the option to
NO or, clear the trace (with option still set to YES) by
pressing KEYPAD > CLEAR > SWATH (after which the trace will
restart). If you reset the option to YES, the trace’s start point
will be the restart point after the last KEYPAD > CLEAR > SWATH
clearance.

In the schematic at right (at different zoom levels) at point

(1) (i) the option is (already) set to YES; (ii) the trace up to

that point has been cleared (KEYPAD > CLEAR > SWATH) and
(iii) the trace has automatically restarted from that point.

At point (2), option is set to NO. The trace no longer shows
but is still there and still being recorded. At (3), option is
reset to YES and the trace, from the last ‘CLEAR > SWATH
restart’ (1), is redisplayed.

T}ray off ®
Mo \-r

Mark 0

Mark 0

YES

NO
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Center Aircraft at window Bottom

With this option set to YES, the aircraft is
horizontally centered after it first exits the
map a the bottom. It reappears just above the
bottom of the map then repeats this short
loop. That is, it does not return at the top of
the map as it does when this option is set to
NO.

In the schematic at right, top images, the
option is NO: In (1a), the aircraft is exiting the
bottom of the map off center. In (1b) the
aircraft reappears, centered at the top of the
map. The aircraft repeats this centered ‘long’
loop.

In the schematic at right, bottom images, the
option is YES: In (2a), the aircraft is exiting
the bottom of the map off center. In (2b) the
aircraft, now centered, is exiting the bottom
of the map. In (2¢), the aircraft reappears a
short distance above the bottom of the map
and repeats this short loop 2b > 2¢ > 2b > 2c¢.

Notes:

1. In all cases, the aircraft maintains its
heading during these loops.

2. This ‘long’ or ‘short’ looping applies only
when the aircraft is exiting the bottom of
the map (as the option implies). When
exiting the top of the map, the aircraft
completes only centered, long loops.

Edge ----

t

Edge

a )
4

P
[ 1
U

I
H K Feet Manual

KijAD| ZOOM | MARK

Edge e

t

Edge

(2
[ 2a |
\~. .r /’

+

R |
¥ 200 Feet| Manual

KEYPAD

ZOOM | MARK ’

YES |

" '240 Feet: Manual |

|
|
|
|
|

ZOiDM | M%K ‘
\ /

————————— —

KE*PAD
/

~ -

~—

_—
‘@ ' 200 Feet: Manual

KEYPAD

MARK

N

RE | __
‘@5 ' 200 Feet: Manual

KEYPAD
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Select Return/Mark MODE

The return mark modes provide options about what associated data to load (‘append’) onto the map when
you return to a specific mark. Data is saved with marks when they are set and you can specify what of that

data is loaded with that mark when you return to it. Options include such associated data as job and
pattern, logs, or just guidance.

Select RETURN / MARK Mode

MODE | RETURN / MARK Mode

Mode1 | Open NEW LOG: Append all MARK data.

Open NEW LOG: Append only JOB/Arealpattern data.

Open NEW LOG: Provide only guidance to last MARK Pt.

Accept
MARK Mode
VELEEY Use MARK LOG if found, else current LOG: Append all MARK data.
Continue with Current LOG: Append only JOB/Area/Pattern data.
VLLEY Continue with Current LOG: Provide only guidance to last MARK Pt.
Go Back

Select RETURN / MARK Mode and press ACCEPT

Notes:

1. Remember that mark numbers cannot be duplicated (in different jobs or patterns for example). If you

give a mark the number of a mark that already exists (anywhere), that existing mark is overwritten by
the new one.

2. When you reset an existing mark, the current/active log becomes the log associated with that mark in
the updated MARKS.DAT file.

3. While there are six modes, they are really two sets of the same three load options. You can apply any
one of the three options to new logs (modes 1-3) or to a saved log or the current log (modes 4-6).

4. Patterns do not have to be saved patterns to be ‘appended’ (with a job) by the return to mark mode
selected. If the job had a pattern applied either by ENTER > POLY > PAT or by manual setting of an A[B
line, that pattern will be appended on return to the mark even if it is not saved with the Job (it’s saved
with the mark).

5. To return to a mark, press KEYPAD > RETURN > n where n is the mark number.
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New Log Modes (1-3)
The schematic at right illustrates the first three modes: : 04131836 _Job 015 _LIQUID _BOOM:ALL _RiMark = MODE 1
Mode 1: “Open NEW LOG: Append all MARK data”. IntelliTrac will ( 1
open a new log, provide guidance to the specified mark and load

the job, pattern, and log data (sprayed swaths and measured area)
if such data exists for the mark.

In (1), new log 04131836 has been opened, Job 15 and its polygon
and pattern have been loaded, and the sprayed area from the

BK-BK

original log has been loaded. Guidance to the mark and the option E— for swa

to switch to swath guidance are provided.
Mode 2: “Open NEW LOG: Append only JOB/Area and pattern ) «

data”. ‘\/%\
In (2) IntelliTrac has loaded the same data as for mode 1 (new log o v
04131842) except for the spray data from the original log—so no *w th guidan ]

green spray area. What has been loaded is, as the mode
description says, the Job, the measured sprayed area (the value
displays on the Area button in the data panel and in any display —~

field set to Field Area), and the pattern. Guidance to the mark is ‘\,73,) x
provided with the option to switch to swath guidance. T *Ma -
Mode 3: “Provide only guidance to the last MARK Pt”: ‘The ‘last’ _ Press ENTER to cancel Return to Mart” |

mark means the selected mark (‘n’ in Note 5 above). In (3), new log
04131816, IntelliTrac has provided only guidance to the mark—there is no option to switch to swath
guidance because there is no pattern (swath array) loaded.

Original or Current Log Modes (4-6)

Mode 4: “Use MARK LOG if found, else current LOG. Append all MARK data”. IntelliTrac checks to see if the
log that was active when the mark was first set (the log in the MARKS.DAT file for the mark concerned) is
still in the system. If it is (and it will be unless it's been user deleted), IntelliTrac reopens (reloads) the log
and all its data. IntelliTrac also loads the job, area and pattern and provides guidance to the specified mark.
In the example in the schematic, the original log was found. If it hadn’t been, mode 4 would act as mode 1
but without opening a new log—it would append ‘all MARK data’ to the currently active log.
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The schematic at right provides detail on the
key points of mode 4:

At (1), two swaths have been completed for
Job 18. Log 04171439 is active and M8 is
set.

(2) (MapStar) shows the log data (so far). At
(3), (MARKS.DAT extract) shows M8's
coordinates, the active log when M8 was set
(1439), and the field area (sprayed area) 1.22
Ha.

(4a) (MapStar) shows the system data value
and the user’s area measurement value for
the sprayed area and (4b) is an enlarged
view of that data.

At (5a), after a system restart, there is a new
log (04171552). The default job (either 0 or

18) has been cleared (KEYPAD > CLEAR > JOB)
setting the map status to <No Job>. At (5b),
RETURN > 8, with mode 4 active has closed

log 1552 and reopened log 1439.

(6) shows return guidance to M8; (7) shows
swaths 3 and 4 completed. (8a) and (8b)
(MapStar) show the new (added to/inc-
reased) 1439 log data.

Modes 5 and 6: “Continue with Current
LOG: Append only JOB/Area and Pattern
data” and “Continue with Current LOG:
Provide only guidance to the last MARK Pt":

These modes are the same as modes 2 and 3
except a new log is not opened. Work
continues with the currently active log.

CRWA1 : GHOSE : N/A : 04171439 Job 018

LIQUID

BOOM:ALL

ROUTE --

04/17/16 15:01

BRG --°
RNG --.-

Edge ----

ToA279.4 Ft

B

[==}

.RET 08

33.6704670
JOBNAME "N/A"
JOB 18
LOGFILE
SWATH -1
HEADING 360.000000
FIELDAREA 1.222693
PTTME 202 4

-111.8764620

100.000

"Cc:\Satloc\Data\04171439.1og"

\\1{3775

Area = 1.2256 Ha 0.00

0.00

JOB POLYGON AREA

4b
8.90 Ha
000t
000

CRW1 : GHOSE : N/A : 04171552

CRWA : GHOSE : WA :

<No Job>*

04171439 Job 018 LIQUID _BOOM:ALL

04/17116
MARK 08

BRG 327°
RNG 484.5Ft

Job 18
002

ToA725.9 Ft

16:47

Edge 783.4

[T

A

O 8‘

{

e A

MapStar - [04171439]
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Comparing Modes and Appended Data

In Figure 9-2 the top left and right images show what is ‘loaded’ onto the map for a guided return to mark
#4 (M4) with mode 1 and mode 2 active respectively. The difference is the sprayed area from the original
data logged when the mark was set. The bottom two images show the top images after ENTER has been
pressed to switch from guidance to the mark to swath activation (ADV [not shown] has been pressed,
swath #3 is next).

LIGUID _ BOOM:ALL  R'Mark = MOGE 2

(CRW : GHOSE : NIA : 04181640 Job 9 LIQUID  BOOMIALL  R/Mark = MODE 1 CRVA : GHOSE : WA D 04181732 Job 019 1 M/ J
: oanere 1T
Skl ] Edge2041Ft Edge 35¢ Edge 114.7 Edge 19 Sec/'H
MARK 04 ) NOC MARK 04 | NO CTRL®
A.
BRG 2467 +
BRG 248° Er
RNG 1303.3 Ft 1' Ll H IR 1 x
B 1
- Jeb 19
Jeb 13 =
_ooz ] ToATI01 Ft 1
leATian Ft /I| § LFTBKBK | M —5%
LET BK-BK " I = 7 Press ENTER for swath gl.rldunc? *H o
ss ENTER for swath guiddfice < ! ’
. Loggir

. ‘ . Mode 2, M4: New log (1732); guidance
Mode 1, M4: New log (1640); guidance . .
to mark; pattern; gpray (Ioggdata) to mark; pattern; no spray (no log)

~+~ 4
H 1 + .
1
GRS Dd -
D b we L .
TRE B Logging is READY
‘T) 500 Feet- Manual
Switched to swath guidance (Iactivated Switched to swath guidance (Iactivated
pattern). Next swath (3) selected. pattern). Next swath (3) selected.

Figure 9-2: Same mark, different modes, full data

Advanced Miscellaneous Setup

Path to Advance Misc(ellaneous) Setup: [Foos S SETUP x 5

LPC Firmware Ver.: 1.0.0.980

' Feature UnLocks ’ ' FBWF '

G4 Manuals

' User Guide ' ‘ Guide ' BACK

— ‘

h—w_g’ o
Guide

Note: Normally Reset if SBC is Replaced

' =— — Return To

CPU Temp: T1: 46.4 C T2: 45.8 C T3: 48.3 C T4: 48.0 C Map

Note: The LPC Firmware Ver(sion), Reset MAC Address and CPU Temp(eratures) information and
functionality are for diagnostic/troubleshooting purposes should they be required.
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Authorize Feature Unlock

Path to Authorize Feature Unlocks: [Tser | > sETup

Feature UnLocks

LPC Firmware Ver.: 1.0.0.980

Feature UnLocks.

G4 Manuals

' User Guide '
-
Note: Normally Reset if SBC|

(Em—— —

CPU Temp: T1: 41.2 C T2: 41,

The Above Indicated UnLock is NOT ACTIVE

Select UnLock Featyrefrom Combo Box
1: PMaps & Spray OFF |

G Go Back
jal#
3761582179

Return To
Map

Press to display the drop-down list
from which you select a feature to
unlock

Press to display a data entry window
where you enter your authorization
code

|~ The code you enter appears here

Press to confirm the authorization

— code you entered (button is

enabled only after you enter your
authorization code)

Figure 9-3: Authorize Feature Unlock window

Several advanced IntelliTrac features—such as prescription maps and HQ integration—are available only
after being unlocked by an authorization code. Use the Authorize feature UnLocks window (Figure 9-3)
to select the appropriate feature and to enter your authorization/unlock code.

Note: Contact your dealer to obtain authorization/unlock codes.

To enter authorization unlock codes:

1. In the Authorize feature UnLocks window (Figure 9-3, inset), press Select Unlock Feature

then select a feature.

2. Press Enter Unlock #, the Enter Customer

Service Authorization # window appears (at

right, top - 1).

3. Enter your authorization number (code); press

Accept.

4. The window closes, the authorization code
appears in the Enter Unlock # field, and the

Accept UnLock # button is active (no longer

dimmed - at right, center - 2).

5. Press Accept UnLock #. If you entered a valid
code, “Thanks, you have a valid Unlock”.
appears at the bottom left of the window (at
right, center - 2). For invalid codes, “Sorry no
UnLock, please try again” appears (at right,

bottom - 3).

Numerical

459254779|

UnLock # 450254779
Accept This Unit Serial #
UnLock # 3761582179

Thanks, you have a valid UnLock

@ Sorry no UnLock, please try again
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Enable/Disable FBWF

Use this screen to enable/disable the File-Based Write Filter as required. Do this only under guidance

from Satloc support.

G4 Manuals

System FBWF currently ENABLED

|

Enter Password first

e

Return To
Map

Press the appropriate button to launch the required documentation which will appear on screen as a PDF.

G4 Manuals

Installatio Guide ‘Installation Guide ’
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Configuring Your Zoom and Pan

You configure your zoom and pan behavior in the Screen Advanced Setup window.

Displays a data entry window where you enter the

ercentage each zoom in/out moves the display ™
P 9 play { Zoom Level ] 100 %

Displays a data entry window where you enter a value

for the scale ratio of the screen —
Ratio 2000 Ratio %

Displays a data entry window where you enter the
percentage the screen moves in the direction of the _—F Pan Level ' =0 %

arrow you press

Toggles between Yes (show lat/lon) and No (do not show __t LatiLon ' Yes

lat/lon)

Displays a data entry window where you enter the spray ——t Overlap ' o %

overlap percentage you want to view in the Moving
window area

Defaults

Return To
Map

Restores the advanced setup
settings to the factory defaults

Figure 9-4: Screen Advanced Setup window

Visual overlap (or spray overlap) visually represents the distance beyond the spray boom that spray is
applied. If you enter this percentage as “0,” the Moving window area only shows spray applied as the
length of the boom. If, for example, you enter a value of 10, a 65 ft spray width with a spray overlap of 10%
will display a 6.5 foot total spray overlap (3.25 feet on each side of the spray boom).

Note: Visual overlap applies to the display in the map only. It does not apply to guidance or logged data.

To change zoom/pan options:

SETUP SETUP .
1. Press *° > >’ SEREE > , the Screen Advanced Setup window appears

(Figure 9-4).
2. For the Zoom Level, Preset Scale Ratio, Pan Level, and
; . . —— =
Visual Overlap settings, press the appropriate button, enter tm o - {—Fg)

a value in the data entry window that appears, then press

Accept. [‘*ﬁ‘) (2000 oo

3. For the Show Lat/Lon setting, press Show Lat/Lon once to
change the value and again if you want to change it back. Fentevel

4. To reset the screen settings to their default values, press e
Factory Defaults. LatlLon '

faults
|

( Overlap ]‘100 |% Return To
Map

—_—
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Understanding Guidance Delay

Guidance delay or ‘forward prediction’ in IntelliTrac is the delay (in msec) between when the lightbar
displays a guidance prompt and when you need to react. For example, if you set this value to 600 the
lightbar prompts you 600 msec before you need to react. The default value of 500 msec is geared toward
the average airspeed.

To set a guidance delay:

\SETUP
1. Press| SETWP ' > > , the Nav System Setup window appears (main at right).

2. Press Forward Prediction and in the data entry

window that appears (inset at right) enter the —
guidance delay value then press Accept.

Enter Fwd Prediction (milliseconds)

Customized Settings

When you customize settings the changes are saved to the

CLEARl

G4 hard drive. The user settings are stored in the ITrac.ini Go Back

(initialization) file and transferred (copied) through the

data file transfer (copying) feature (see “Transferring Data m
Files” on page 58. Because you can transfer (copy) the —
changes to a USB drive: Map

¢ You can change settings on one system and
transfer the new settings to another G4 system.
You then can begin using the second system immediately without having to change the setup.

¢ You can store different settings on different USB drives and swap the drives depending on the jobs
and settings you want to access.

Path to copying the (customized) ITrac.ini file:

’_]semp S SETUP 5 ﬁ

In the File Transfer window, press View All Fie Trane
Files (1a), the button changes to Hide HARD Drive Data

Log S 50 io EI’OPBOX@
- . s to
Unwanted Files (1b). Scroll to find and then e @ A ey
select ITrac.ini (2), press the >> button (3) (the froaceiol [~
- . . . ITracG4HQ.ini 93 a
file appears, in red, in the selected list - 4). Press [——
Copy Selected Files (5). KL Test.PMD E
i i i . KL Test.PMH
For more information on transferring/copying KL Test.shp
files, see “Transferring Data Files” on page 58. KL Test.shx E
Lithgow_Paddocks_2nd_wgs84.PM|
Lithgow_Paddocks_2nd_wgs84.PM| @
MARKS - Copy.DAT . z
USB Drive
t Py i CLEAR
— FOUND USB

(16)

" Go Back

Map

1 ‘
A
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Appendix A: The Simulator Console

To load/activate the simulator, select Simulate GPS during the startup procedure —see page 6

a. Left and right turns. Radius decreases (so tightest turn) toward outer
edge of turn box. Touch outside turn box (but within console) to

top turni intain th heading. L . .
stop turning and maintain the new heading Note: To maintain a turn (to circle) instead of

e proceeding on the new heading, touch outside the
.
. S—

console. Touch inside the console to stop circling - see
‘a. Right circle 1-2-3". (The heading indicator circle is the

Internal GPS Simulator

— Left Turn = r Right Turn —

Crxe— %O a. Right circle
b. Spray On/Off —— I Aoy 1_3_3
™

- Touch to \( -----------
stopturn |

: M

T+ ~~ 0.0 180 \\@ # ¢

¢ - o 7

Latitude 33.495361
c. Reset heading 0.0 /

AN d. Heading +/- 180°

@ i [LA0 L f. Values set at e.
o ] Use g to ‘go to’
- Current Information (reposition aircraft)
: Latitude: | 33.4724796 N
e. Set new aircraft
position Longitude: | 111.4900339 W
g. Reposition oLl I 133.00 m
aircraft Direction: | 358.597 deg
! Speed: | 50 MPH
Speead: i. Speed up
. pee . (Max: 181 mph/291 kph)

| Longitude -111.495869

h. Slow down
t+ +—————*-
k. Set new
— Owverride Hdg ||:| 1] instantly applied
heading (override)

i. Check to
enter k values

Speed Note 1: Slide to vary speed or click slot before/after slider to decrease/increase
speed 36 mph/58 kph per click.

Speed Note 2: If troubleshooting IntelliFlow with the simulator on, speed must be less
than 10 mph / 16 kph.
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Appendix B: Hot Keys

Table B-1 provides a description and alternative button sequence for each Hot Key in IntelliTrac.

Table B-1: Hot Key descriptions

Hot Key

Hot Key Name Text Function KEYPAD / SETUP Button Sequence
Clear\Pattern\ CPTE Appendix B, “Hot Keys”s the current KEYPAD > CLEAR > PATTERN\1 >
Enter pattern from the screen. ENTER
Clear\Pattern\ CPTA Displays IntelliTrac Setup window so
Adv (UP) you can change (move) pattern to
current line and change swath as
required.
Clear\Swath CLSW Clears the spray information from the = KEYPAD > CLEAR > SWATH\2 > ENTER
screen.
Clear\dJob\Enter CJBE Clears the current job information from KEYPAD > CLEAR > JOB\9 > ENTER
the screen.
Clear\Job\Clear CJCL Displays the Jobs By Name List window KEYPAD > INFO\0 > JOB\9
where you can delete a job. See
“Deleting Jobs” on page 99 for more
information.
Clear\Waypoint\ CWPE Clears the current waypoints from the KEYPAD > CLEAR > WPT\b > ENTER
Enter screen.
Clear\Route\ CRTE Clears the current route information KEYPAD > CLEAR > ROUTE\8 > ENTER
Enter from the screen and displays the
following message:
“Waypoint guidance canceled”
Clear\Clear CLCL Displays a window where you can exit KEYPAD > CLEAR > CLEAR
IntelliTrac and shut down Windows or
exit IntelliTrac and go to the Windows
desktop. See “Exiting IntelliTrac” on
page 23 for more information.
Clear\Tracks CLTK Turn ON/OFF flight TRACKS (Turns) on
window screen (leaving just sprayed
swaths).
Start\tNew\LOG  SLOG Closes the open log (if a log was open) KEYPAD > LOG HQ > Start New Log
and starts a new log. You can also use _g_
the Log HQ button to start a new log—
see “Logging Data” on page 51 for Log HQ > Start New Log
more information.
Poly\Poly PYPY Enters polygon creation mode—see KEYPAD > POLY\6 > POLY\6
“Setting polygon points as you fly” on
page 102 for more information.
Enter\Poly\ EPYP Enters ‘automatic swath’ mode and KEYPAD > ENTER > POLY\6 >
Pattern displays the Poly Pattern area in place PATTERN\1
of the Data area on the window screen.
See “Applying a Swath Array (Pattern)
to a Polygon” on page 111 for more
information.
Enter\Zoom Z00M Displays the Zoom/Pan window. See KEYPAD > ZOOM/PAN
“Zooming and Panning the Map” on
page 19 for more information.
Enten\EDif EDIF Displays the e-Dif Commands window, SETUP >SETUP > SETUP > SETUP >

where you configure e-Dif. See
“Customized Settings” on page 160 for
more information.

GPS Setup > GPS e-Dif Commands
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Table B-1: Hot Key descriptions (continued)

Hot Key Name _II-_I:;tKey Function KEYPAD / SETUP Button Sequence
Enter\AGDisp DISP Shortcut to AgDisp (Drift) modeling
Model window.
Ente\METData  METD Displays the MET Setup window where SETUP > SETUP > SETUP > SETUP >
you can edit the following: MET Setup
Temperature
Humidity
Wind Speed
Wind Direction
Bar (barometric) pressure
Enter\FLOW\ FCAL Shortcut to Flow CAL window
CAL
Enter\HK\ MISC Displays a window (over the Data area)
Internet with the following tabs: HotKeys,
Internet, Misc.
Press the MISC Hot Key again to close
the window.
Enter\XM XMRW Displays the XM Radio window, where
Radio\Weather you select an XM Radio channel. This
functionality requires an XM Radio
subscription and WX weather receiver.
Return\Mark\0 RTMO Return to the Zero mark.
Info\Setup IFSP Displays the IntelliTrac Setup window
(first Setup window).
Info\lnfo IFIF Displays the Flow Control Setup KEYPAD > INFO\0 > INFO\0
window -or-
SETUP > SETUP > FLOW CTRL
Info\Job IFJB Displays the Jobs By Name List window KEYPAD > INFO\0 > JOB\9
to view list of all jobs and load a job.
Info\Swath IFSW Displays the Unsprayed Swaths KEYPAD > INFO\0 > SWATH\2
window.
Info\Pattern IFPT Displays the Pattern Options window.  KEYPAD > INFO > PATTERNS
_Or_
SETUP > SETUP > SETUP > PATTERNS
Info\Mark IFMK Displays the Marks window. KEYPAD > INFO\0 > MARK\4
Info\Waypoint IFWY Displays the Waypoints By Name KEYPAD > INFO\0 > WPT\b
window.
Set\Set STST Toggles the display between Normal KEYPAD > SET > SET
(day) mode and Dark (night) mode.
Set\Swath\ SSWE Sets current swath as ‘swath 1’. KEYPAD > SWATH\2 > ENTER
Enter
Set\Pattern\ SPTA (Must be using an A|B|C pattern)
Adv (UP) advances the current A|B|C pattern to
the new position according to the Left/
Right Offset
Set\Pattern\ SPTD (Must be using a A|B|C pattern)
Dec (DOWN) decrements the current A|B|C pattern to
the new position according to the Left/
Right Offset
Set\Pattern\1 PAT1 Recalls Pattern 1 from current job
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Appendix B: Hot Keys

Table B-1: Hot Key descriptions (continued)

Hot Key Name

e Ly Function

Text

KEYPAD / SETUP Button Sequence

Set\Pan\ PANO Toggles between Pan Mode ON and

ON/OFF Pan Mode OFF (the Turn PAN ON/OFF
button in the Data area shows the
current setting)
You can also press the Turn PAN ON/
OFF button in the Data area to toggle
the setting on/off.

Set\Zoom\ ZOMA Cycles between the three zoom modes:

MAN/AUTO Manual, Manual Locked, and Auto.
You can also press the ZOOM MODE
button to cycle through the settings.

Set\AIMMS20\ AIMS Shortcut to turn ON/OFF AIMMS20

ON/OFF device for AgDisp (Drift).

Set\Preset Scale SRAT Shortcut to return to Preset Scale Ratio

Ratio and ZOOM defaults as set in ZOOM
dialog.

Hide\Show GPS GSIM Shortcut to turn HIDE/SHOW visually

SIM the Internal Simulator when active.

Auto\USB\Files = AUSB Shortcut to copy file from USB to
C:\...Data folder.

Forward\Pattern FWPT Shortcut to advance Pattern Type
before designating A|B.

Reverse\Pattern RVPT Shortcut to decrement Pattern Type

before designating A|B.
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Index

A deleting
AlB line polygon 109
as a mark, guidance to 113 single job with a Hot Key 99, 100
auto-applied, rotating round a polygon 112 waypoint 93
auto-applying to a polygon 111 desensitizing LEDs (lightbar) 40
flying left or right of 70 desktop 22
missions 98 DGPS 3
overview 46 diff source, changing 142
absolute position (e-Dif) 143 differential GPS. See DGPS
AGDisp, setup 145 dimming level, lightbar 33
Aglaser 26 display
AIMMS clearing 70
setup and MET setup 144 display fields, setting for lightbar 38
viewing data in MapStar 144 display turns 147
aircraft displaying the virtual lightbar 39
centering at bottom 148 DOF obstacle
displaying turns 151 importing 34
selection in AGDisp 145 warning 34
area double-spray warning 33, 34, 71
data 10
header 11 E
map 9 edge distance (lightbar option) 110
authorization, feature unlock 157 edge lead time
auto repeat, patterns 50 on/off, flow control 125
AutoCal, monitor only, flow control 122 edge warning (lightbar) 40
automatic guidance 47 e-Dif 3
resetting 143
B setting relative position 143
back-to-back working with 143
multiple, pattern, additional fields 50 e-Dif commands
multiple, pattern, rotation and field nos 49 ) _GPS setup 140
pattern summary 66 editing
pattern, example flying 69 polygon 109
pattern, setting and flying 74 vYaypoint 92
back-to-back skip entering
pattern summary 66 field values 18
pattern, setting and flying 76 exiting IntelliTrac 23
before you start using IntelliTrac 22 expand
buttons, pressing in IntelliTrac 11 pattern, setting and flying 79
Cc F
clearing FBWEF, enable\disable 158
jobs 99 features, unlock 157
closed pattern 64 field values, entering 18
COM port, configuration 144 files
command 69 data and log, managing 55
flow valve position 149 data, transferring 58
commands log data vs. job data 55
e-Dif (GPS) 140 log, transferring to PC 60
GPS receiver, setting up 143 flow control 118
keypad entry of 12 and prescription maps 123
receiver (GPS) 140 auto-detection by G4 IntelliTrac 22
coordinates edge lead time on/off 125
set/go to user lat/lon (e, f, g) 162 legacy (IF) IntelliFlow 119
coordinates (systemwide settings) 26 liquid menu map 117
cross-track sensitivity 39 PG gain and tolerance 127
volume 122
D
data G
area 10 G4 manuals, accessing, reading onscreen 158
files, managing 55 GIS file
files, transferring 58 importing 106
job data files and log files 55 GIS files 3
viewing log data 56 global units 26
day mode, lightbar 33 GPS

commands, sending to receiver 143
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Index

diff source, changing 142
LBAND beam frequency, setting 142
setup - e-Dif commands 140
setup - introduction 140
setup - mask angle 140
setup - receiver commands 140
WAAS PRN, changing 142
GPS update rate 142
guidance
receiving to a polygon 109
to marks, waypoints, polygons, patterns 47
guidance delay 160

H

header area 11

hiding the virtual lightbar 39

Hot Keys
deleting a single job 99, 100
descriptions of all keys 164
setting 21

HQ 3, 157
integration\authorization 157
setup and tracking 145

|

importing
DOF obstacles file 34
GIS file 106

IntelliTrac
before you start 22
entering field values 18
exiting 23
pressing buttons 11
setting up 16
starting 6
systemwide settings 26

job
clearing 99
deleting a single job with a Hot Key 99, 100
entering details (Quick Start) 49
flow pmaps 124
overview 45
recalling 98
saving 98
using job names 147

K

keypad
commands and number inputs 12
displaying 12
using 12

L

last sprayed point, MO (zero) 94
LBAND, beam frequency, setting 142
legacy
load new program 129
legacy (IF)
controllers 120
IntelliFlow menu map 119
job flow pmaps 124
screens summary 118
lightbar
cross-track sensitivity 39
desensitizing LEDs 40
dimming level 33
display fields 38
displaying the virtual lightbar 39

edge distance 110
edge warning, setting 40
guidance delay 160
Matrix dimming level 33
setting up 32
status LEDs 38
time to edge 110
warning 33
warnings 71
liquid menu map 117
local time offset 26
log
files, managing 55
files, transferring to PC 60
log data files and job data files 55
new per job 52
new per job - no 54
new per job - yes 53
overview 45
return\mark modes - new logs 154
return\mark modes - original or current log 154
viewing 56
viewing log data 56

MO. See last sprayed point
map
area 9
header area 11
Map screen 8
MapStar 3, 60
mark
clearing 96
MO at spray off point 147, 151
mode, setting (return mark\mode) 153
overview 46
returning to 94

mask angle
GPS setup 140
setting 141
Matrix dimming level 33
menu map
legacy (IF) IntelliFlow 119
liquid 117
MET, setup and AIMMS20 144
mode

compare mark mode data 156
lightbar (day and night) 33
return\mark 153

moving map area
panning 19
zooming 19

multi back-to-back
pattern summary 66
pattern, rotations, full and half 75
pattern, setting and flying 75

N
night mode, lightbar 33
nozzles, AGDisp setup 145

o

open pattern 64

P

pan
configuring 159
direction, by arrows 19
introduction to panning 19
manual, on screen 19
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Index

pattern
autosetting on job load 147
back-to-back skip, pattern summary 66
back-to-back skip, setting and flying 76
back-to-back, pattern summary 66
back-to-back, setting and flying 74
closed type 64
expand, pattern summary 67
expand, setting and flying 79
multi back-to-back, pattern summary 66
multi back-to-back, setting and flying 75
open type 64
overview 44
quick racetrack, pattern summary 66
quick racetrack, setting and flying 77
quicktrac X, pattern summary 67
quicktrac X, setting and flying 78
racetrack, pattern summary 66
racetrack, setting and flying 76
recalling 72
reverse racetrack, pattern summary 67
reverse racetrack, setting and flying 77
saving 72
squeeze, pattern summary 67
squeeze, setting and flying 79
PG gain and tolerance, quick flow and position 127
polygon
applying a pattern to 111
auto-applying pattern (EntPolyPat) 111
deleting 109
editing 109
‘Enter Poly Pat’ features 112
overview 44
receiving guidance to 109
saving (overview) 107
saving w/o a job - single session 108
saving without a job - multiple sessions 109
setting points as you fly 102
polygons, calculating total area 107
prescription maps
and flow control 123
with autoboom 125
prescription maps and flow control, variable rate 122
pressing buttons in IntelliTrac 11
product overview 2

Q

quick racetrack

pattern summary 66

pattern, setting and flying 77
Quick Start (job details) 49
quicktrac X

pattern summary 67

pattern, setting and flying 78

racetrack

pattern summary 66

pattern, setting and flying 76
recalling

job 98

waypoint 89, 90
receiver commands, GPS setup 140
receiving guidance to a polygon 109
relative e-Dif position 143
relays

distance setting 144

small relay setup 144

time\interval setting 144
resetting e-Dif 143
resetting e-Dif absolute position 143

reverse racetrack

pattern summary 67

pattern, setting and flying 77
route

defined 82

overview 44

S
Satloc HQ, setup 145
saving
job 98
polygon (without a job - multiple sessions) 109
polygon (without a job - single session) 108
SBAS 3
setting
cross-track sensitivity (lightbar) 39
DOF obstacle warning 34
double-spray warning 33, 34
edge warning (lightbar) 40
e-Dif absolute position 143
GPS update rate 142
Hot Keys 21
lightbar display fields 38
lightbar status LEDs 38
mask angle 141
polygon points as you fly 102
relative e-Dif position 143
waypoint manually (by coordinates) overview 86
waypoint manually by name 88
waypoint manually by route 86
waypoint while flying 85
setting up
IntelliTrac 16
lightbar 32
settings
Aglaser 26

coordinates 26

global units 26

local time offset 26

systemwide 26
settings, customized, saving 160
squeeze

pattern summary 67

pattern, setting and flying 79
starting IntelliTrac 6
status LEDs on lightbar 38
swath, overview 46
switching between IntelliTrac and Windows 22
systemwide settings 26

T
TACH, times displaying\managing 149
time to edge (lightbar option) 110
to execute pattern, two ways 69
transferring

data files 58

log files to PC 60
turns, displaying 147

U

unlock, features 157
update rate 142

\"
viewing logs 56
virtual lightbar 39

W
WAAS PRN. changing 142
warning
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Index

DOF obstacles 34
double-spray 33, 34, 71
edge, lightbar 40
lightbar 33, 71
waypoint 82
automatic guidance 47
deleting 93
editing 92
overview 44
recalling 89, 90
setting manually (by coordinates) overview 86
setting manually by name 88
setting manually by route 86
setting while flying 85
Windows desktop 22

y 4

zoom
configuring 159
modes 20
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End User License Agreement

IMPORTANT - This is an agreement (the “Agreement”) between you, the end purchaser (“Licensee”) and AgJunction, Inc.
(“AgJunction”) which permits Licensee to use the AgJunction software (the “Software”) that accompanies this Agreement. This
Software may be licensed on a standalone basis or may be embedded in a Product. Please read and ensure that you understand this
Agreement before installing or using the Software Update or using a Product.

In this agreement any product that has Software embedded in it at the time of sale to the Licensee shall be referred to as a “Product.”
As well, in this Agreement, the use of a Product shall be deemed to be use of the Software which is embedded in the Product.

BY INSTALLING OR USING THE SOFTWARE UPDATE OR THE PRODUCT, LICENSEE THEREBY AGREES TO BE LEGALLY BOUND BY
THE TERMS OF THIS AGREEMENT. IF YOU DO NOT AGREE TO THESE TERMS, (1) DO NOT INSTALL OR USE THE SOFTWARE, AND (II)
IF YOU ARE INSTALLING AN UPDATE TO THE SOFTWARE, DO NOT INSTALL THE UPDATE AND PROMPTLY DESTROY IT.

AGJUNCTION PROVIDES LIMITED WARRANTIES IN RELATION TO THE SOFTWARE. AS WELL, THOSE WHO USE THE EMBEDDED
SOFTWARE DO SO AT THEIR OWN RISK. YOU SHOULD UNDERSTAND THE IMPORTANCE OF THESE AND OTHER LIMITATIONS SET
OUT IN THIS AGREEMENT BEFORE INSTALLING OR USING THE SOFTWARE OR THE PRODUCT.

1. LICENSE. AgJunction hereby grants to Licensee a non-transferable and non-exclusive license to use the Software as embedded
in a Product and all Updates (collectively the “Software”), solely in binary executable form.

2. RESTRICTIONS ON USE. Licensee agrees that Licensee and its employees will not directly or indirectly, in any manner
whatsoever:

a. install or use more copies of the Software than the number of copies that have been licensed;

b. use orinstall the Software in connection with any product other than the Product the Software was intended to be used or
installed on as set out in the documentation that accompanies the Software.

copy any of the Software or any written materials for any purpose except as part of Licensee's normal backup processes;
modify or create derivative works based on the Software;

c
d
e. sub-license, rent, lease, loan or distribute the Software;
f permit any third party to use the Software;

g

use or operate Product for the benefit of any third party in any type of service outsourcing, application service, provider
service or service bureau capacity;

h. reverse engineer, decompile or disassemble the Software or otherwise reduce it to a human perceivable form;

i.  Assign this Agreement or sell or otherwise transfer the Software to any other party except as part of the sale or transfer of
the whole Product.

3. UPDATES. At AgJunction's discretion AgJunction may make Updates available to Licensee. An update (“Update”) means any
update to the Software that is made available to Licensee including error corrections, enhancements and other modifications.
Licensee may access, download and install Updates during the Warranty Period only. All Updates that Licensee downloads,
installs or uses shall be deemed to be Software and subject to this Agreement. AgJunction reserves the right to modify the
Product without any obligation to notify, supply or install any improvements or alterations to existing Software.

4. SUPPORT. AgJunction may make available directly or through its authorized dealers telephone and email support for the
Software. Contact AgJunction to find the authorized dealer near you. As well, AgJunction may make available user and technical
documentation regarding the Software. AgJunction reserves the right to reduce and limit access to such support at any time.

5. BACKUPS AND RECOVERY. Licensee shall back-up all data used, created or stored by the Software on a regular basis as
necessary to enable proper recovery of the data and related systems and processes in the event of a malfunction in the Software
or any loss or corruption of data caused by the Software. Licensee shall assume all risks of loss or damage for any failure to
comply with the foregoing.

6. OWNERSHIP. AgJunction and its suppliers own all rights, title and interest in and to the Software and related materials,
including all intellectual property rights. The Software is licensed to Licensee, not sold.

7. TRADEMARKS. “AgJunction”, “Outback Guidance”, “Satloc” and the associated logos are trademarks of AgJunction. Other
trademarks are the property of their respective owners. Licensee may not use any of these trademarks without the consent of
their respective owners.

8. LIMITED WARRANTY. AgJunction warrants solely to the Licensee, subject to the exclusions and procedures set forth herein
below, that for a period of one (1) year from the original date of purchase of the Product in which it is embedded (the “Warranty
Period”), the Software, under normal use and maintenance, will conform in all material respects to the documentation provided
with the Software and any media will be free of defects in materials and workmanship. For any Update, AgJunction warrants, for
90 days from performance or delivery, or for the balance of the original Warranty Period, whichever is greater, that the Update,
under normal use and maintenance, will conform in all material respects to the documentation provided with the Update and any
media will be free of defects in materials and workmanship. Notwithstanding the foregoing, AgJunction does not warrant that the
Software will meet Licensee's requirements or that its operation will be error free.

9. WARRANTY EXCLUSIONS. The warranty set forth in Section (8) will not apply to any deficiencies caused by (a) the Product not
being used as described in the documentation supplied to Licensee, (b) the Software having been altered, modified or converted
in any way by anyone other than AgJunction approved by AgJunction, (c) any malfunction of Licensee's equipment or other
software, or (d) damage occurring in transit or due to any accident, abuse, misuse, improper installation, lightning (or other
electrical discharge) or neglect other than that caused by AgJunction. AgJunction does not warrant or guarantee the precision or
accuracy of positions obtained when using the Software (whether standalone or embedded in a Product). The Product and the
Software is not intended and should not be used as the primary means of navigation or for use in safety of life applications. The
potential positioning and navigation accuracy obtainable with the Software as stated in the Product or Software documentation
serves to provide only an estimate of achievable accuracy based on specifications provided by the US Department of Defense for
GPS positioning and DGPS service provider performance specifications, where applicable.

10. WARRANTY DISCLAIMER. EXCEPT AS EXPRESSLY SET OUT IN THIS AGREEMENT, AGJUNCTION MAKES NO
REPRESENTATION, WARRANTY OR CONDITION OF ANY KIND TO LICENSEE, WHETHER VERBAL OR WRITTEN AND HEREBY



11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

DISCLAIMS ALL REPRESENTATIONS, WARRANTIES AND CONDITIONS OF ANY KIND INCLUDING FITNESS FOR A PARTICULAR
PURPOSE, MERCHANTABILITY, ACCURACY, RELIABILITY OR THAT THE USE OF THE SOFTWARE WILL BE UNINTERRUPTED OR
ERROR-FREE AND HEREBY DISCLAIMS ALL REPRESENTATIONS, WARRANTIES AND CONDITIONS ARISING AS A RESULT OF
CUSTOM, USAGE OR TRADE AND THOSE ARISING UNDER STATUTE.

LIMITS ON WARRANTY DISCLAIMER. Some jurisdictions do not allow the exclusion of implied warranties or conditions, so
some of the above exclusions may not apply to Licensee. In that case, any implied warranties or conditions which would then
otherwise arise will be limited in duration to ninety (90) days from the date of the license of the Software or the purchase of the
Product. The warranties given herein give Licensee specific legal rights and Licensee may have other rights which may vary from
jurisdiction to jurisdiction.

CHANGE TO WARRANTY. No employee or agent of AgJunction is authorized to change the warranty provided or the limitation
or disclaimer of warranty provisions. All such changes will only be effective if pursuant to a separate agreement signed by senior
officers of the respective parties.

WARRANTY CLAIM. In the event Licensee has a warranty claim Licensee must first check for and install all Updates that are
made available. The warranty will not otherwise be honored. Proof of purchase may be required. AgJunction does not honor
claims asserted after the end of the Warranty Period.

LICENSEE REMEDIES. In all cases which involve a failure of the Software to conform in any material respect to the
documentation during the Warranty Period or a breach of a warranty, AgJunction's sole obligation and liability, and Licensee's
sole and exclusive remedy, is for AgJunction, at AgJunction's option, to (a) repair the Software, (b) replace the Software with
software conforming to the documentation, or (c) if AgJunction is unable, on a reasonable commercial basis, to repair the
Software or to replace the Software with conforming software within ninety (90) days, to terminate this Agreement and thereafter
Licensee shall cease using the Software. AgJunction will also issue a refund for the price paid by Licensee less an amount on
account of amortization, calculated on a straight-line basis over a deemed useful life of three (3) years.

LIMITATION OF LIABILITY.IN NO EVENT WILL AGJUNCTION BE LIABLE TO LICENSEE FOR ANY INCIDENTAL, CONSEQUENTIAL,
SPECIAL OR INDIRECT DAMAGES INCLUDING ARISING IN RELATION TO ANY LOSS OF DATA, INCOME, REVENUE, GOODWILL
OR ANTICIPATED SAVINGS EVEN IF AGJUNCTION HAS BEEN INFORMED OF THE POSSIBILITY OF SUCH LOSS OR DAMAGE.
FURTHER, IN NO EVENT WILL AGJUNCTION'S TOTAL CUMULATIVE LIABILITY HEREUNDER, FROM ALL CAUSES OF ACTION OF
ANY KIND, EXCEED THE TOTAL AMOUNT PAID BY LICENSEE TO AGJUNCTION TO PURCHASE THE PRODUCT. THIS LIMITATION
AND EXCLUSION APPLIES IRRESPECTIVE OF THE CAUSE OF ACTION, INCLUDING BUT NOT LIMITED TO BREACH OF
CONTRACT, NEGLIGENCE, STRICT LIABILITY, TORT, BREACH OF WARRANTY, MISREPRESENTATION OR ANY OTHER LEGAL
THEORY AND WILL SURVIVE A FUNDAMENTAL BREACH.

LIMITS ON LIMITATION OF LIABILITY. Some jurisdictions do not allow for the limitation or exclusion of liability for incidental or
consequential damages, so the above limitation or exclusion may not apply to Licensee and Licensee may also have other legal
rights which may vary from jurisdiction to jurisdiction.

BASIS OF BARGAIN. Licensee agrees and acknowledges that AgJunction has set its prices and the parties have entered into this
Agreement in reliance on the limited warranties, warranty disclaimers and limitations of liability set forth herein, that the same
reflect an agreed-to allocation of risk between the parties (including the risk that a remedy may fail of its essential purpose and
cause consequential loss), and that the same forms an essential basis of the bargain between the parties. Licensee agrees and
acknowledges that AgJunction would not have been able to sell the Product at the amount charged on an economic basis without
such limitations.

PROPRIETARY RIGHTS INDEMNITY. AgJunction shall indemnify, defend and hold harmless Licensee from and against any and all
actions, claims, demands, proceedings, liabilities, direct damages, judgments, settlements, fines, penalties, costs and expenses,
including royalties and attorneys' fees and related costs, in connection with or arising out of any actual infringement of any third
party patent, copyright or other intellectual property right by the Software or by its use, in accordance with this Agreement and
documentation, PROVIDED THAT: (a) AgJunction has the right to assume full control over any action, claim, demand or
proceeding, (b) Licensee shall promptly notify AgJunction of any such action, claim, demand, or proceeding, and (c) Licensee
shall give AgJunction such reasonable assistance and tangible material as is reasonably available to Licensee for the defense of
the action, claim, demand or proceeding. Licensee shall not settle or compromise any of same for which AgJunction has agreed
to assume responsibility without AgJunction's prior written consent. Licensee may, at its sole cost and expense, retain separate
counsel from the counsel utilized or retained by AgJunction.

INFRINGEMENT. If use of the Software may be enjoined due to a claim of infringement by a third party then, at its sole discretion
and expense, AgJunction may do one of the following: (a) negotiate a license or other agreement so that the Product is no longer
subject to such a potential claim, (b) modify the Product so that it becomes non-infringing, provided such modification can be
accomplished without materially affecting the performance and functionality of the Product, (c) replace the Software, or the
Product, with non-infringing software, or product, of equal or better performance and quality, or (d) if none of the foregoing can
be done on a commercially reasonable basis, terminate this license and Licensee shall stop using the Product and AgJunction
shall refund the price paid by Licensee less an amount on account of amortization, calculated on a straight-line basis over a
deemed useful life of three (3) years.

The foregoing sets out the entire liability of AgJunction and the sole obligations of AgJunction to Licensee in respect of any claim
that the Software or its use infringes any third party rights.

INDEMNIFICATION. Except in relation to an infringement action, Licensee shall indemnify and hold AgJunction harmless from
any and all claims, damages, losses, liabilities, costs and expenses (including reasonable fees of lawyers and other professionals)
arising out of or in connection with Licensee's use of the Product, whether direct or indirect, including without limiting the
foregoing, loss of data, loss of profit or business interruption.

TERMINATION. Licensee may terminate this Agreement at any time without cause. AgJunction may terminate this Agreement on
30 days notice to Licensee if Licensee fails to materially comply with each provision of this Agreement unless such default is
cured within the 30 days. Any such termination by a party shall be in addition to and without prejudice to such rights and
remedies as may be available, including injunction and other equitable remedies. Upon receipt by Licensee of written notice of
termination from AgJunction or termination by Licensee, Licensee shall at the end of any notice period (a) cease using the
Software; and (b) return to AgJunction (or destroy and provide a certificate of a Senior Officer attesting to such destruction) the
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23.

24,

25,

26.

27.

28.

Software and all related material and any magnetic or optical media provided to Licensee. The provisions of Sections 6), 7), 8), 9),
10), 15), 21), 26) and 27) herein shall survive the expiration or termination of this Agreement for any reason.

EXPORT RESTRICTIONS. Licensee agrees that Licensee will comply with all export control legislation of Canada, the United
States, Australia and any other applicable country's laws and regulations, whether under the Arms Export Control Act, the
International Traffic in Arms Regulations, the Export Administration Regulations, the regulations of the United States
Departments of Commerce, State, and Treasury, or otherwise as well as the export control legislation of all other countries.
PRODUCT COMPONENTS. The Product may contain third party components. Those third party components may be subject to
additional terms and conditions. Licensee is required to agree to those terms and conditions in order to use the Product.
FORCE MAJEURE EVENT. Neither party will have the right to claim damages as a result of the other's inability to perform or
any delay in performance due to unforeseeable circumstances beyond its reasonable control, such as labor disputes, strikes,
lockouts, war, riot, insurrection, epidemic, Internet virus attack, Internet failure, supplier failure, act of God, or governmental
action not the fault of the non-performing party.

FORUM FOR DISPUTES. The parties agree that the courts located in the State of Kansas and the courts of appeal there from will
have exclusive jurisdiction to resolve any disputes between Licensee and AgJunction concerning this Agreement or Licensee's
use or inability to use the Software and the parties hereby irrevocably agree to attorn to the jurisdiction of those courts.
Notwithstanding the foregoing, either party may apply to any court of competent jurisdiction for injunctive relief.

APPLICABLE LAW. This Agreement shall be governed by the laws of the State of Kansas, exclusive of any of its choice of law
and conflicts of law jurisprudence.

CISG. The United Nations Convention on Contracts for the International Sale of Goods will not apply to this Agreement or any
transaction hereunder.

GENERAL. This is the entire agreement between Licensee and AgJunction relating to the Product and Licensee's use of the
same, and supersedes all prior, collateral or contemporaneous oral or written representations, warranties or agreements
regarding the same. No amendment to or modification of this Agreement will be binding unless in writing and signed by duly
authorized representatives of the parties. Any and all terms and conditions set out in any correspondence between the parties or
set out in a purchase order which are different from or in addition to the terms and conditions set forth herein, shall have no
application and no written notice of same shall be required. In the event that one or more of the provisions of this Agreement is
found to be illegal or unenforceable, this Agreement shall not be rendered inoperative but the remaining provisions shall
continue in full force and effect.



Warranty Notice

COVERED PRODUCTS: This warranty covers all products manufactured by AgJunction, Inc. (“ AgJunction”) and purchased by the
end purchaser (the “Products”), unless otherwise specifically and expressly agreed in writing by AgJunction.

LIMITED WARRANTY: AgJunction, Inc. warrants solely to the end purchaser of the Products, subject to the exclusions and
procedures set forth below, that the Products sold to such end purchaser and its internal components shall be free, under normal use
and maintenance, from defects in materials, and workmanship and will substantially conform to AgJunction’s applicable
specifications for the Product, for a period of 12 months from delivery of such Product to such end purchaser (the “Warranty
Period”). Repairs and replacement components for the Products are warranted, subject to the exclusions and procedures set forth
below, to be free, under normal use and maintenance, from defects in material and workmanship, and will substantially conform to
AgJunction’s applicable specifications for the Product, for 90 days from performance or delivery, or for the balance of the original
Warranty Period, whichever is greater.

EXCLUSION OF ALL OTHER WARRANTIES. The LIMITED WARRANTY shall apply only if the Product is properly and correctly
installed, configured, interfaced, maintained, stored, and operated in accordance with AgJunction’s relevant User’'s Manual and
Specifications, AND the Product is not modified or misused. The Product is provided “AS IS” and the implied warranties of
MERCHANTABILITY and FITNESS FOR A PARTICULAR PURPOSE and ALL OTHER WARRANTIES, express, implied or arising by
statute, by course of dealing or by trade usage, in connection with the design, sale, installation, service or use of any products or any
component thereof, are EXCLUDED from this transaction and shall not apply to the Product. The LIMITED WARRANTY is IN LIEU OF
any other warranty, express or implied, including but not limited to, any warranty of MERCHANTABILITY or FITNESS FOR A
PARTICULAR PURPOSE, title, and non-infringement.

LIMITATION OF REMEDIES. The purchaser's EXCLUSIVE REMEDY against AgJunction shall be, at AgJunction’s option, the repair
or replacement of any defective Product or components thereof. The purchaser shall notify AgJunction or a AgJunction’s approved
service center immediately of any defect. Repairs shall be made through a AgJunction approved service center only. Repair,
modification or service of AgJunction products by any party other than a AgJunction approved service center shall render this
warranty null and void. The remedy in this paragraph shall only be applied in the event that the Product is properly and correctly
installed, configured, interfaced, maintained, stored, and operated in accordance with AgJunction’s relevant User’'s Manual and
Specifications, AND the Product is not modified or misused. NO OTHER REMEDY (INCLUDING, BUT NOT LIMITED TO, SPECIAL,
INDIRECT, INCIDENTAL, CONSEQUENTIAL OR CONTINGENT DAMAGES FOR LOST PROFITS, LOST SALES, INJURY TO PERSON OR

PROPERTY, OR ANY OTHER INCIDENTAL OR CONSEQUENTIAL LOSS) SHALL BE AVAILABLE TO PURCHASER, even if AgJunction has
been advised of the possibility of such damages. Without limiting the foregoing, AgJunction shall not be liable for any damages of any
kind resulting from installation, use, quality, performance or accuracy of any Product.

AGJUNCTION IS NOT RESPONSIBLE FOR PURCHASER’'S NEGLIGENCE OR UNAUTHORIZED USES OF THE PRODUCT.
IN NO EVENT SHALL AGJUNCTION BE IN ANY WAY RESPONSIBLE FOR ANY DAMAGES RESULTING FROM PURCHASER’S OWN
NEGLIGENCE, OR FROM OPERATION OF THE PRODUCT IN ANY WAY OTHER THAN AS SPECIFIED IN AGJUNCTION’S RELEVANT
USER’S MANUAL AND SPECIFICATIONS. AgJunction is NOT RESPONSIBLE for defects or performance problems resulting from (1)
misuse, abuse, improper installation, neglect of Product; (2) the utilization of the Product with hardware or software products,
information, data, systems, interfaces or devices not made, supplied or specified by AgJunction; (3) the operation of the Product
under any specification other than, or in addition to, the specifications set forth in AgJunction’s relevant User’'s Manual and
Specifications; (4) damage caused by accident or natural events, such as lightning (or other electrical discharge) or fresh/salt water
immersion of Product; (5) damage occurring in transit; (6) normal wear and tear; or (7) the operation or failure of operation of any
satellite-based positioning system or differential correction service; or the availability or performance of any satellite-based
positioning signal or differential correction signal.

THE PURCHASER IS RESPONSIBLE FOR OPERATING THE VEHICLE SAFELY. The purchaser is solely responsible for the safe
operation of the vehicle used in connection with the Product, and for maintaining proper system control settings. UNSAFE DRIVING
OR SYSTEM CONTROL SETTINGS CAN RESULT IN PROPERTY DAMAGE, INJURY, OR DEATH. The purchaser is solely responsible for
his/her safety and for the safety of others. The purchaser is solely responsible for maintaining control of the automated steering
system at all times. THE PURCHASER IS SOLELY RESPONSIBLE FOR ENSURING THE PRODUCT IS PROPERLY AND CORRECTLY
INSTALLED, CONFIGURED, INTERFACED, MAINTAINED, STORED, AND OPERATED IN ACCORDANCE WITH AGJUNCTION'S
RELEVANT USER’'S MANUAL AND SPECIFICATIONS. AgJunction does not warrant or guarantee the positioning and navigation
precision or accuracy obtained when using Products. Products are not intended for primary navigation or for use in safety of life
applications. The potential accuracy of Products as stated in AgJunction literature and/or Product specifications serves to provide only
an estimate of achievable accuracy based on performance specifications provided by the satellite service operator (i.e. US Department
of Defense in the case of GPS) and differential correction service provider. AgJunction reserves the right to modify Products without
any obligation to notify, supply or install any improvements or alterations to existing Products.

GOVERNING LAW. This agreement and any disputes relating to, concerning or based upon the Product shall be governed by and
interpreted in accordance with the laws of the State of Kansas.

OBTAINING WARRANTY SERVICE. In order to obtain warranty service, the end purchaser must bring the Product to a AgJunction
approved service center along with the end purchaser's proof of purchase. AgJunction does not warrant claims asserted after the end
of the warranty period. For any questions regarding warranty service or to obtain information regarding the location of any of
AgJunction approved service center, contact AgJunction at the following address:

AgJunction

2207 lowa Street

Hiawatha, KS, USA 66434

Phone: (800) 247-3808

outbackcs @outbackguidance.com
www.outbackguidance.com
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